REPORT OF COMPLIANCE EVALUATION INSPECTION
(INDUSTRIAL STORM WATER)

AT

Coastal Energy Corporation
1 Coastal Drive
Willow Springs, MO 65793

NPDES No.: MO-0136883

: BY
U.S. ENVIRONMENTAL PROTECTION AGENCY REGION VII
ENVIRONMENTAL SERVICES DIVISION
ENVIRONMENTAL FIELD COMPLIANCE BRANCH- STC
" ON
JULY 10, 2014

INTRODUCTION

At the request of the Water Enforcement Branch, Water, Wetlands and Pesticides Division, a
Compliance Evaluation Inspection (Industrial Storm Water) was conducted at the Coastal
Energy Corporation facility in Willow Springs, Missouri on July 10, 2014. The inspection was

| ) authorized by Section 308(a) of the Federal Water Pollution Control Act, as amended. It was

t - conducted in accordance with the EPA Region VII Standard Operating Procedures for

’ compliance inspections. Arthur Goodin with the Missouri Department of Natural Resources
Southeast Regional Office was present during this inspection. )

Coastal Energy Corporation
e Gary Picard, Safety Manager
e David Montgomery, President

Missouri Department of Natural Resources, Southeast Regional Office
o Arthur Goodin, Unit Chief, Water Pollution Control

U.S. Environmental Protection Agency (EPA), Region VII- STC

|
PARTICIPANTS
e Naji J. Ahmad, Environmental Engineer, EFCB/ENSV



PROCEDURES

Mr. Goodin and I arrived, unannounced, at the Coastal Energy Corporation facility at 9:00 AM
on July 10, 2014. We met with Mr. Picard. Iintroduced myself, presented my credentials, and
explained the purpose and procedures of my inspection. These included:

Completing the NPDES Industrial Stormwater Worksheet (Attachment 1);

An evaluation of the Stormwater Pollution Prevention Plan (SWPPP) ;

An evaluation of site inspections and self-monitoring records;

An evaluation of BMPs and a facility walk-through with photographs (Attachment 8).
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After a discussion of the facility’s NPDES permit requirements (Attachment 2), and the
Agency’s Confidentiality Notice, I started reviewing the 2012 and 2013 annual operations and
maintenance reports (Attachment 4), site inspection records, and monthly tank inspection
records. The facility decided not to claim any confidentiality at the time of the inspection
(Attachment 7).

Mr. Picard then escorted Mr. Goodin and me on a visual inspection of the plant. During my
plant visual inspection I inspected the ethanol tank farm and its secondary containment, the
facility-wide stormwater berm system and its controlled discharge pipe (outfall) to the Eleven
Point River, and the retention pond and its outfall pipes to the unnamed tributary to the Eleven
Point River. I also inspected the Eleven Point River and its unnamed tributary.

At the end of the day I held a formal exit meeting with Messrs. Picard and Montgomery. I
discussed my preliminary inspection observations and findings. Iincluded my six findings in
the Notice of Potential Violation (NOPV), and reminded them of the purpose of the NOPV
(Attachment 6). Mr. Picard signed the NOPV and kept a copy. In addition, I informed Mr.
Picard that I would communicate with him any deficiencies that I may find during my review
of the SWPPP and the NPDES permit upon my return to the office.

On July 17,2014, 1 recelved via email, the response to the NOPYV from Mr. Picard
(Attachment 7).

FACILITY DESCRIPTION

Coastal Energy consists of at least 39 aboveground storage tanks that house petroleum
products such as ethanol, liquid asphalt, fuel oil, polymer and diesel. According to the
Standard Industrial Classification (SIC) Manual, Coastal Energy Corporation is classified with
code number 2951 for establishments primarily engaged in manufacturing asphalt and tar
paving mixtures and paving blocks made of asphalt and various compositions of asphalt or tar
with other materials.

The Coastal Energy Corporation facility is located on approximately 71.7 acres and consists of
four main areas identified as the office & maintenance area, storage area, the bulk plant and
the open field.



F igue 1, Drainage Pattern at Coastal Energy Corporation located at 1 Coastal Drive, Willow Springs, Missouri 65793
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The bulk plant and the open field are the only parts of Coastal Energy that are permitted under
the Missouri National Pollutant Discharge Elimination -System (NPDES) permit number
MO0136883 (Attachment 2). The other two parts (office & maintenance area and the storage
area) are not covered under any other NPDES permit by the State of Missouri.

FACILITY DRAINAGE PATTERNS:

Surface water runoff from the entire site, as shown in Figure 1 above, drains into three bodies

of water. The Eleven Point River, which runs northwest to southeast, divides the bulk plant

‘ and the open field areas from the storage area and the office & maintenance area. The
unnamed tributary #1 runs west to east along the south perimeter of the bulk plant, and the

unnamed tributary #2 runs north to south along the west perimeter of the office & maintenance

area and the storage area.

During my site inspection weather conditions were dry. I did not observe any stormwater

runoff except from Outlet Pipe #2 from the retention pond into the unnamed tributary #1 as

shown on Figure 1 above. The drainage pattern for the site is described below:

Bulk Plant: this part consists of 13.67 acres and Mr. Picard stated it has a five foot earthen
berm surrounding it. Mr. Picard also added that the berm serves as a secondary containment
for the entire bulk plant area. Stormwater runoff from the north section within this part,
especially where the farm tank is located, is directed and collected into a concrete structure in
the north section of this area. The concrete structure serves as a pumping station with a wet
~well. When stormwater reaches a certain level in the wet well, the automated pump pumps the
water through an underground pipe to a retention basin located in the south part of this area,
south of the railroad tracks. I asked Mr. Picard if the retention basin had a liner and he stated it
had a clay liner. Idid not observe a defined berm surrounding the basin but Mr. Picard stated
that it was designed to hold the stormwater pumped from the wet well between the railroad

- track on the north side and the earthen berm on the other sides.

During my visual inspection of the retention basin I was able to locate four outlet pipes (Outlet
Pipes #2, #3, #4 and #5) that discharge directly from the retention basin into the unnamed
tributary #1 located south of the bulk plant. In addition to the four outlet pipes, the north part
of the bulk plant has an outlet pipe that has a manual valve (Outlet Pipe #1). Outlet Pipe #1
discharges to the north directly into the Eleven Point River. Outlet Pipe #2 is also equipped
with a manual valve. Pipes #1, #2, #3 #4 and #5 are not associated with outfalls OU001 and
0OU002 identified in the NPDES permit.

The ethanol tanks are located within a concrete containment. The concrete containment has a
discharge pipe with a manual valve as shown in DSCN2116. During my discussion with
Messrs. Picard and Goodin we identified that this pipe is considered as outfall OU001 of the
NPDES permit.

Open Field (irrigation site): this part is a 40 acre grasé/hay field (DSCN2137) designed to
accept excess stormwater from the retention basin when evaporation rates are low. Coastal

’




Energy’s original plan was to truck and irrigate excess water onto the field and avoid overflow
of excess water from the retention basin. This would comply with the requirement of the
NPDES permit (Note 1) which requires Costal Energy to store and land apply excess water
during suitable conditions so that there is no discharge from the facility or the irrigation site.
Coastal Energy can only apply excess water onto a 28 acre irrigation plot of the field in order
to maintain the required buffers. However, Coastal Energy has not applied any excess water
onto the field and Mr. Pickard said they have no plans to do so in the future.

DSCN2116, Ethanol tanks concrete containment discharge pipe (NPDES outfall OU001)

Storage area: this part is not permitted and it consists of 5.46 acres. The area is utilized to
park tanker vehicles (DSCN2148-DSCN2149). Surface runoff from the south section of this
area would flow south toward the Eleven Point River. Surface runoff from the north section
would flow east toward the unnamed tributary #2.

Office & Maintenance: this part consist of 4.96 acres and it houses the administration offices,
repair shop, tire storage, empty trailer storage, maintenance facility, and two diesel above
ground storage tanks (AST) (6,000 gallons and 17,500 gallons).

FINDINGS AND OBSERVATIONS

All findings noted during my site inspection on July 10, 2014, were communicated with Mr.
Picard on site during the visual inspection, and with Messrs. Picard and Montgomery during
the formal exit meeting.



At the time of my inspection, I issued a Notice of Potential Violation (Attachment 6) that
included six observations. All photographs were taken on July 10, 2014, with the exception of
five photographs (DSCN2111-DSCN2115) which I took during my visual inspection of area
streams on July 9, 2014, before my inspection.

1.

Coastal Energy is operating under the authority of the Missouri National Pollutant
Discharge Elimination System (NPDES) Permit for stormwater runoff associated with
industrial activities. Permit number MOO0136883 was issued on March 21, 2012, and is
due to expire on March 20, 2017 (Attachment 2).

The NPDES permit covers two parts of the facility, the bulk plant and the open field.

The bulk plant houses the railcar loading and unloading, AST ethanol and fuse tank farm
within a secondary containment, liquid asphalt AST farm, Polymer AST, a 12,000 gallon
diesel AST, boiler, pump station and retention basin. The open field is designed to be used
as a land application site for excess stormwater water collected from the site.

Collected stormwater is directed to the retention basin and left to evaporate. Coastal
Energy has never applied stormwater onto the field, according to Mr. Picard.

During my inspection of the north part of the bulk area, I observed one discharge pipe at
the northeast corner of the bulk area (Marked as Outlet Pipe #1 on Figure 1). The inlet of
the pipe is equipped with a manual valve as shown in DSCN2130 below. The pipe extends
approximately 34 yards north to the bank of the Eleven Point River. The outlet of the pipe
appeared to have standing water as shown in DSCN2131 below.

DSCN2130, Inlet of Outlet Pipe #1 equipped with a manual valve




DSCN2131, Standing water at the mouth of the pipe that discharges directly into the
Eleven Point River

g “ : 4 5
- % PN .
S vl




5. During my visual inspection of the south section of the bulk plant area, specifically the
retention basin, I observed four outlet pipes that extend south to the unnamed tributary #1
to the Eleven Point River. One pipe, which was located at the southeast corner of the bulk
plant area (marked as Outlet Pipe #2 on Figure 1) was identical to Outlet Pipe #1
mentioned above. However, the inlet of the pipe was submerged in water as shown in
DSCN2160 above. This pipe extends approximately 20 yards south and discharges into
the unnamed tributary #1. During my inspection of the outlet of Pipe #2, I observed that
the pipe was dripping every 13-15 seconds. In addition, the bed of the unnamed tributary
directly beneath the pipe had a noticeable depression (spot erosion) which indicates
previous discharges had occurred from the pipe as shown in DSCN2162 below.

Therefore, based on my observation of Pipes #1 and #2, I issued Notice of Potential
Violation number 1 (NOPV#1) for the failure to prevent the discharge of stormwater from
the bulk plant into the Eleven Point River and its tributary.

DSCN2162, Spot erosion in the bottom of the tributary directly beneath the pipe
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6. I also observed three other outlet pipes from the retention basin that extend south into the
unnamed tributary. Those three pipes (marked Outlet Pipes #3, #4 and #5 on Figure 1) did
not have control valves. However I was able to observe that the inlet of Pipe #5 was
capped (DSCN2154) but the outlet was not (DSCN2155), the inlet of Pipe #3 was
submerged with water (DSCN2159) and was not capped but its outlet was capped
(DSCN2158), and the inlet of Pipe #4 was not capped (DSCN2152) but I could not locate
its outlet.



7. During my interview with Mr. Picard, at his office, prior to conducting the visual
inspection, I asked Mr. Picard why the bulk plant has discharge pipes while the NPDES
permit prohibits the discharge of stormwater from the bulk plant. He explained that when
Coastal Energy applied for the permit, they were under the understanding that the MDNR
permitting authority was allowing them to discharge stormwater after monitoring.
Therefore, Coastal Energy designed the earthen berm and retention basin with discharge

pipes.

8. During my visual inspection of the Eleven Point River, I noticed that Coastal Energy is
using the bottom of the river as an access road between the bulk plant and the unpermitted
storage area. I also noticed that a large section of the Eleven Point River was graded
(DSCN2141-DSCN47) as shown in DSCN2141 below. I pointed out to Mr. Picard my
observation. Mr. Picard mentioned that the river was graded by Howell County authorities
approximately 20-30 days prior to this inspection.

DSCN2141, Recent grading of the Elven Point River
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9. During my visual inspection, the site was clean and the ground was free of discoloration
and spills, and the bulk tanks’ secondary containment appeared structurally sound and
adequate and was free of spills.

10. The NPDES permit requires the permittee to develop and implement a Storm Water
Pollution Prevention Plan (SWPPP). During my initial interview with Mr. Picard, Mr.
Picard provided me a SWPPP that was developed for the construction activities during the
construction phase of the site. I asked Mr. Picard if Coastal Energy had developed a
SWPPP as required by the current NPDES permit. He replied that they were currently




12,

14.

15.

13.

working on developing that SWPPP. I asked Mr. Picard if I could look at the document
but he indicated that the document was not final and he would rather not give it to me.
Therefore, I issued NOPV #3 for failure to develop and implement a SWPPP as required
by Condition 7 of the NPDES permit.

. Upon my return to the facility to conduct the formal exit meeting, Mr. Picard provided me

with a signed copy of the newly developed SWPPP as the official SWPPP (Attachment 4).
I pointed out to Mr. Picard that not having the SWPPP pnor to my inspection is a violation
of the NPDES permit requirement.

Coastal Energy is required by Note 2 of the NPDES permit to submit annual operating
reports by January 28" of each year for the previous calendar year period that include a)
Average number of times per month the facility is checked to see if it is operating properly,
and a description of any unusual operating conditions encountered during the year, and b)
the number of days the facility discharged during the year, the discharge flow, the reasons
discharge occurred and effluent analysis performed. Coastal Energy submitted the

annual reports to the MDNR but failed to include items a) and b) above Therefore, I
issued NOPV #2. :

Condition 12 of the NPDES permit requires the permittee to maintain an Operation and
Maintenance manual (O&M). The permit also requires the permittee to make the manual
available to the operator. The O&M manual shall include key operating procedures and a

~ brief summary of the operation of the facility. I asked Mr. Picard if Coastal Energy had

developed the O&M manual as required by the NPDES permit. He replied that the
document was never developed. Iissued NOPV#4 because Coastal Energy failed to
develop and maintain the O&M manual.

Coastal Energy failed to perform monthly visual inspections of the tank system to identify
problems that could lead to leaks as required by Condition 13 of the NPDES permit.
Therefore, I issued NOPV #5. Mr. Picard indicated that Coastal Energy only started such
inspections in February 2014. Mr. Picard provided me with CD1 which includes monthly
inspections and terminal inventory since February 2014. CD1 is not attached to this
narrative report but is submitted to be part of the original file at the Records Center at the
Regional Office.

During my visual site inspection, neither of the permit identified outfalls OU001 and
0U002 were marked in the field. Mr. Picard explained to me that Coastal Energy was not
clear on the location of the outfalls. The current NPDES permit identifies OU001 as
stormwater from fuel storage secondary containment, and OUQ02 as storm water from the
land application (irrigation field). I also discovered that a topographical map that was
attached to the original permit application has outfall locations that do not conform to the
description of the outfalls as described in the permit fact sheet. Ipointed out to Mr. Picard
that this matter should have been resolved by Coastal Energy when the permit was issued
in 2012 and asked him to contact MDNR.

10



‘f CONCLUSION

¢ The NPDES permit prohibits the discharge of stormwater from this site and allows Coastal
Energy to irrigate such water on the open field. However, based on my observation during my
- visual site inspection, there was evidence of stormwater being discharged into the Eleven Point
% River and its unnamed tributary from Pipe #1 and Pipe #2, which both have a control

* discharge mechanism. This is a clear indication that Coastal Energy was discharging to a

. water of the U.S. and thus violating the requirements of the NPDES permit.

Based on my conversations with Coastal Energy personnel, there is a considerable
misunderstanding between the intent of Coastal Energy in obtaining a stormwater water
NPDES permit and the MDNR permitting authority issuing the permit in 2012. Coastal
Energy designed its facility to discharge storm water after being sampled and analyzed while
the current permit prohibits the discharge of stormwater.

Prior to my inspection, Coastal Energy failed to develop and implement a Stormwater
Pollution Prevention Plan as required by the NPDES permit. On the day of my inspection on
July 10, 2014, Coastal Energy personnel provided me with a signed plan.

Overall, the site was clean and free of debris and spills. | ‘ ¢

The storage area and the office and maintenance area of Coastal Energy are not permitted by
the MDNR. These two parts of Coastal Energy property have current activities that might
have an impact on storm water that may trigger the applicability of an NPDES permit.

Coastal Energy is using the bed of the Eleven Point River as a road to access different parts of
its facility. According to Coastal Energy personnel, the grading of the Eleven Point River near
the access road mentioned above was done by the Howell County authorities which gained
access to the River via the Coastal Energy property. It is not clear if a Section 404 permit was
* obtained for this grading activity.

RECOMMENDATIONS

1) Coastal Energy should ensure all outlet pipes are sealed (capped) to prevent the discharge
of storm water as required by Note 1 of the NPDES permit.

2) Coastal Energy shall abide by all the requirements of the NPDES permit.

3) All future annual reports should be complete and submitted to the MDNR by January 28
of each year for the previous complete calendar year period.

4) Coastal Energy should consult with MDNR and inve-stigate if the storm water regulations
apply to the other parts of the facility not already covered by the existing NPDES permit.

11



Naji J. Ahmad
Environmental Engineer
July 30, 2014

Attachments:

NPDES Industrial Stormwater Worksheet (7 pages)

NPDES permit (14 pages)

Stormwater Pollution Prevention Plan (SWPPP) (128 pages)

2012 and 2013 annual reports (34 page)

July 10,2014 NOPV (1 page)

Facility Response to NOPV and other issues (9 page)

EPA’s CBI Notice Form (2 page)

A facility walk-through with photographs and photo log (28 pages and 1 CD)

Not attached to this report is CD1 that contains information referenced in this report.
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STATE OF MISSOURI

DEPARTMENT OF NATURAL RESOURCES

MISSOURI CLEAN WATER COMMISSION

MISSOURI STATE OPERATING PERMIT

In compliance with the Missouri Clean Water Law, (Chapter 644 R.S. Mo. as amended, hereinafter, the Law), and the Federal Water
Pollution Control Act (Public Law 92-500, 92" Congress) as amended

Permit No.: MO0136883

Owner: Coastal Energy Corporation

Owner’s Address: P.O. Box 218, Willow Springs, MO 65793
Continuing Authority: Same as above

Continuing Authority’s Address: Same as above

Facility Name: Coastal Energy Corporation

Facility Address: 1 Coastal Drive, Willow Springs, MO 65793
Legal Description: E 2, Sec. 32, T27N, R9W, Howell County
UTM Coordinates: #001: X=593240, Y=4092680 #002:X=593436, Y=4092513
Receiving Stream: Eleven Point River (U)

First Classified Stream and ID: Eleven Point River (C) 2604

USGS Basin & Sub-watershed No.: (11010011-0101)

is authorized to discharge from the facility described herein, in accordance with the effluent limitations and monitoring requirements
as set forth herein:

FACILITY DESCRIPTION

Outfall #001 and #002 - Industrial Stormwater - SIC #2951 - Certified Operator Not Required

Stormwater from Fuel Storage Secondary Containment and /Land Application

Design flow is less than 1 MGD.

Land Application:

[rrigation areas: 28 acres at design loading

Application rates/acre: 1/8 inch/hour; 1 inch/day; 5 inches/week; 40 inches/year

Field slopes: less than 1 percent

Equipment type: Truck; Vegetation: Grass

Application rate is based on: hydraulic loading rate

This permit authorizes only wastewater discharges under the Missouri Clean Water Law and the National Pollutant Discharge
Elimination System; it does not apply to other regulated areas. This permit may be appealed in accordance with Section 644.051.6 of
the Law.

Effective Date Sara Parker Pauley, Director, Department of Natural Resource®

o N D®~

Expiration Date JackiefDNBaker, Environmental Section Chief, Southeast Regional Office




PAGE NUMBER 2 of 5

A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS PERMIT NUMBER MO0136883

The permittee is authorized to discharge from outfall(s) with serial number(s) as specified in the application for this permit. The final
effluent limitations shall become effective upon issuance and remain in effect until expiration of the permit. Such discharges shall be
controlled, limited and monitored by the permittee as specified below:

FINAL EFFLUENT LIMITATIONS MONITORING REQUIREMENTS

OUTFALL NUMBER AND EFFLUENT DALY WEEKLY | MONTHLY | MEASUREMENT SAMPLE
PARAMETER(S) UNITS MAXIMUM AVERAGE | AVERAGE | FREQUENCY TYPE

Outfall #001 — Fuel Storage Secondary Containment (Notes 1 & 2)

Rainfall Inches * daily total

Volume Pumped Gallons s daily total

Outfall #002 — No Discharge Stormwater (Notes 1 & 2)

Rainfall inches * daily total

Volume Pumped gallons * daily total

Outfall #001 and #002 (combined) — Irrigated Stormwater from both Outfalls on Land Application Site

Ethylbenzene mg/L 0.32 0.32 Once/month Grab
Oil and Grease mg/L 15 10 Once/month Grab
Total Petroleum Hydrocarbons*** mg/L 10 10 Once/month Grab
pH - Units SU *X ok Once/month Grab
Ethanol mg/L * * Once/month Grab
Volume Irrigated gallons * Daily Total
Application Area acres * Daily Total

inches/ N Daily Total

Application Rate

acre

MONITORING REPORTS SHALL BE SUBMITTED ANNUALLY; THE FIRST REPORT IS DUE _January 28, 2013 .

B. STANDARD CONDITIONS

IN ADDITION TO SPECIFIED CONDITIONS STATED HEREIN, THIS PERMIT IS SUBJECT TO THE ATTACHED Parts I STANDARD

CONDITIONS DATED October 1, 1980 and August 15. 1994, AND HEREBY INCORPORATED AS THOUGH FULLY SET FORTH
HEREIN.

A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS (continued)
*  Monitor and report.
** pH is measured in pH units and is not to be averaged. The pH is limited to the range 0of 6.5-9.0 pH units.
*** The suggested analytical method for testing TPH is non-Halogenated Organic by Gas Chromatography method 8015 (also known
as OAl and OA2); however, if the permittee so desires to use other approved testing methods (i.e. EPA 1664), they may do so.

Note 1 — No-discharge facility requirements. Stormwater shall be stored and land applied during suitable conditions so that there is
no-discharge from the facility or irrigation site. An emergency discharge may occur when excess stormwater has
accumulated above feasible irrigation rates due to precipitation exceeding the 1-in-10 year 365 day rainfall or the 25-year 24-
hour storm event. '

Note 2 — Records shall be maintained and summarized into an annual operating report, which shall be submitted by January 28" of
each year for the previous calendar year period. The report shall include the following: A
(a) Record of maintenance and repairs performed during the year, average number of times per month the facility is checked
to see if it is operating properly, and description of any unusual operating conditions encountered during the year;
(b) The number of days the facility discharged during the year, the discharge flow, the reasons discharge occurred and
effluent analysis performed.

C. SPECIAL CONDITIONS
1. Emergency Discharge. Outfall 002 may only discharge if rainfall exceeds the 1 in 10 year (Data taken from the Missouri
Climate Atlas) or the 24 hour, 25 year (Data taken from NRCS Urban Hydrology for Small Watersheds) rainfall events.
Discharge for any other reason shall constitute a permit violation and shall be recorded in accordance with Standard
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C. SPECIAL CONDITIONS (continued)

Conditions, Part 1, Section B.2.b. Monitoring shall take place once per day while discharging. Test results are due on the
28™ day of the month after the cessation of the discharge. Permittee shall monitor for the following constituents:

Parameter Benchmark
Total Suspended Solids 100 mg/L
pH — Units 6.5-9.0
Standard Units
Oil & Grease 10 mg/L
Settleable Solids 1.0 mL/L/hr

2. This permit may be reopened and modified, or alternatively revoked and reissued, to:

(a) Comply with any applicable effluent standard or limitation issued or approved under Sections 301(b)(2)(C) and (D),

304(b)(2), and 307(a) (2) of the Clean Water Act, if the effluent standard or limitation so issued or approved:
(1) contains different conditions or is otherwise more stringent than any effluent limitation in the permit; or
(2) controls any pollutant not limited in the permit.

(b)  Incorporate new or modified effluent limitations or other conditions, if the result of a waste load allocation study,
toxicity test or other information indicates changes are necessary to assure compliance with Missouri’s Water Quality
Standards.

(¢)  Incorporate new or modified effluent limitations or other conditions if, as the result of a watershed analysis, a Total
Maximum Daily Load (TMDL) limitation is developed for the receiving waters which are currently included in
Missouri’s list of waters of the state not fully achieving the state’s water quality standards, also called the 303(d) list.

The permit as modified or reissued under this paragraph shall also contain any other requirements of the Clean Water Act then
applicable.

@ All outfalls must be clearly marked in the field.
4.  Changes in Discharges of Toxic Substances

The permittee shall notify the Director as soon as it knows or has reason to believe:
(a)  That any activity has occurred or will occur which would result in the discharge of any toxic pollutant which is not limited
in the permit, if that discharge will exceed the highest of the following "notification levels:"
(1)  One hundred micrograms per liter (100 pg/L);
(2)  Two hundred micrograms per liter (200 pg/L) for acrolein and acrylonitrile; five hundred micrograms per liter
(500 pg/L) for 2,5 dinitrophenol and for 2-methyl-4, 6-dinitrophenol; and one milligram per liter (1 mg/L) for
antimony;
(3)  Five (5) times the maximum concentration value reported for the pollutant in the permit application;
(4)  The level established in Part A of the permit by the Director.
(b) That they have begun or expect to begin to use or manufacture as an intermediate or final product or byproduct any toxic
pollutant, which was not reported in the permit application.
(c) That the effluent limit established in part A of the permit will be exceeded.

@ Report as no-discharge when a discharge does not occur during the report period.

6. Water Quality Standards
(a)  Discharges to waters of the state shall not cause a violation of water quality standards rule under 10 CSR 20-7.031,
including both specific and general criteria.
(b)  General Criteria. The following general water quality criteria shall be applicable to all waters of the state at all times
including mixing zones. No water contaminant, by itself or in combination with other substances, shall prevent the
waters of the state from meeting the following conditions:

(1)  Waters shall be free from substances in sufficient amounts to cause the formation of putrescent, unsightly or
harmful bottom deposits or prevent full maintenance of beneficial uses;

(2)  Waters shall be free from oil, scum and floating debris in sufficient amounts to be unsightly or prevent full
maintenance of beneficial uses;

(3)  Waters shall be free from substances in sufficient amounts to cause unsightly color or turbidity, offensive odor or
prevent full maintenance of beneficial uses;

(4)  Waters shall be free from substances or conditions in sufficient amounts to result in toxicity to human, animal or
aquatic life;




Page 4 of 5
Permit No. MO0136883

C. SPECIAL CONDITIONS (continued)

(5)  There shall be no significant human health hazard from incidental contact with the water;

(6)  There shall be no acute toxicity to livestock or wildlife watering;

(7)  Waters shall be free from physical, chemical or hydrologic changes that would impair the natural biological
community;

(8)  Waters shall be free from used tires, car bodies, appliances, demolition debris, used vehicles or equipment and solid
waste as defined in Missouri's Solid Waste Law, section 260.200, RSMo, except as the use of such materials is
specifically permitted pursuant to section 260.200-260.247.

The permittee shall develop and implement a Storm Water Pollution Prevention Plan (SWPPP). The SWPPP must be kept on-site
and should not be sent to DNR unless specifically requested. The permittee shall select, install, use, operate, and maintain the
Best Management Practices prescribed in the SWPPP in accordance with the concepts and methods described in the following
document:

Developing Your Stormwater Pollution Prevention Plan, A Guide for Industrial Operators, (Document number EPA 833-B-09-
002) published by the United States Environmental Protection Agency (USEPA) in February 2009.

The SWPPP must include the following:

(@)  An assessment of all storm water discharges associated with this facility. This must include a list of potential contaminants
and an annual estimate of amounts that will be used in the described activities.

(b) A listing of specific Best Management Practices (BMPs) and a narrative explaining how BMPs will be implemented to
control and minimize the amount of potential contaminants that may enter storm water.

(¢)  The SWPPP must include a schedule for monthly site inspections and a brief written report. The inspections must include
observation and evaluation of BMP effectiveness, deficiencies, and corrective measures that will be taken. The Department
must be notified within fifteen (15) days by letter of any corrections of deficiencies. Deficiencies that consist of minor
repairs or maintenance must be corrected within seven (7) days. Deficiencies that require additional time or installation of
a treatment device to correct should be detailed in the written notification. Installation of a treatment device, such as an oil
water separator, may require a construction permit. Inspection reports must be kept on site with the SWPPP. These must
be made available to DNR personnel upon request.

(d) A provision for designating an individual to be responsible for environmental matters.

(e) A provision for providing training to all personnel involved in material handling and storage, and housekeeping of
maintenance and cleaning areas. Proof of training shall be submitted on request of DNR.

Permittee shall adhere to the following minimum Best Management Practices:

(a)  Prevent the spillage or loss of fluids, oil, grease, fuel, etc. from vehicle maintenance, equipment cleaning, or warehouse
activities and thereby prevent the contamination of storm water from these substances.

(b)  Provide collection facilities and arrange for proper disposal of waste products including but not limited to petroleum waste
products, and solvents.

(c)  Store all paint, solvents, petroleum products and petroleum waste products (except fuels), and storage containers (such as
drums, cans, or cartons) so that these materials are not exposed to storm water or provide other prescribed BMP’s such as
plastic lids and/or portable spill pans to prevent the commingling of storm water with container contents. Commingled
water may not be discharged under this permit. Provide spill prevention control, and/or management sufficient to prevent
any spills of these pollutants from entering waters of the state. Any containment system used to implement this
requirement shall be constructed of materials compatible with the substances contained and shall also prevent the
contamination of groundwater.

(d)  Provide good housekeeping practices on the site to keep solid waste from entry into waters of the state.

(e) Provide sediment and erosion control sufficient to prevent or control sediment loss off of the property.

The purpose of the SWPPP and the BMPs listed therein is to prevent pollutants from entering waters of the state. A deficiency of
a BMP means it was not effective in preventing pollution [10 CSR20-2.010(56)] of waters of the state, or failed to achieve
compliance with benchmarks. Corrective action means the facility took steps to eliminate the deficiency.

This permit does not authorize the dischargeof spilled materials or petroleum products drained from any equipment
(transformers, trucks, cars, bulldozers, motorcycles, etc.). All spills must be cleaned up within 24 hours or as soon as possible,
and a written report of the incident supplied with the facility’s Discharge Monitoring Report. The following spills must be
reported to the department at the earliest practicable moment, but no greater than 24 hours after the spill occurs:
(a)  Any spill, of any material, that leaves the property of the facility;
(b)  Any spill, of any material outside of secondary containment and exposed to precipitation, greater than 25 gallons or
equivalent volume of solid material.
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C. SPECIAL CONDITIONS (continued)

11:

12.

©

14.

The department may require the submittal of a written report detailing measures taken to clean up the spill within 5 days of the
spill. Whether the written report is submitted with the Discharge Monitoring Report or required to be submitted within 5 days, it
must include the type of material spilled, volume, date of spill, date clean-up completed, clean-up method, and final disposal
method. If the spill occurs outside of normal business hours, or if the permit holder cannot reach regional office staff for any
reason, the permit holder is instructed to report the spill to the department’s 24 hour Environmental Emergency Response hotline
at (573) 634-2436. Leaving a message on a department staff member voice-mail does not satisfy this reporting requirement.
These reporting requirements apply whether or not the spill results in chemicals or materials leaving the permitted property or
reaching waters of the state. This requirement is in addition to the Noncompliance Reporting requirement found in Standard
Conditions Part .

Federal Regulations (CERCLA) require reporting spills and releases to soil, water and air in excess of reportable quantities. The
toll free number for the US Coast Guard National Response Center is (800) 424-8802.

This permit does not authorize the discharge of waters other than storm waters. It does not authorize discharges of domestic,
cooling water or process wastewaters.

An Operation and Maintenance (O & M) manual shall be maintained by the permittee and made available to the operator. The O
& M manual shall include key operating procedures and a brief summary of the operation of the facility.

Once a month on workdays, the tank system shall be visually inspected to identify problem areas that could lead to a leak.
Identified problems should be repaired immediately. Areas to inspect include tank foundations, connections, coatings, tank walls,
and the piping system for corrosion, leaks, or other physical damage that may weaken the tank system. A log of such inspections
and findings shall be kept on-site for a period of five years and made available to staff of the Department of Natural Resources
for viewing upon request. I—

Wastewater Irrigation System.

a. Discharge Reporting. Any unauthorized discharge from the lagoon or irrigation system shall be reported to the
department as soon as possible but always within 24 hours. Discharge is allowed only as described in the Facility
Description and Effluent Limitations sections of this permit.

b. Irrigation Design. Permittee shall operate the land application system in accordance with the design parameters listed in
the Facility Description section of this permit:

(1) No-Discharge System. When the Facility Description is “No-Discharge”, wastewater must be stored and irrigated
at appropriate times. There shall be no-discharge from the irrigation site or storage lagoon except due to
precipitation exceeding either the 1-in-10 year rainfall event for the design storage period or the 25-year-24-hour
rainfall event.

@ Emergency Spillway. Lagoons and earthen storage basins should have an emergency spillway to protect the structural

integrity of earthen structures during operation at near full water legmmveim%ﬁow conditions. The
spillway shall be at least one foot below top of berm. The department may waive the requirement for overflow structures
on small existing basins.

d. General Irrigation Requirements. The wastewater irrigation system shall be operated so as to provide uniform distribution
of irrigated wastewater over the entire irrigation site. A complete ground cover of vegetation shall be maintained on the
irrigation site unless the system is approved for row crop irrigation. Wastewater shall be land applied only during
daylight hours. The wastewater irrigation system shall be capable of irrigating the annual design flow during an
application period of less than 100 days or 800 hours per year. —_—

e. Saturated/Frozen Conditions. There shall be no irrigation during frozen, snow covered, or saturated soil conditions.

=5

Buffer Zones. There shall be no irrigation within 300 feet of any down gradient pond, lake, sinkhole, losing stream or
water supply withdrawal; 100 feet of gaining streams or tributaries; 150 feet of dwelling; or 50 feet of the property line.

g. Public Access Restrictions. Public access shall not be allowed to the irrigation site(s).

=

Equipment Checks during Irrigation. The irrigation system and application site shall be visually inspected at once/day
during wastewater irrigation to check for equipment malfunctions and runoff from the irrigation site.




Missouri Department of Natural Resources
FACT SHEET .
FOR THE PURPOSE OF INITIAL ISSUANCE
OF
MO0136883
" COASTAL ENERGY CORPORATION

The Federal Water Pollution Control Act ("Clean Water Act” Section 402 Public Law 92-500 as amended) established the National
Pollution Discharge Elimination System (NPDES) permit program. This program regulates the discharge of pollutants from point
sources into the waters of the United States, and the release of storm water from certain point sources. All such discharges are
unlawful without a permit (Section 301 of the "Clean Water Act"). After a permit is obtained, a discharge not in compliance with all
permit terms and conditions is unlawful. Missouri State Operating Permits (MSOPs) are issued by the Director of the Missouri
Department of Natural Resources (Department) under an approved program, operating in accordance with federal and state laws
(Federal "Clean Water Act" and "Missouri Clean Water Law" Section 644 as amended). MSOPs are issued for a period of ﬁve )
years unless otherwise specified.

As per [40 CFR Part 124.8(a)] and [10 CSR 20-6.020(1)2.] a Factsheet shall be prepared to give pertinent information regarding thé
applicable regulations, rationale for the development of effluent limitations and conditions, and the public pamclpatlon process for the
Missouri State Operating Permit (operating permit) listed below.

A Factsheet is not an enforceable part of an operating permit.

This Factsheet is for a Major [, Minor [, Industrial Facility {X]; Variance 3
Master General Permit [_]; General Permit Covered Facility [_]; and/or permit with w1despread publlc interest [].

Part I — Facility Information

Facility Type: IND
Facility SIC Code(s): 2951

Facility Description:
Stormwater from Fuel Storage Secondary Containment and /Land Application
Design flow is less than 1 MGD.

Have any changes occurred at this facility or in the recelvmg water body that effects effluent limit derivation?

. - No.
Application Date: 09-28-2011
Expiration Date: - NA
Last Inspection: N/A  In Compliance [_]; Non-Compliance []
OQUTFALL(S) TABLE:
DESIGN FLOW DISTANCE TO
OUTFALL (CFS) TREATMENT LEVEL YEFFLUENT TYPE CLASSIFIED SEGMENT (M)
001 Varies No-Discharge Stormwater : 0.58
002 Varies No-Discharge . Stormwater : 0.58

Outfall #001 & #002

Legal Description: E ¥, Sec. 32, T27N, R9W, Howell County

UTM Coordinates: 001: X=593240, Y=4092680 002:X=593436, Y=4092513
Receiving Stream: . ' Eleven Point River (U)

First Classified Stream and ID: - Eleven Point River (C) 2604

USGS Basin & Sub-watershed No.: (11010011-0101)

Receiving Water Body’s Water Quality & Facility Performance History:




Facxllty sits on the headwaters of the Eleven Point River, as such facility is not permitted to discharge and is not eligible for
appllcable general permits.

Comments
Outfall 002 is a valve within the bermed area that discharges to the Eleven Point River. Discharge from this valve is not permitted
except for the storm events specified in the permit. All collected stormwater is pumped and sprayed on field south of the property.

?_art II — Operator Certification Requirements

As per [10 CSR 20-6.010(8) Terms and Conditions of a Permit], permittees shall operate and maintain facilities to comply with the
Missouri Clean Water Law and applicable permit conditions and regulations. Operators or supervisors of operations at regulated
wastewater treatment facilities shall be certified in accordance with {10 CSR 20-9.020(2)] and any other applicable state law or
regulation. As per [10 CSR 20-9.020(2)(A)], requirements for operation by certified personnel shall apply to all wastewater treatment
systems, if applicable, as listed below: ‘

Not Applicable D; This facility is not required to have a certified operator.

iﬁlrt III — Receiving Stream Information

APPLICABLE DESIGNATIONS OF WATERS OF THE STATE:

As per Missouri’s Effluent Regulations [10 CSR 20-7.015], the waters of the state are divided into the below listed seven (7)

categories. Each category lists effluent limitations for specific parameters, which are presented in each outfall’s Effluent Limitation

Table and further discussed in the Derivation & Discussion of Limits section. ' '
Missouri or Mississippi River [10 CSR 20-7.015(2)]: |

i Lake or Reservoir [10 CSR 20-7.015(3)]: O

. Losing [10 CSR 20-7.015(4)]: O
Metropolitan No-Discharge [10 CSR 20-7.015(5)]: [
Special Stream [10 CSR 20-7.015(6)]: =
Subsurface Water [10 CSR 20-7.015(7)]: [l
All Other Waters [10 CSR 20-7.015(8)]: O

10 CSR 20-7.031 Missouri Water Quality Standards, the Department deﬁnes the Clean Water Commission water quality objectives in
terms of "water uses to be maintained and the criteria to protect those uses.” The receiving stream and/or 1* classified receiving
stream’s beneficial water uses to be maintained are located in the Receiving Stream Table located below in accordance with [10 CSR
20 7. 031(3)]

RECEIVING STREAM(S) TABLE:

WATERBODY NAME CLass | WBID DESIGNATED USES* 121;318” EDU**

Eleven Point River U - General, Losing 11010011~ gf:(fl]://
. . AQL, CLF, LWW, 0101

Eleven Point River C 2604 WBC(B) Current

i" - Irrigation (IRR), Livestock & Wildlife Watering (LWW), Protection of Warm Water Aquatic Life and Human Health-Fish Consumption (AQL), Cool Water
Fishery(CLF), Cold Water Fishery (CDF), Whole Body Contact Recreation (WBC), Secondary Contact Recreation (SCR), Drinking Water Supply (DWS), Industrial
(IND), Groundwater (GRW). , ' ’

** _ Ecological Drainage Unit

RECEIVING STREAM(S) LOW-FLOW VALUES TABLE:

Low-FLow VALUES (CFS
RECEIVING STREAM (U, C, P) 1010 7Q10 - ( ) 30010
Eleven Point River (U) ' 0 0 0

oF
b

—MIXING CONSIDERATIONS TABLE:
Mixing Zone: Not Allowed [10 CSR 20-7.031(4)(A)4.B.(1)(a)].
Zone of Initial Dilution: Not Allowed [10 CSR 20-7.031(4)(A)4.B.(I)(b)].



RECEIVING STREAM MONITORING REQUIREMENTS:

No receiving water monitoring requirements recommended at this time.

Part.IV — Rationale and Derivation of Effluent Limitations & Permit Conditions

ALTERNATIVE EVALUATIONS FOR NEW FACILITIES:

As per [10 CSR 20-7.015(4)(A)], discharges to losing streams shall be permitted only after other alternatives including land
application, discharges to a gaining stream and connection to a regional wastewater treatment facility have been evaluated and
determined to be unacceptable for environmental and/or economic reasons.

Not Applicable [X];
The facility utilizes no discharge land application.

ANTI-BACKSLIDING:
A provision in the Federal Regulations [CWA §303(d)(4); CWA §402(c); 40 CFR Part 122.44(1)] that requires a reissued permit to be
as stringent as the previous permit with some exceptions.

X - New facility, backsliding does not apply.

ANTIDEGRADATION:

In accordance with Missouri’s Water Quality Standard [10 CSR 20-7.031(2)], the Department is to document by means of
Antidegradation Review that the use of a water body’s available assimilative capacity is justified. Degradation is justified by
documenting the socio-economic importance of a discharging activity after determining the necessity of the discharge.

X - New and/or expanded discharge, please see APPENDIX #1 — ANTIDEGRADATION ANALYSIS

AREA-WIDE WASTE TREATMENT MANAGEMENT & CONTINUING AUTHORITY:

As per [10 CSR 20-6.010(3)(B)], ...An applicant may utilize a lower preference continuing authority by submitting, as part of the
application, a statement waiving preferential status from each existing higher preference authority, providing the waiver does not
conflict with any area-wide management plan approved under section 208 of the Federal Clean Water Act or any other regional
sewage service and treatment plan approved for higher preference authority by the Department.

BI10SOLIDS & SEWAGE SLUDGE:

Biosolids are solid materials resulting from domestic wastewater treatment that meet federal and state criteria for beneficial uses (i.e.
fertilizer). Sewage sludge is solids, semi-solids, or liquid residue generated during the treatment of domestic sewage in a treatment
works; including but not limited to, domestic septage; scum or solids removed in primary, secondary, or advanced wastewater
treatment process; and a material derived from sewage sludge. Sewage sludge does not include ash generated during the firing of
sewage sludge in a sewage sludge incinerator or grit and screening generated during preliminary treatment of domestic sewage in a
treatment works. Additional information regarding biosolids and sludge is located at the following web address:
http://dnr.mo.gov/env/wpp/pub/index.html, items WQ422 through WQ449.

X Not applicable;
This condition is not applicable to the permittee for this facility.

COMPLIANCE AND ENFORCEMENT:

Enforcement is the action taken by the Water Protection Program (WPP) to bring an entity into compliance with the Missouri Clean
Water Law, its implementing regulations, and/or any terms and conditions of an operating permit. The primary purpose of the
enforcement activity in the WPP is to resolve violations and return the entity to compliance.

Not Applicable [X;
The permittee/facility is not currently under Water Protection Program enforcement action.

PRETREATMENT PROGRAM:

The reduction of the amount of pollutants, the elimination of pollutants, or the alteration of the nature of pollutant properties in
wastewater prior to or in lieu of discharging or otherwise introducing such pollutants into a Publicly Owned Treatment Works [40
CFR Part 403.3(q)].



Pretreatment programs are required at any POTW (or combination of POTW operated by the same authority) and/or municipality with
a total design flow greater than 5.0 MGD and receiving industrial wastes that interfere with or pass through the treatment works or are
otherwise subject to the pretreatment standards. Pretreatment programs can also be required at POTWs/municipals with a design flow
less than 5.0 MGD if needed to prevent interference with operations or pass through.

¥

Several special conditions pertaining to the permittee’s pretreatment program may be included in the permit, and are as follows:

- o Implementation and enforcement of the program,

Annual pretreatment report submittal,

Submittal of list of industrial users,

Technical evaluation of need to establish local limitations, and
Submittal of the results of the evaluation

= 90 O @

Not Applicable [X];
The permittee, at this time, is not required to have a Pretreatment Program or does not have an approved pretreatment program.

REASONABLE POTENTIAL ANALYSIS (RPA):

Federal regulation [40 CFR Part 122.44(d)(1)(i)] requires effluent limitations for all pollutants that are or may be discharged at a level
that will cause or have the reasonable potential to cause or contribute to an in-stream excursion above narrative or numeric water
quahty standard. )

In accordance with [40 CFR Part 122.44(d)(iii)] if the permit writer determines that any give pollutant has the reasonable potential to

cause, or contribute to an in-stream excursion above the WQS, the permit must contain effluent limits for that pollutant.

Not Applicable [X;

‘A RPA was not conducted for this facility.

REMOVAL EFFICIENCY: :

Removal efficiency is a method by which the Federal Regulations define Secondary Treatment and Equivalent to Secondary
Treatment, which applies to Biochemical Oxygen Demand 5-day (BODs) and Total Suspended Solids (TSS) for Publicly Owned
Treatment Works (POTWs)/municipals.

Not Applicable [X];

Influent monitoring is not being required to determine percent removal.

SANITARY SEWER OVERFLOWS (SSO) AND INFLOW AND INFILTRATION (I1&I):
Sanitary Sewer Overflows (SSOs) are defined as an untreated or partially treated sewage release are considered bypassmg under state

_regulation [10 CSR 20-2.010(11)] and should not be confused with the federal definition of bypass. SSO’s have a variety of causes
including blockages, line breaks, and sewer defects that allow excess storm water and ground water to (1) enter and overload the
‘collection system, and (2) overload the treatment facility. Additionally, SSO’s can be also be caused by lapses in sewer system
Joperation and maintenance, inadequate sewer design and construction, power failures, and vandalism. SSOs also include overflows
out of manholes and onto city streets, sidewalks, and other terrestrial locations.

Additionally, Missouri RSMo §644.026.1 mandates that the Department require proper maintenance and operation of treatment

facilities and sewer systems and proper disposal of residual waste from all such facilities.
", - Not applicable. This facility is not required to develop or implement a program for maintenance and repair of the collection
‘system; however, it is a violation of Missouri State Environmental Laws and Regulations to allow untreated wastewater to discharge

to waters of the state.

ﬁ‘SCHEDULE OF COMPLIANCE (SOC):

‘A schedule of remedial measures included in a permit, including an enforceable sequence of i interim requirements (actions, operations,

“or milestone events) leading to compliance with the Missouri Clean Water Law, its implementing regulations, and/or the terms and
condltlons of an operatmg permit.

Not Applicable X

:This permit does not contain a SOC.

'STORM WATER POLLUTION PREVENTION PLAN (SWPPP):




i

In accordance with 40 CFR 122.44(k) Best Management Practices (BMPs) to control or abate the discharge of pollutants when: (1)
Authorized under section 304(e) of the Clean Water Act (CWA) for the control of toxic pollutants and hazardous substances from"
ancillary industrial activities: (2) Authorized under section 402(p) of the CWA for the control of storm water discharges; (3) Numeric
effluent limitations are infeasible; or (4) the practices are reasonably necessary to achieve effluent limitations and standards or to carry
out the purposes and intent of the CWA. :

In accordance with the EPA’s Developing Your Stormwater Pollution Prevention Plan, A Guide for Industrial Operators, (Document
number EPA 833-B-09-002) [published by the United States Environmental Protection Agency (USEPA) in February 2009], BMPs
are measures or practices used to reduce the amount of pollution entering (regarding this operating permit) waters of the state. BMPs
may take the form of a process, activity, or physical structure.

Additionally in accordance with the Storm Water Management, a SWPPP is a series of steps and activities to (1) identify sources of
pollution or contamination, and (2) select and carry out actions which prevent or control the pollution of storm water discharges.

Applicable [X];
A SWPPP shall be developed and implemented for each site and shall incorporate required practices identified by the Department with
jurisdiction, incorporate erosion control practices specific to site conditions, and provide for maintenance and adherence to the plan.

VARIANCE:

As per the Missouri Clean Water Law § 644.061 .4, variances shall be granted for such period of time and under such terms and
conditions as shall be specified by the commission in its order. The variance may be extended by affirmative action of the
commission. In no event shall the variance be granted for a period of time greater than is reasonably necessary for complying with the
Missouri Clean Water Law §§644.006 to 644.141 or any standard, rule or regulation promulgated pursuant to Missouri Clean Water
Law §§644.006 to 644.141.

Not Applicable [XJ;
This operating permit is not drafted under premises of a petition for variance.

WASTELOAD ALLOCATIONS (WLA) FOR LIMITS:

As per [10 CSR 20-2.010(78)], the amount of pollutant each discharger is allowed by the Department to. release into a given stream
after the Department has determined total amount of pollutant that may be discharged into that stream without endangermg its water
quality.

Not Applicable [X;
Wasteload allocations were not calculated.

WLA MODELING: )
There are two general types of effluent limitations, technology-based effluent limits (TBELSs) and water quality based effluent limits
(WQBELSs). If TBELs do not provide adequate protection for the receiving waters, then WQBEL must be used.

Not Applicable [X;
A WLA study was either not submitted or determined not applicable by Department staff.

WATER QUALITY STANDARDS:

Per [10 CSR 20-7.031(3)], General Criteria shall be applicable to all waters of the state at all times including mixing zones.
Additionally, [40 CFR 122.44(d)(1)] directs the Department to establish in each NPDES permit to include conditions to achieve water
quality established under Section 303 of the Clean Water Act, including State narrative criteria for water quality.

" WHOLE EFFLUENT TOXICITY (WET) TEST:
A WET test is a quantifiable method of determining if a discharge from a facility may be causing toxicity to aquatic life by itself, in
combination with or through synergistic responses when mixed with receiving stream water.

Applicable [; :

Under the federal Clean Wateér Act (CWA) §101(a)(3), requiring WET testing is reasonably appropriate for site-specific Missouri
State Operating Permits for discharges to waters of the state issued under the National Pollutant Discharge Elimination System
(NPDES). WET testing is also required by 40 CFR 122.44(d)(1). WET testing ensures that the provisions in the 10 CSR 20-
6.010(8)(A)7. and the Water Quality Standards 10 CSR 20-7.031(3)}(D),(F),(G),(I)2.A & B are being met. Under [10 CSR 20-
6.010(8)(A)4], the Department may require other terms and conditions that it deems necessary to assure compliance with the Clean
Water Act and related regulations of the Missouri Clean Water Commission. In addition the following MCWL apply: §§§644.051.3



jr:equires the Department to set permit conditions that comply with the MCWL and CWA; 644.051.4 specifically references toxicity as
an item we must consider in writing permits (along with water quality-based effluent limits, pretreatment, etc...); and 644.051.5 is the
basic authority to require testing conditions. WET test will be required by all facilities meeting the following criteria:

Not Applicable [X];
At this time, the permittee is not required to conduct WET test for this facility.
5

40 CFR 122.41(M) - BYPASSES:

The federal Clean Water Act (CWA), Section 402 prohibits wastewater dischargers from “bypassing” untreated or partially tr eated
sewage (wastewater) beyond the headworks. A bypass, which includes blending, is defined as an intentional diversion of waste
streams from any portion of a treatment facility, [40 CFR 122.41(m)(1)(i)]. Additionally, Missouri regulation 10 CSR 20-2.010(11)
defines a bypass as the diversion of wastewater from any portion of wastewater treatment facility or sewer system to waters of the
state. Only under exceptional and specified limitations do the federal regulations allow for a facility to bypass some or all of the flow
from its treatment process. Bypasses are prohibited by the CWA unless a permittee can meet all of the criteria listed in 40 CFR
122.41(m)(4)(1)(A), (B), & (C). Any bypasses from this facility are subject to the reporting required in 40 CFR 122.41(1)(6) and per
Missouri’s Standard Conditions I, Section B, part 2.b. Additionally, Anticipated Bypasses include bypasses from peak flow basins or .
similar devices designed for peak wet weather flows.

. - Not Applicable, this facility does not bypass.

303 (d) LIST & TOTAL MAXIMUM DAILY LOAD (TMDL):

Section 303(d) of the federal Clean Water Act requires that each state identify waters that are not meeting water quality standards and
for which adequate water pollution controls have not been required. Water quality standards protect such beneficial uses of water as
whole body contact (such as swimming), maintaining fish and other aquatic life, and providing drinking water for people, livestock
and wildlife. The 303(d) list helps state and federal agencies keep track of waters that are impaired but not addressed by normal water
pollutlon control programs.

“A TMDL is a calculation of the maximum amount of a given pollutant that a body of water can absorb before its water quality is
‘affected. If a water body is determined to be impaired as listed on the 303(d) list, then a watershed management plan will be
developed that shall include the TMDL calculation

Not Applicable [X];
This facility does not discharge to a 303(d) listed stream.
¥

'Part V — Effluent Limits Determination

Outfall #001 and #002 '

Effluent limitations derived and established in the below Effluent Limitations Table are based on current operations of the facility.
Future permit action due to facility modification may contain new operating permit terms and conditions that supersede the terms and
condmons including effluent limitations, of this operating permit.

:EFFLUENT LIMITATIONS TABLE:

Basts DaILy WEEKLY | MONTHLY PREVIOUS PERMIT

3 ) PARAMETER Unir Lfl\(z:'{rs MAXIMUM | AVERAGE | AVERAGE MODIFIED LIMITATIONS
s Rainfall Inches 9 *
L Volume Pumped Gallons 9 *

Ethylbenzene mg/L 2 0.32 0.32
: Oil and Grease mg/L 2 15 10
: Total Petroleum mg/L 10 10
o Hydrocarbons

pH - Units SU 2 6.5-9.0 6.5-9.0

Ethanol mg/L 9 * *
& Volume Irrigated gallons 9 *
4“ Application Area acres 9 *
b Application Rate inches/ o *
N acre

* - Monitoring requirement only.
** _ For DO the Daily Maximum is a Daily Minimum and the Monthly Average is a Monthly Average Minimum. -



*ik _ # of colonies/100mL; the Monthly Average for E. coli is a geometric mean.
*¥%% . Parameter not previously established in previous state operating permit.

Basis for Limitations Codes:

1.  State or Federal Regulation/Law 7. Antidegradation Policy

2. Water Quality Standard (includes RPA) 8. Water Quality Model

3. Water Quality Based Effluent Limits 9. Best Professional Judgment

4.  Lagoon Policy 10. TMDL or Permit in lieu of TMDL
5. Ammonia Policy o 11. WET Test Policy

6.  Antidegradation Review

OUTFALL #001 — DERIVATION AND DISCUSSION OF LIMITS:

e Ethylbenzene, Oil and Grease, Total Petroleum Hyvdrocarbons, pH Parameters are consistent with the efﬂuent parameters
found in the General Operating Permit for Fuel Storage.

e Rainfall, Volume Irrigated, Volume Pumped, Irrigation Area. No-Discharge Facility. Necessary parameters to determine
compliance with No-Discharge Requirements in 10 CSR 20-6.015.

PART VI: Finding of Affordability

Pursuant to Section 644.145, RSMo., the Department is required to determine whether a permit or decision is affordable and makes a
finding of affordability for certain permitting and enforcement decisions. This requ1rement applies to discharges from combined or
separate sanitary sewer systems or publically-owned treatment works.

X Not Applicable;

The Department is not required to determine findings of affordability because the facility is not a combined or separate sanitary
sewer system for a publically-owned treatment works. '

Part VII — Administrative Requirements

On the basis of preliminary staff review and the application of applicable standards and regulations, the Department, as administrative
agent for the Missouri Clean Water Commission, proposes to issue a permit(s) subject to certain effluent limitations, schedules, and
special conditions contained herein and within the operating permit. The proposed determinations are tentative pending public
comment.

PUBLIC NOTICE:

The Department shall give public notice that a draft permit has been prepared and its issuance is pendmg Additionally, public notice
will be issued if a public hearing is to be held because of a significant degree of interest in and water quality concerns related to a draft
permit. No public notice is required when a request for a permit modification or termination is denied; however, the requester and
permittee must be notified of the denial in writing.

The Department must issue public notice of a pending operating permit or of a new or reissued statewide general permit. The public
comment period is the length of time not less than 30 days following the date of the publlc notice which interested persons may submit
written comments about the proposed permlt

For persons wanting to submit comments regarding this proposed operating permit, then please refer to the Public Notice page located
at the front of this draft operating permit. The Public Notice page gives direction on how and where to submit appropriate comments.

DATE OF FACT SHEET: JANUARY 19, 2012
COMPLETED BY:

TIM SOUTHARDS

ENVIRONMENTAL ENGINEER

MISSOURI DEPARTMENT OF NATURAL RESOURCES
SOUTHEAST REGIONAL OFFICE

(573)840-9750

Part VII — Appendices
Appendix 1: Antidegradation Evaluation ;
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- MISSOURI DEPARTMENT OF NATURAL RESOURCES

WATER PROTECTION PROGRAM, WATER POLLUTION CONTROL BRANGH
NO DEGRADATION EVALUATION |
CONCLUSION OF ANTIDEGRADATION REVIEW

@| Il

L

{Submit this form with the appropriate Permit Application)

O OooomDo0o

O Other, please doscribo!

| 1. FACILITY
NAME , ; ' ‘ a ; COUNTY .
Coastal Enesgy Carporotion o Howel
ADDHEGS {PHYSCAL) ' cny ' STRIE | 7P ChE
41 Coastal Drive Willow Springs MO 65783
"FACIITY CONTACT, T — S ‘ TELLPIHONE: HUMGEH VW H ARTA COGE
Jefi Cunningham . 417-469-2777
: 2. NO DEGRADATION OPTIONS o ’
Renewal without changes
Sewer extensions
CSO elitnination projects
No-discharge wilh iand applcation

No-discharge with subsurface inigation

Recyde or reuse of effluent

Discharge lo a reglonal wastewater collection and {reatment system.

Addition or replacamant of disinfection system for an existing wastewater facility: Ultraviclet orOzonc
The facifily will be required fo meel regulatary offiuent limils for bacteria,

Addition or replacement for chlorination or dechlorinalion disinfection system of existing facility,

The chiorination or dechlorination disinfection treatmont systam design must be for total removal of Total Residual
Chiovine. Therefore, the facility will be required to mee! the water quality-bases effluent Bmils detérinined by the permis
writer of the following water quality-bases effluent fimils:

Bonoficlol Use of Classified Water |  MOL{pgh) |  AML (pgfl)
{ Warm-water fishery ‘ 17 ] 82
{ Cold-waler ishery L33 | 16
Nole: These compliance Himits for Total Residual Chiorinie are much less than minimur quantification level, or ML,

of 0.13, The facility wilt be required to-meet regulatory effiient Bmits for bacteria.

Consuited vdth Water Protection Staff:

e ’ DAIE

Tim Southers 09/19/2011

3.NO DEGRADATIO” PROPOSED PROJECT SUMMARY

Caastal Energy Corporation has ethanc! & diesel storage lanks within a concrete semndary containtmant struclute. Since tho
location 1 In the floodplain for tho Eleven Paint River, the DNR Water Pollution Control Program is requiring an spplication for o
site-spedific “no-discharge® permil. Any storm water collected with the sacondary containment structure will be examined to ensura
{hat there are no visible contaminants, then pumped inlo a 2,000 gation waler tuck which will use the water lo lirigate a 40-acre hay
field adjacent to and south of tho property where the tanks aro localed. Since o 200° buffer will be maintained between the irigated
area and the river/property lines, the irigation wifl be limited (o the 28 acres In the center of the 40-acre field.

R T




CONSULTANT: | have prepared or reviewed this forrn and all attached reporis and documentation.  The canclusion proposed is
consistent with the Antidegradation Implementation Procedure and current state and federal regulations.

SIGNATURE ( ) ) a I Q:\OQQA

DATE

22/

PRINT NAME

Curlis Heider

TELEPHONE NUMBER WITH AREA COOE E-MAIL ADDRESS
§73-445-3033 heéderenv@cémurytel.net '

Owner: | have read and reviewed the prepared documenis and agree with this submittal.

" Mparrprgy

DATE

q"" LY -4

TELEPHONE NUMBER WITH AREA CODE E-MAIL ADDRESS
417-469-2777 david@coastal-ime.com

WAWW.SOS.MO. govladruleslcsrlcurrenm Ocsr/10c20-6a.pdf.

Continuing Authority: Conunmng Authority is the permanent organization that will be responsible for the operation, maintenance
and modernization of the facility. The regulatory requirement regarding continuing authorily is available at

| have read and reviewed the prepared documenis and agree with this submittal.

SIGNATURE OATE
/@‘M% Q=23 - ((

TELEPHONE NUMBER WITH AREA CODE h E-MAIL ADDRESS

ANT-A69-2777 david@coastakime.com

Retum completed form with the appropriate Parmit Application to:

Missouri Depariment of Natural Resources
Water Protection Program -

Waler Pollution Contra! Branch

P.O. Box 176

Jefferson City, MO 65102

MORs0-2026 [0109)
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SWPPP Certification

| certify, under penalty of law, that this document and all attachments were prepared under my
direction or supervision in accordance with a system designed to assure that qualified personnel
properly gathered and evaluated the information submitted. Based on my inquiry of the person or
persons who manage the system, or those persons directly responsible for gathering the information,
the information submitted is, to the best of my knowledge and belief, true, accurate, and complete. |
am aware that there are significant penalties for submitting false information, including the possibility of
fine and imprisonment for knowing violations.

Name: b¢(/ld W'é,;zé,gmen,/ Title: —pﬁzs. c/e/pZ’/

Signature: Jﬂw%%{%/w? Date: Z//e /z 2
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SWPPP Preparer Qualification Statement

ENVIRONMENTAL WORKS

This SWPPP was prepared by Brandy Henderson, under the direct supervision of Thomas Bieker,
CHMM of Environmental Works, Inc.

|, Thomas Bieker, declare that, to the best of my professional knowledge and belief, | meet the
definition of an Environmental Professional. | have the specific qualifications based on education,
training, and experience to assess and develop a Stormwater Pollution and Prevention Plan (SWPPP)
that complies with the National Pollutant and Discharge Elimination System (NPDES) and Missouri
State Operating Permit (MSOP) issued by The MDNR.

<=l

Thomas Bieker, CHMM
Program Manager
Environmental Works, Inc.

SWPPP Prepared
June 2014
Project # 140201
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Brandy Henderson
Associate Scientist
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Foreword

The purpose of the Stormwater Pollution Prevention Plan (SWPPP) is to describe the design,
implementation, management, and maintenance of “Best Management Practices” (BMPs) to reduce the
amount of pollutants in storm water discharges from operations of the facility. The SWPPP will be
amended and updated as appropriate during the term of the stormwater permit.

This SWPPP should be used during normal daily operations and also anytime new operations are
performed such as construction of new facilities requiring land disturbance. If additional activities
generate storm water runoff and contribute to the potential off-site movement of pollutants, the
operators of those sub-processes shall follow the provisions of this SWPPP.

The BMPs in this SWPPP have been developed based on guidance provided in the following documents:

e Developing Your Storm Water Pollution Prevention Plan, A Guide for Industrial Operators (EPA
Document 833-B-09-002), February 2009;

o SWPPP Template; City of Springfield, MO
http://www.springfieldmo.gov/stormwater/esc/esc_swppp.html;

e National Menu of Stormwater BMPs ( www.epa.gov/npdes/stormwater/menuofbmps);

® Industrial Fact Sheet Series for Activities Covered by EPA’s MSGP
http://cfoub.epa.gov/npdes/stormwater/swsectors.cfm

Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS
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1.0 Facility Description and Contact Information

1.1 Facility Information

Facility Name: Coastal Energy Corporation
Facility Address: 1 Coastal Drive

Willow Springs, MO 65793
County: Howell

NPDES Permit: MO-0136883 with an expiration of 20 March, 2017. A copy of the permit is included in
Appendix B.

Is the facility located in Indian Country: No
If yes, name of Reservation: Not Applicable

Federal Facility: No
Estimated area of industrial activity at site exposed to storm water: 71.7 acres

Discharge Information
Does this facility discharge into an MS4? No
If yes, name of MS4 operator:  Not Applicable

Name(s) of water(s) that receive stormwater from your facility: Eleven Point River
Does the facility discharge into an MDNR Section 303(d) Impaired Water? XYes [ No

(http://www.dnr.mo.gov/env/wpp/waterquality/303d.htm)

Are any of your stormwater discharges subject to effluent guidelines? XYes [ No
Permit # MO0136883
If Yes, which guidelines apply? Regulated by MSOP as identified in Section 3.8 of this document.

Primary SIC: 2951

Water Quality Expectations

The discharge of stormwater associated with industrial activity must be controlled as necessary to meet
applicable water quality standards. The Missouri Department of Natural Resources (MDNR or the
Department) expects that compliance with the other conditions in this permit will control discharges as
necessary to meet applicable water quality standards. If at any time the facility becomes aware or the
Department determines that a stormwater discharge causes or contributes to an exceedance of
applicable water quality standards, corrective action will be required.

1.2 Contact Information/Responsible Parties
Facility Operator:

Name: Coastal Energy Corporation
Address: 1 Coastal Drive
City, State, Zip Code: Willow Springs, MO 65793
Telephone Number: 417-469-2777
Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS
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Facility Owner:

Name: Coastal Energy Corporation
Address: 1 Coastal Drive
City, State, Zip Code: Willow Springs, MO 65793
Telephone Number: 417-469-2777
SWPPP Contact:
Name: Gary Picard
Title: SWPPP Coordinator
Telephone Number: 417-469-2777 or 417-855-0194

1.3 Stormwater Pollution Prevention Team (EPA 833-B-09-002) (2.C))

The stormwater pollution prevention team is responsible for assisting the facility manager in developing
the facility SWPPP as well as implementing and maintaining stormwater control measures, taking
corrective actions where necessary to address permit violations or to improve the performance of
control measures, and modifying the SWPPP to reflect changes made to the control measures. The
members of the team are indicated in Table 1.1.

Table 1.1 SWPPP Team

Employee, Title Responsibilities

Coordinates employee training, maintains records, obtains storm water
samples, conducts inspections, notifications and implements all phases of
the SWPPP.

Erik Montgomery, Alternate SWPPP coordinator, assist team leader in ensuring
implementation of all phases of the SWPPP, day to day monitoring of all
Alternate SWPPP BMP’s, implement good housekeeping policy, day to day monitoring of
Coordinator stormwater runoff, monitoring of tanks, pipes, valves, etc. for leaks or
spills.

Gary Picard, Safety
Officer

1.4 Activities at the Facility (EPA 833-B-09-002) (3.A))
This section includes a discussion of industrial activities and potential sources including facility
description and surface water flow.

The facility is located in Section 32 and 33, Township 27N, Range 9W of the Willow Springs South
quadrangle map. The facility occupies approximately 71.7 acres and generates asphalt.

The Coastal Energy Corporations has 39 aboveground storage tanks (ASTs) located on two properties
identified as the Office and Maintenance Facility and the Bulk Plant Facility. Figure 1.0 is a Site Location-
Topographic map of the area, and Figure 2.0 shows a generalized site map of the two facility locations
under this stormwater plan.

The Bulk Plant and undeveloped field is roughly 61.29 acres in size and is divided into two main sections;
the bulk plant area and the undeveloped field. The bulk plant area consists of approximately 13.67
acres, which has an earthen berm, approximately five feet high. The earthen berm is the primary source
of secondary containment for the AST’s. This area has a rail spur which allows rail cars, from the BNSF
railroad to load and unload liquids (ethanol, liquid asphalt, fuel oil, polymer, and diesel) to and from the
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facility. A secondary containment captures stormwater accumulation from the 12 ASTs located in Tank
Group 1 and 7 (ethanol and fusel tanks). Stormwater runoff from the remaining ASTs is diverted to an
automated pump system located down gradient and is then recirculated within the facility’s catchment
basin, or if overflow occurs, the stormwater is truck driven to the 40 acre open field and applied to the
28 acre irrigation plot, which maintains a minimum of a 200 foot buffer to the Eleven Point River.

The northern portion of the Office and Maintenance Facility is approximately 4.96 acres in size and the
southern portion is approximately 5.42 acres and is used as a storage area south of the facility. The
Office and Maintenance Area is used for the main office, a repair shop, tire storage, empty trailer
storage, maintenance facility, and two clear diesel ASTs; the northern tank is 6,000 gallons and the
southern tank is 17,500 gallons.

The facility is located within the Eleven Point River drainage basin. There are two stormwater outfalls at the
facility, and are shown on Figure 2 in Appendix A. The facility is located on relatively level terrain.

Outfall 001

Outfall 001 is located down gradient of the Unnamed Tributary #1. This outfall collects water that is
captured from either the secondary containment from Tank Groups 1 or 7 and from the stormwater
captured from runoff from the remaining tanks.

Outfall 002

Outfall 002 receives stormwater runoff from the Office and Maintenance Building and gravel storage
area. Runoff from the office and mechanic shop flow west into the Unnamed Tributary # 2 and flow
south into the Eleven Point River. Stormwater runoff from the paved roads, the maintenance buildings,
the ASTs and gravel storage area to the south, flow south down a gravel roadway and into the Eleven
Point River.

All outfalls shall be clearly marked in the field.

1.5 General Location Map (EPA 833-B-09-002) (3.C))
The site location of the facility is depicted in Figure 1, which is included in Appendix A. The land
surrounding the property includes industrial, undeveloped, and rural, properties.

1.6 Site Map (EPA 833-B-09-002) (3.C))
A detailed site map showing the facility is depicted in Figure 2 (located in Appendix A).

Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS
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2.0 Potential Pollution Sources (EPA 833-B-09-002) (3))

2.1 Industrial Activity and Associated Pollutants (EPA 833-B-09-002) (3.A))

The industrial activity and potential pollutants associated with the facility are summarized in Table 2.1.
The bulk facility includes 37 ASTs which are set on concrete pads and contain ethanol, liquid asphalt,
diesel, fusel, and polymer. Tank Group 7 (ethanol and fusel) are located inside a secondary containment.
These ASTs and materials are shown in Figures in Appendix A. The office building for the bulk plant is
located on the southeast side of the ASTs.

The bulk plant facility (outlined in yellow) is approximately 13.67 acres and is earthen berm with an
approximate five foot tall berm surrounding the facility. A rail spur enters the facility and is used to load
and unload the bulk materials for sale. All piping located at the facility are aboveground. Each valve is
equipped with a check valve and/or manual valve to prevent backflow from the tank. Ethanol is loaded
through one metered pump located on the south side of the ethanol containment area. Truck loading
for fuel oil and liquid asphalt are provided by unmetered pumps and are located near Tank 4.

A broiler, pad-mounted transformer, and off-road diesel are located southeast of the tanks. The broiler
is located near the rail spur and is inside a covered building. The pad-mounted transformer is located
directly east of the broiler. The off-road diesel is located south of the transformer and has a secondary
containment. South of the diesel ASTs are 250 gallon totes of Innovalt n200, liquid inorganic polymers.
There are stored on pallets, off the ground and under a canopy.

The automatic pump located down gradient of the bulk tanks is used for stormwater catchment and
removal to the facility catchment basin. If/when the facility catchment or the stormwater from the
secondary containment is full; the water is then moved via water trucks and land applied to the
permitted irrigation field located south and across the Unnamed Tributary # 1.

Office and Maintenance Facility

The Office and Maintenance Area is used for storage of empty tank trailers, a maintenance garage,
shipping and receiving, and office building. The mechanic shop has fluids which are associated with
regular operation and maintenance of vehicle operation, and is under roof and not exposed to
stormwater. The Maintenance shops contain vehicles equipped for mowing, and maintenance, which
are inside and not exposed to stormwater. Between the two maintenance shops are two clear diesel
ASTs which are equipped with secondary containments. South of this area is an additional storage area,
which housing minor scrap metal, empty trailer storage and the emergency spill kit trailer.

Potential pollutants from these two areas are from the unloading and loading of, ethanol, fusel, liquid
asphalt, ethanol, and polymer at the bulk facility, and diesel from the office and maintenance Area.

A list of petroleum-based oils stored at the Energy Center is included in Table 2-1.

Through the MSOP, the Department has identified effluent pollutant concerns for this facility as; Ethyl
benzene, Oil and Grease, Total Petroleum Hydrocarbons, Ethanol, and pH. The monitoring requirements
and benchmark limitations for these are summarized in Table 3.3. Pollution reduction can be achieved
by the implementation of the BMP's described in this plan.

A variety of BMP options may be applicable to eliminate or minimize the presence of pollutants in
stormwater discharges from asphalt generating facilities. You will likely need to implement a
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combination or suite of BMPs to address stormwater runoff at your facility. Your first consideration
should be for pollution prevention BMPs, which are designed to prevent or minimize pollutants from
entering stormwater runoff and/or reduce the volume of stormwater requiring management.
Prevention BMPs can include regular cleanup, collection and containment of debris in storage areas, and
other housekeeping practices, spill control, and employee training. It may also be necessary to
implement treatment BMPs, which are engineered structures, intended to treat stormwater runoff
and/or mitigate the effects of increased stormwater runoff peak rate, volume, and velocity. Treatment
BMPs are generally more expensive to install and maintain and include oil-water separators, wet ponds,
and proprietary filter devices.

Measures to control pollutants at asphalt generating facilities should focus primarily on the storage of
materials, chemical storage areas, and equipment storage and service areas. Of primary importance is
the control of activities and use of chemicals that have been identified as potential sources of pollutants.
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Table 2.1 Description of Exposed Significant Materials and Potential Pollutants

Description

of Exposed Potentisl Falladiond Quankicy Location GPS Maihiod ot BMPs Associated Outfall
; Pollutant Exposure | Exposed Storage
Material
30,000
. § o 36°58'33.17"N Refer to
Tank Group 1 Ethanol Ongoing gallon Bulk Facility 91°57'10.43"W Steel AST Table 3.2 001
ASTs
30,000
. y . 36°58'33.52"N Refer to
Tank Group 2 Fusel Ongoing gallon Bulk Facility 91°57'9 98" W Steel AST Table 3.2 001
ASTs
Tank Group 3 Liquid . 660,000 o 36°58'31.88"N Refer to
.
through 5 Asphalt Ongoing gallons et Fecliity 91°57'8.77"W SEEnl i Table 3.2 i
Liquid . 12,000 = 36°58'32.01"N Refer to
Tank Group 6 Asphalt Ongoing gallatis Bulk Facility 91°57'8.38"W Steel AST Table 3.2 001
. 20,000 it 36°58'31.35"N Refer to
Tank Group 7 Polymer Ongoing allitie Bulk Facility 91°57'7 99" W Steel AST Table 3.2 001
. g : 12,000 36°58'28.97"N Refer to
Diesel AST Diesel Ongoing pallises Bulk Plant 91°57'5 84"W Steel AST Table 3.2 001
6,000 & Near
2-#2 Diesel . . ’ . 36°58'24.74"N Refer to
ASTs #2 Diesel Ongoing 17,500 Mamfcer'\ance 91°56'46.74"W Steel AST Table 3.2 001
gal Building
Totes on
250 Gallon Solumer Ongoin i South of 36°58'28.31"N Crates Refer to 001
Totes ¥ EENIE Bulk Plant 91°57'4.67"W under Table 3.2
canopy
Transformer | Transformer : ; 36°58'29.16"N Exterior Refer to
1 oil Ongoing | 255gal | NearBroiler | ooy gany | vard Table 3.2 b
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Description 3 > 5
of Exposed potantisl Pariod of | Quantity Location GPS Method of BMPs Associated Outfall
: Pollutant Exposure | Exposed Storage
Material
Near o " .
Transformer | Transformer . r LT T — 36°58'24.58"N Exterior Refer to 002
2 oil going & 91°56'46.99"W |  Yard Table 3.2
Shop
Scrap Metal SR ot
Stf))ra " Various Scrap Binisii T Office and 36°58'22.05"N Exterior Refer to 002
g Metals going Maintenance | 91°56'54.16"W Yard Table 3.2
Areas
Area
Various
: . 55 .
T IAPRI—— Various fluids allon Mechanic
Y related to T grums and 36°58'28.38"N | 55 gallon Refer to 002
- maintenance going Maintenance | 91°56'45.98"W drums Table 3.2
Balldig activities and Buildin
used Oil &
tank
Trash North of 36°58'28.61"N Trash Refer to
i i 002
Dumpsters L Ongoing e Maintenance | 91°56'46.60"W | Dumpsters | Table 3.2

Method for determining latitude/longitude: Google Earth
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2.2 Spills and Leaks
Table 2.2 is a summary of sites where potential spills or leaks could occur.

Table 2.2 Areas of Site Where Potential Spills/Leaks Could Occur

Location Impacted Outfall
Bulk Plant ASTs 001
Diesel AST in Bulk Plant Area 001
Loading/Unloading racks 001
Broiler 001
Pad-mounted Transformer 001
12,000 Diesel AST 001
250 gallon totes of Liquid Polymers 001
Office, Mechanic Shop, and Shipping and Receiving 002
Trailer Storage 002
Storage and Maintenance Shop 002
Clear Diesel ASTs 002
Scrap metal 002

Description of Past Spills/Leaks

Significant spills and leaks include, but are not limited to, releases of oil or hazardous substances in
excess of quantities that are reportable under CWA Section 311 (see 40 CFR 110.6 and 40 CFR 117.21) or
Section 102 of the Comprehensive Environmental Response, Compensation and Liability Act (CERCLA),
42 USC §9602.

The facility indicated that they have not experienced a reportable spill or release in the 3 years prior to
this SWPPP or since it began operations.

2.3 Stormwater Discharge Documentation (EPA 833-B-09-002) (3.A))

Stormwater discharges are defined as stormwater runoff caused by a storm with greater than 0.1 inch of
precipitation. Personnel will keep a rain gauge to measure rainfall or will obtain locally available records
to document rainfall.

2.3.1 Non-Stormwater Discharge Documentation (EPA 833-B-09-002) (3.A))

The facility was evaluated for possible non-stormwater discharges during a site visit. The Coastal Energy
facility is connected to the municipal sanitary sewer system for discharges from restrooms and showers
at the center and other process waters such as floor drains inside buildings. There are no other process
wastewater or non-stormwater discharges through Outfalls #001 and #002. This condition will be
verified during the inspections completed twice per month and documented on the Inspection Log
located in Appendix C and completed copies maintained in Appendix D.

2.4 Sampling Data Summary (EPA 833-B-09-002) (3.B))
All sampling results and Discharge Monitoring Reports (DMRs) will be kept in Appendix F.
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Page |8




Coastal Energy Corporation

3.0 Stormwater Control Measures (EPA 833-B-09-002) (4))

3.1 Minimize Exposure (EPA 833-B-09-002) (4.A))

Where feasible, minimizing exposure of potential pollutant sources to precipitation is an important
control option. Minimizing exposure prevents pollutants, including debris, from coming into contact
with precipitation and can reduce the need for BMPs to treat contaminated stormwater runoff. It can
also prevent debris from being picked up by stormwater and carried into drains and surface waters.
Examples of BMPs for exposure minimization include covering materials or activities with temporary
structures (e.g., tarps) when wet weather is expected or moving materials or activities to existing or new
permanent structures (e.g., buildings, silos, sheds). Even the simple practice of keeping a dumpster lid
closed can be a very effective pollution prevention measure.

Paints, solvents, petroleum products, petroleum waste products, process chemicals, and storage
containers for these materials (such as drums, totes, cans or cartons) will be stored and used only inside
the buildings, or other structures so that the contents of these containers are not exposed to storm
water. The facility will prevent the commingling of stormwater with container contents. Commingled
water may not be discharged under this permit.

The facility will provide spill prevention, control and/or management to prevent any spills of these
pollutants from entering waters of the state as described in the Spill Prevention, Control, and
Countermeasures (SPCC) Plan). The aggregate oil capacity of this facility exceeds 1,320-gallons the
therefore the facility has implemented a Spill Prevention, Control, and Countermeasure Plan (SPCC
Plan). Secondary containment structures and systems used to implement this requirement will be
constructed of materials compatible with the substances contained and shall also prevent the
contamination of groundwater.

Containers of petroleum (new oils, used oils, hydraulic oils, etc.), when practicable, will be stored inside
buildings and will not be exposed to stormwater.

3.2 Good Housekeeping (EPA 833-B-09-002) (4.B))

Trash containers shall be provided for solid wastes such as shipping wastes, office wastes, and litter,
which will be routinely picked up and disposed by a contracted solid waste hauler. The grounds of the
facility will be periodically policed to ensure that any blowing paper, trash, and litter that could be
carried off the property or into any outfall by winds are removed.

Maintenance of AST storage areas are included with the SPCC plan and will be inspected routinely for
leaks and stains. If petroleum leaks are noted, the oily materials will be removed and disposed of in
accordance with all applicable federal, state, and local laws, guidance, and regulations.

Good housekeeping is a practical, cost-effective way to maintain a clean and orderly facility to prevent
potential pollution sources from coming into contact with stormwater. It includes establishing protocols
to reduce the possibility of mishandling materials or equipment and training employees in good
housekeeping techniques. Common areas where good housekeeping practices should be followed
include trash containers and adjacent areas, material storage areas, vehicle and equipment
maintenance areas, and loading docks. Good housekeeping practices must include a schedule for
regular pickup and disposal of garbage and waste materials and routine inspections of drums, tanks, and
containers for leaks and structural conditions. Practices also include containing and covering garbage,
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waste materials, and debris. Involving employees in routine monitoring of housekeeping practices has
proven to be an effective means of ensuring the continued implementation of these measures.

3.3 Maintenance (EPA 833-B-09-002) (4.C))
The facility shall prevent the spillage or loss of fluids, oil, grease, or fuel from vehicle maintenance and
equipment maintenance and prevent the contamination of stormwater from these substances.

e Vehicle and equipment maintenance involving adding or removing fluids or oil will only be
conducted inside the maintenance buildings or proper precautions and Best Management
Practices (BMPS) will be taken to minimize spilling.

e Used oil or other petroleum materials will be stored in tanks or drums inside or near the
maintenance building and picked up by a vendor for proper disposal or reuse.

® Employees shall remove excessive accumulations of oil and grease using dry cleaning methods
(e.g., absorbents, scraping, or sweeping).

e Care will be taken to prevent spills and to utilize products completely before container disposal
or recycling, following label directions.

3.4 Spill Prevention and Response (EPA 833-B-09-002) (4.D))

In accordance with the Qil Pollution Act, if at any point the facility has more than 1,320-gallons of
aggregate petroleum storage capacity in equal to or greater than_55-gallon containers, the facility must
implement the requirements of 40 CFR 112. Requirements of 40 CFR 112 include; maintaining a SPCCP,
routine inspections, and routine employee training. The facility has a SPCC Plan that describes
procedures to prevent oil releases. This plan describes procedures for inspections of tanks, secondary
containment structures, piping, and spill kits as well as employee training.

Care will be used when transferring oil from bulk supply tanker trucks to any tank. Spill kits shall be kept
on or near the oil offloading areas in case of minor spills during resupply. Any spills that occur during
transfer of product between vehicles or equipment will be cleaned up. Minor spills of new petroleum
products or asphalt liquids on dirt surfaces can be excavated and placed in normal solid waste
dumpsters or scrap load dumpsters as long as there is no free liquid product within the soil.

Personnel will immediately contact facility management if a spill of any material leaves the property or
is greater than 25-gallons. Table 3.1 contains contact information for the agencies that the owner shall

contact with regards to spills.

Table 3.1 Spill Contact Agencies

Name Phone Number
Missouri Department of Natural Resources (573) 634-2436
Region VII U.S. EPA (913) 236-3778
National Response Center (24 hours a day) (800) 424-8802
Howell County Local Emergency Planning Committee (417)-274-6454
Local Emergency Services 911
Environmental Works -24hr Emergency Response (877)-827-9500
Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS
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3.5 Erosion and Sediment Controls (EPA 833-B-09-002) (4.E))

The facility shall provide sediment and erosion control sufficient to prevent pollution and comply with
effluent limitations established in the storm water permit (located in Appendix B) for any land
disturbance activities. Additional information about generic non-structural and structural BMPs for land
disturbance that could be used are summarized below.

BMPs must be selected and implemented to limit erosion on areas of your site that, due to topography,

activities, soils, cover, materials, or other factors are likely to experience erosion. Erosion control BMPs

such as seeding, mulching, and sodding prevent soil from becoming dislodged and should be considered
first. Sediment control BMPs such as silt fences, sediment ponds, and stabilized entrances trap sediment
after it has eroded. Sediment control BMPs should be used to back-up erosion control BMPs.

Temporary and Permanent Non-Structural BMPs

The facility utilizes Permanent Non-structural BMPs that include the utilization of existing grass for
buffer strips along ditches and drainage courses. Vegetation in place reduces erosion potential in four
ways: (1) by shielding the erodible surface from the direct erosive impact of raindrops; (2) by improving
the water storage porosity and capacity so more water can infiltrate into the ground; (3) by slowing the
runoff and allowing the sediment or fines to become deposited on site; and (4) by physically holding the
soil in place with plant roots. The facility shall utilize good housekeeping practices as well as employee
education and training programs.

Temporary and Permanent Structural BMPs

An approximate 5 foot earth berm encompasses the bulk plant facility and protects stormwater from
discharging into the Eleven Point River. Additional BMPs used at the facility may include silt fencing for
control of sediment and particulates. If required, these materials could be placed on the ground surface
upstream of the outfalls. Other structural BMP’s may include oil-adsorbent booms placed on the ground
near silt fencing to intercept and remove oils that may be contained in stormwater runoff.

3.6 Management of Runoff (EPA 833-B-09-002) (4.F))

The SWPPP must contain a narrative evaluation of the appropriateness of stormwater management
practices that divert, infiltrate, reuse, or otherwise manage stormwater runoff so as to reduce the
discharge of pollutants. Appropriate measures are highly site-specific, but may include, among others,
vegetative swales, collection and reuse of stormwater, inlet controls, snow management, infiltration
devices, and wet retention measures.

A combination of preventive and treatment BMPs will yield the most effective stormwater management
for minimizing the offsite discharge of pollutants via stormwater runoff. BMPs must also address
preventive maintenance records or logbooks, regular facility inspections, spill prevention and response,
and employee training. All BMPs require regular maintenance to function as intended. Some
management measures have simple maintenance requirements, others are quite involved. You must
regularly inspect all BMPs to ensure they are operating properly, including during runoff events. As soon
as a problem is found, action to resolve it should be initiated immediately.

Implement BMPs, such as those listed below in Table 3.2 in Appendix J for the control of pollutants at
fabricated metal product manufacturing facilities, to minimize and prevent the discharge of pollutants in
stormwater. Identifying weaknesses in current facility practices will aid the facility in determining
appropriate BMPs that will achieve a reduction in pollutant loadings. BMPs listed in Table 3.2 in
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Appendix J are broadly applicable to all types of manufacturing facilities; however, this is not a complete
list and you are recommended to continuously evaluate and update your facilities potential pollution
sources and recommended BMP.

Runoff within the facility is allowed to infiltrate due to the gentle slope of the topography. Measures
are taken to note runoff and further BMPs will be implemented as needed.

3.7 Salt Storage or Piles Containing Salt (EPA 833-B-09-002) (4.G))
The facility does not stockpile salt.

3.8 MSOP Sector-Specific Effluent Limits (EPA 833-B-09-002) (4.H))
The facility is subject to the requirements of the stormwater permit issued by the MDNR. The permit
contains water quality standards, monitoring requirements, and benchmark limitations.

3.8.1 MSOP Sector-Specific Non-Numeric Effluent Limits

To the extent required by law, discharges to waters of the state shall not cause a violation of Missouri
Water Quality Standards (10 CSR 20-7.031), including both specific and general criteria. General Criteria
shall be applicable to all waters of the state at all times, including mixing zones. No water contaminant,
by itself or in combination with other substances, shall prevent the waters of the state from meeting the
conditions listed below:

e Waters shall be free from substances in sufficient amounts to cause the formation of
putrescent, unsightly or harmful bottom deposits, or prevent full maintenance of beneficial
uses;

e  Waters shall be free from oil, scum, and floating debris in sufficient amounts to be unsightly or
prevent full maintenance of beneficial uses;

e Waters shall be free from substances in sufficient amounts to cause unsightly color or turbidity,
offensive odor, or prevent full maintenance of beneficial uses;

e Waters shall be free from substances or conditions in sufficient amounts to result in toxicity to
human, animal, or aquatic life;

® There shall be no significant human health hazard from incidental contact with the water;

® There shall be no acute toxicity to livestock or wildlife watering;

e Waters shall be free from physical, chemical, or hydrologic changes that would impair the
natural biological community;

e Waters shall be free from used tires, car bodies, appliances, demolition debris, used vehicles or
equipment, and waste as defined in Missouri Solid Waste Law, Section 260.200, RSMo, except as
the use of such materials is specifically permitted pursuant to Section 260.200-260.247, RSMo.

3.8.2 MSOP Sector-Specific Numeric Effluent Limits

The monitoring requirements and benchmark limitations are listed in Table 3.3 and are applicable to the
facility’s discharge. The benchmarks do not constitute direct numeric effluent limitations. A benchmark
exceedance alone, therefore, is not a permit violation. Benchmarks are used to determine the
effectiveness of the SWPPP and BMPs to determine whether improvements are needed. If a sample
exceeds a benchmark, the facility must review the SWPPP and Best Management Practices (BMPs) to
determine what improvements or additional controls are needed. Failure to improve BMPs to address a
benchmark exceedance and achieve compliance is a permit violation. Exceedances believed to be the
result of legacy chemical use at the facility are not exempted from this requirement. The facility may
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demonstrate via a Corrective Action Report that the benchmark value cannot be achieved through the
application of BMPs representing the available technology; the benchmark is not feasible because no
further pollutant reductions are technologically available or economically practicable in light of best
industry practice. This demonstration shall be documented in the facility’s SWPPP.

Table 3.3 Monitoring Requirements and Benchmark Limitations

itori uirement
Monjtoring Heq Benchmark Limitation

Fammeter Daily Max | Monthly Average
Outfall 001 & 002
Ethylbenzene 0.32mg/L 0.32 mg/L
Oil and Grease 15 mg/L 10 mg/L 10 mg/L
pH o ¥ 6.5-9.0 Standard Units
Total Petroleum
Hydrocarbons 10 mg/L L g/t
Ethanol ¥ *
Total Suspended Solids 100 mg/L
Settleable Solids 1.0 mL/L/hr
Outfall 001 Fuel Storage Secondary Containment (Notes 1 & 2)
Rainfall ¥ *

Volume Pumped *

Outfall 002 No Discharge Stormwater (Notes 1 & 2)

Rainfall *

Volume Pumped &

Outfall 001 & 002

Volume Irrigated

Application Area

Application Rate

*Monitor and Report
**pH is measured in pH units and is not to be averaged. The pH is limited to a range of 6.5-9.0 pH units.
Note 1- Stormwater shall be stored and land applied during suitable conditions so that there is no
discharge from the facility or irrigation site. An emergency discharge may occur when excess
stormwater has accumulated above feasible irrigation rates due to precipitation exceeding the 1-in-10
year 365 day rainfall or the 25-year 24 hour storm event.
Note 2-Records shall be maintained and summarized into an annual report, which shall be submitted by
January 28" of each year for the previous calendar year period. The report shall include the following:
e Record of maintenance and repairs performed during the year, average number of times per
months the facility is checked to see if it is operating properly, and description of any unusual
operating conditions encountered during the year;
® The number of days the facility discharged during the year, the discharge flow, the reasons
discharge occurred and effluent analysis performed.

3.9 Employee Training (EPA 833-B-09-002) (4.1))

All employees who work in areas where industrial activities or material handling activities are exposed
to stormwater shall receive annual stormwater training. The training will address all aspects of the
SWPPP, such as sources of pollutants, BMP’s, spill prevention, spill response, good housekeeping,
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materials management practices as well as site specific information. An example outline of the training
has been attached in Appendix E. A blank form for documenting the training is also included in the
appendix. The MDNR has provided sector specific publications to aid with pollution prevention in
manufacturing.

3.10 Non-Stormwater Discharges (EPA 833-B-09-002) (4.J))

The facility was evaluated for possible non-stormwater discharges during a site visit. No discharge was
noted during this time. The permit for this facility authorizes the discharge of stormwater only,
originating from the asphalt production manufacturing industry.

3.11 Waste, Garbage and Floatable Debris (EPA 833-B-09-002) (4.K))

Trash containers shall be provided for solid wastes such as office waste, garbage, and litter, which are
routinely picked up by a contracted solid waste hauler. The collected waste shall be disposed of at a
permitted solid waste landfill.

3.12 Dust Generation and Vehicle Tracking of Materials (EPA 833-B-09-002) (4.L))

Dust Generation at the site shall be evaluated as needed and measures will be taken to mitigate fugitive
migration and off-site tracking of raw, final, or waste materials. The facility utilizes rail transport and in
lieu of bulk trucks to transport product off-site which minimizes dust generation. Any bulk storage
supplies of gravel are covered by a tarp.
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4.0 Schedules and Procedures for Monitoring (EPA 833-B-09-002) (5))

4.1 Stormwater Sampling

Stormwater runoff samples must be collected once per quarter from each outfall. For each sampling
event, a Discharge Monitoring Report (DMR) must be submitted to the MDNR before the 28" day of the
month after each quarter. The stormwater sample laboratory results must be compared to the
benchmark and monitoring requirement effluent limitations in Section A of the permit. If there is no
discharge of stormwater from outfalls during a quarter, a DMR showing “no discharge” must be
submitted before the 28" day of the month after each quarter.

Stormwater samples should be collected within the first 60 minutes of storm events of 0.1 inches or
greater that results in a discharge at the outfalls. Samples shall be collected at each of the outfall

locations. Each outfall location shall be marked with a sign identifying the outfall.

Copies of stormwater sampling data may be kept in Appendix F with the completed inspection logs. All
sampling data must be kept for a period of three years after the permit has been terminated.

Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS

Page |15




Coastal Energy Corporation

5.0 Inspections (EPA 833-B-09-002) (5))

5.1 Inspection Objectives

All stormwater outfalls shall be inspected for evidence of erosion or sediment deposition. Any structural
or maintenance problems shall be noted in an inspection report and corrected within seven calendar
days of the inspection. If weather conditions make it impossible to correct the problem within seven
days, a detailed report, including pictures, must be filed with the regular inspection reports. The
permittee shall correct the BMP problem as soon as weather conditions allow. The facility may submit a
written request to the department justifying additional time, if necessary, to complete corrective
measures.

5.2 Inspection Reports

The facility BMPs are required to be inspected on a regularly scheduled basis, at least once per month to
ensure that structures are properly maintained and effective, and that any BMPs are continually
implemented and effective.

These inspections shall be conducted by the person in charge of the Stormwater Pollution Prevention
Team, a person trained by and directly supervised by this person, or through a third party vendor with
the appropriate training and site knowledge. A log of each inspection and copy of the inspection report
must be retained on the site and made available to the Department upon request. A blank copy of an
inspection report and completed copies are included in Appendices C and D.

The inspection report contains the following information:

Inspector’s name

Date of inspection.

BMP location and condition.

Effectiveness of BMPs and problems.

Any spills, leaks or maintenance needs of any of the structures or practices.
Actions taken to or necessary to correct or repair the observed problems.
Non-stormwater discharge location and correction.

Signature of the person designated within this SWPPP to conduct the inspections

Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS
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Coastal Energy Corporation

6.0 Documentation to Support Eligibility under Other Federal Laws

6.1 Documentation Regarding Endangered Species
According to the Missouri National Heritage Program the possibility of six federally listed Endangered or
Threatened species may exist in Howell County, MO. The species are summarized in Figure 6.1. A
limited search of the facility has been conducted and none of the species listed were found on this site.
http://www.fws.gov/midwest/Endangered/lists/missouri-cty.html

Figure 6.1 USFWS Endangered Species List (Howell County)

Gray bat Endangered | Caves

(Myotis grisescens)

Indiapna bat Endangered | Hibernacula = Caves and mines;

(Myotis sodalis) Maternity and foraging habitat =
small stream corridors with well
developed riparian woods; upland
forests

! - Proposed Hibernates in caves and mines -

Myotis septentrionalis as swarming in surrounding wooded

Endangered | areas in autumn. Roosts and

forages in upland forests during
spring and summer.

Ozark hellbender Endangered | Rivers and streams of the Ozark

(Cryptobranchus Plateau

alleganiensis bishopi)

Decurrent false aster Threatened | Disturbed alluvial soils

(Boltonia decurrens)

Virginia sneezeweed Threatened | Sinkhole ponds under stressed

(Helenium virginicum) conditions (i.e., variable
hydropenod, low pH soils, high
levels of aluminum and arsenic,
low levels of macronutrients and
boron)

6.2 Documentation Regarding Historic Properties
According to the Missouri National Register Listing the Property and adjoining properties are not
recognized as Historic Properties. http://www.dnr.mo.gov/shpo/mnrlist.htm

6.3 Documentation Regarding NEPA Review
The facility’s NPDES permit is administered through the MDNR and therefore NEPA review is not

required.

Stormwater Pollution Prevention Plan
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7.0 SWPPP Revisions
The SWPPP will be amended and updated as appropriate during the term of the operation and/or land
disturbance activity. The SWPPP will be amended, at a minimum, whenever the:

e Design, operation, or maintenance of BMPs is changed;

e Design of the operation or land disturbance is changed that could significantly affect the quality
of the stormwater discharges;

® |nspections indicate deficiencies in the SWPPP or any BMP;

e MDNR notifies the site in writing of deficiencies in the SWPPP;

e SWPPP is determined to be ineffective in significantly minimizing or controlling erosion and
sedimentation (e.g., there is visual evidence, such as excessive site erosion or excessive
sediment deposits in streams or lakes);

* MDNR determines violations of Water Quality Standards that may occur or have occurred.

This plan shall be updated when conditions observed at the site indicate that a change is required.
Revisions and additions to the SWPPP shall be recorded in Appendix G. If the site inspection indicates
that BMPs are not meeting the objectives of the plan, corrective action will be implemented within
seven days after the observation. If corrective action cannot be implemented within the seven-day limit
the facility should request an extension from the MDNR.

Stormwater Pollution Prevention Plan ENVIRONMENTAL WORKS
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v STATE OF MISSOURI

s

i DEPARTMENT OF NATURAL RESOURCES
a MISSOURI CLEAN WATER COMMISSION

i

5

!

i MISSOURI STATE OPERATING PERMIT
!? In compliance with the Missouri Clean Water Law, (Chapter 644 R.S. Mo. as amended, hereinafter. the Law). and the Federal Water
;E Pollution Control Act (Public Law 92-500, o Cong,rusc) as amended

# Pormit No.: MOO0136883

* Owner: Coastal Energy Corporation

i Owner’s Address: P.O. Box 218, Willow Springs, MO 65793

g Continuing Authority: Same as above

i Continuing Authority’s Address: Same as above

' Facility Name: Coastal Energy Corporation

@ Facility Address: 1 Coastal Drive, Willow Springs, MO 65793

 Legal Description: E %, Sec. 32, T27N, ROW, Howell County

. UTM Coordinates: #001: X=593240, Y=4092680 #002:X=593436, Y=4092513

1' ;

Uy )

; Receiving Stream: Eleven Point River (U)

- FACILITY DESCRIPTION

First Classified Stream and ID: Eleven Point River (C) 2604 .
USGS Basin & Sub-watershed No.: (11010011-0101) ‘

is authorized to discharge from the facility described herein. in accordance with the effluent limitations and monitoring requirements
as set forth herein:

Outfall #001 and #002 - Industrial Stormwater - SIC #2951 - Certified Operator Not Required
Stormwater from Fuel Storage Secondary Containment and /Land Application
Design flow is less than 1 MGD.

Land Application:
Irrigation areas: 28 acres at design loading

Application rates/acre:  1/8 inch/hour; 1 inch/day; 5 inches/week; 40 inches/year

Field slopes: less than 1 percent

Equipment type: Truck; Vegetation: Grass

Application rate is based on: _hydraulic loading rate

This permit authorizes only wastewater discharges under the Missouri Clean Water Law and the National Pollutant Discharge
Elimination System; it does not apply to other regulated areas. This permit may be appealed in accordance with Section 644.051.6 of
the Law.

e Bohor Bl

Effective Date Sara Parker Paulev. Director, Department of Natural Resource®”

March 20, 2017 (M*}L"’

Lixpiration Date JackicfONBaker, Environmental Section Chief, Southeast Regional Office
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A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS PERMIT NUMBER MO0136883

The permittee is authorized to discharge from outfall(s) with serial number(s) as specified in the application for this permit. The final
effluent limitations shall become effective upon issuance and remain in effect until expiration of the permit. Such discharges shall be
controlled, limited and monitored by the permittee as specified below:

FINAL EFFLUENT LIMITATIONS MONITORING REQUIREMENTS
OUTFALL NUMBER AND EFFLUENT DAILY WEEKLY | MONTALY | MEASUREMENT SAMPLE
PARAMETER(S) UNITS MAXIMUM | AVERAGE | AVERAGE | FREQUENCY TYPE
Outfall #001 — Fuel Storage Secondary Containment (Notes 1 & 2)
Rainfall Inches * daily total
Volume Pumped Gallons * ‘ daily total
Outfall #002 — No Discharge Stormwater (Notes 1 & 2)
Rainfall ' inches * daily total
Volume Pumped gallons * : daily total
Outfall #001 and #002 — Irrigated Stormwater
Ethylbenzene mg/L 0.32 0.32 Once/month Grab
Oil and Grease mg/L 15 10 Once/month Grab
Total Petroleum Hydrocarbons*** mg/L 10 ; 10 Once/month Grab
pH - Units SU *k ** Once/month Grab
Ethanol mg/L * * Once/month Grab
Volume Irrigated gallons * Daily Total
Application Area acres * Daily Total
. * : .
Application Rate inches/ Daily Total
acre

MONITORING REPORTS SHALL BE SUBMITTED ANNUALLY; THE FIRST REPORT IS DUE _January 28, 2013 .

B. STANDARD CONDITIONS

IN ADDITION TO SPECIFIED CONDITIONS STATED HEREIN, THIS PERMIT IS SUBJECT TO THE ATTACHED Parts I STANDARD
CONDITIONS DATED QOctober 1. 1980 and August 15, 1994, AND HEREBY INCORPORATED AS THOUGH FULLY SET FORTH
HEREIN.

i A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS (continued)

%= Monitor and report.

£ **pH is measured in pH units and is not to be averaged. The pH is limited to the range of 6.5-9.0 pH units.

* *kx The suggested analytical method for testing TPH is non-Halogenated Organic by Gas Chromatography method 8015 (also known
i as OA1 and OA2); however, if the permittee so desires to use other approved testing methods (i.e. EPA 1664), they may do so.

T Note 1 — No-discharge facility requirements. Stormwater shall be stored and land applied during suitable conditions so that there is

. no-discharge from the facility or irrigation site. An emergency discharge may occur when excess stormwater has

) accumulated above feasible irrigation rates due to precipitation exceedmg the 1-in-10 year 365 day rainfall or the 25-year 24-
hour storm event. -

N

k
¥ Note 2 — Records shall be maintained and summarized into an annual operating report, which shall be submitted by January 28" of

i each year for the previous calendar year period. The report shall include the following:

‘ (a) Record of maintenance and repairs performed during the year, average number of times per month the facility is checked
3 to see if it is operating properly, and description of any unusual operating conditions encountered during the year;

!E {b) The number of days the facility discharged during the year, the discharge flow, the reasons discharge occurred and

. effluent analysis performed.

. C. SPECIAL CONDITIONS

:" 1. Emergency Discharge. Outfall 002 may only discharge if rainfall exceeds the 1 in 10 year (Data taken from the Missouri

E Climate Atlas) or the 24 hour, 25 year (Data taken from NRCS Urban Hydrology for Small Watersheds) rainfall events.

. Discharge for any other reason shall constitute a permit violation and shall be recorded in accordance with Standard
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Permit No. MO0136883
C. SPECIAL CONDITIONS (continued)

Conditions, Part 1, Section B.2.b. Monitoring shall take place once per day while discharging. Test results are due on the
28" day of the month after the cessation of the discharge. Permittee shall monitor for the following constituents:

Parameter Benchmark
Total Suspended Solids 100 mg/L
pH — Units 6.5-9.0
Standard Units
Oil & Grease - 10 mg/L
Settieable Solids 1.0 mL/L/hr

This permit may be reopened and modified, or alternatively revoked and reissued, to:

(a) Comply with any applicable effluent standard or limitation issued or approved under Sections 301(b)(2)(C) and (D),

304(b)(2), and 307(a) (2) of the Clean Water Act, if the effluent standard or limitation so issued or approved:
(1) contains different conditions or is otherwise more stringent than any effluent limitation in the permit; or
(2) controls any pollutant not limited in the permit. :

(b) Incorporate new or modified effluent limitations or other conditions, if the result of a waste load allocation study,
toxicity test or other information indicates changes are necessary to assure compliance with Missouri’s Water Quality
Standards.

(¢) Incorporate new or modified effluent limitations or other conditions if, as the result of a watershed analysis, a Total
Maximum Daily Load (TMDL) limitation is developed for the receiving waters which are currently included in
Missouri’s list of waters of the state not fully achieving the state’s water quality standards, also called the 303(d) list.

The permit as modified or reissued under this paragraph shall also contain any other requirements of the Clean Water Act then
applicable.

All outfalls must be clearly marked in the field.
Changes in Discharges of Toxic Substances

The permittee shall notify the Director as soon as it knows or has reason to believe:
(a)  That any activity has occurred or will occur which would result in the discharge of any toxic pollutant which is not limited
in the permit, if that dlscharge will exceed the highest of the fol]owmg "notification levels:"
(1)  One hundred mlcrograms per liter (100 pg/L); ;
(2) Two hundred micrograms per liter (200 pg/L) for acrolein and acrylonitrile; five hundred micrograms per liter
(500 pg/L) for 2,5 dinitrophenol and for 2-methyl-4, 6-dinitrophenol; and one milligram per liter (1 mg/L) for
antimony;
(3)  Five (5) times the maximum concentration value reported for the pollutant in the permit application;
(4)  The level established in Part A of the permit by the Director.
(b) That they have begun or expect to begin to use or manufacture as an intermediate or final product or byproduct any toxic
pollutant, which was not reported in the permit application.
(c) That the effluent limit established in part A of the permit will be exceeded.

Report as no-discharge when a discharge does not occur during the report period.

Water Quality Standards

(a) Discharges to waters of the state shall not cause a violation of water quality standards rule under 10 CSR 20-7.031,
including both specific and general criteria.

(b)  General Criteria. The following general water quality criteria shall be applicable to all waters of the state at all times
including mixing zones. No water contaminant, by itself or in combination with other substances, shall prevent the
waters of the state from meeting the following conditions:

(1) Waters shall be free from substances in sufficient amounts to cause the formation of putrescent, unsightly or
harmful bottom deposits or prevent full maintenance of beneficial uses;

(2) Waters shall be free from oil, scum and floating debris in sufficient amounts to be unsightly or prevent full
maintenance of beneficial uses;

(3)  Waters shall be free from substances in sufficient amounts to cause unsightly color or turbidity, offensive odor or
prevent full maintenance of beneficial uses;

(4)  Waters shall be free from substances or conditions in sufficient amounts to result in toxicity to human, animal or
aquatic life; ‘
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4 ‘ Permit No. MO0136883
: C. SPECIAL CONDITIONS (continued) ‘

¥ (5) There shall be no significant human health hazard from incidental contact with the water;

.
{
M
f

i (6)  There shall be no acute toxicity to livestock or wildlife watering;
i (7)  Waters shall be free from physical, chemical or hydrologic changes that would impair the natural biological
' community;

(8) Waters shall be free from used tires, car bodies, appliances, demolition debris, used vehicles or equipment and solid
waste as defined in Missouri's Solid Waste Law, section 260.200, RSMo, except as the use of such materials is
specifically permitted pursuant to section 260.200-260.247.
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7. The permittee shall develop and implement a Storm Water Pollution Prevention Plan (SWPPP). The SWPPP must be kept on-site
and should not be sent to DNR unless specifically requested. The permittee shall select, install, use, operate, and maintain the
Best Management Practices prescribed in the SWPPP in accordance with the concepts and methods described in the following
document:

Developing Your Stormwater Pollution Prevention Plan, A Guide for Industrial Operators, (Document number EPA 833-B-09-
002) published by the United States Environmental Protection Agency (USEPA) in February 2009.
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The SWPPP must include the following:

(a) An assessment of all storm water discharges associated with this facility. This must include a list of potential contaminants
and an annual estimate of amounts that will be used in the described activities.

i (b) A listing of specific Best Management Practices (BMPs) and a narrative explaining how BMPs will be implemented to
control and minimize the amount of potential contaminants that may enter storm water.

(¢) The SWPPP must include a schedule for monthly site inspections and a brief written report. The inspections must include

. observation and evaluation of BMP effectiveness, deficiencies, and corrective measures that will be taken. The Department

i must be notified within fifteen (15) days by letter of any corrections of deficiencies. Deficiencies that consist of minor

X repairs or maintenance must be corrected within seven (7) days. Deficiencies that require additional time or installation of

: a treatment device to correct should be detailed in the written notification. Installation of a treatment device, such as an oil

¥ water separator, may require a construction permit. Inspection reports must be kept on site with the SWPPP. These must

i be made available to DNR personnel upon request.

’i (d) A provision for designating an individual to be responsible for environmental matters.

P (e) A provision for providing training to all personnel involved in material handling and storage, and housekeeping of
¥ maintenance and cleaning areas. Proof of training shall be submitted on request of DNR.

+ 8. Permittee shall adhere to the following minimum Best Management Practices:

(a) Prevent the spillage or loss of fluids, oil, grease, fuel, etc. from vehicle maintenance, equipment cleaning, or warehouse

& activities and thereby prevent the contamination of storm water from these substances.

(b) Provide collection facilities and arrange for proper disposal of waste products including but not limited to petroleum waste
products, and solvents.

(c) Storeall paint, solvents, petroleumn products and petroleum waste products (except fuels), and storage containers (such as

;g drums, cans, or cartons) so that these materials are not exposed to storm water or provide other prescribed BMP’s such as

i plastic'lids and/or portable spill pans to prevent the commingling of storm water with container contents. Commingled

| water may not be discharged under this permit. Provide spill prevention control, and/or management sufficient to prevent

it any spills of these pollutants from entering waters of the state. Any containment system used to implement this

- requirement shall be constructed of materials compatible with the substances contained and shall also prevent the

“ contamination of groundwater. :

i (d) Provide good housekeeping practices on the site to keep solid waste from entry into waters of the state.

¥ (e) Provide sediment and erosion control sufficient to prevent or control sediment loss off of the property.

© 9. The purpose of the SWPPP and the BMPs listed therein is to prevent pollutants from entering waters of the state. A deficiency of
a BMP means it was not effective in preventing pollution [10 CSR20-2.010(56)] of waters of the state, or failed to achieve
b compliance with benchmarks. Corrective action means the facility took steps to eliminate the deficiency.

4 .
iiv 10. This permit does not authorize the discharge of spilled materials or petroleum products drained from any equipment

¢ (transformers, trucks, cars, bulldozers, motorcycles, etc.). All spills must be cleaned up within 24 hours or as soon as possible,
! and a written report of the incident supplied with the facility’s Discharge Monitoring Report. The following spills must be
i reported to the department at the earliest practicable moment, but no greater than 24 hours after the spill occurs:

(a)  Any spill, of any material, that leaves the property of the facility;
b (b)  Any spill, of any material outside of secondary containment and exposed to precipitation, greater than 25 gallons or
equivalent volume of solid material.
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Permit No. MO0136883

% C. SPECIAL CONDITIONS (continued)

The department may require the submittal of a written report detailing measures taken to clean up the spill within 5 days of the
spill. Whether the written report is submitted with the Discharge Monitoring Report or required to be submitted within 5 days, it
must include the type of material spilled, volume, date of spill, date clean-up completed, clean-up method, and final disposal
method. If the spill occurs outside of normal business hours, or if the permit holder cannot reach regional office staff for any
reason, the permit holder is instructed to report the spill to the department’s 24 hour Environmental Emergency Response hotline
at (573) 634-2436. Leaving a message on a department staff member voice-mail does not satisfy this reporting requirement.
These reporting requirements apply whether or not the spill results in chemicals or materials leaving the permitted property or
reaching waters of the state. This requirement is in addition to the Noncompliance Reporting requirement found in Standard
Conditions Part 1.

Federal Regulations (CERCLA) require reporting spills and releases to soil, water and air in excess of reportable quantities. The
toll free number for the US Coast Guard National Response Center is (800) 424-8802.

t 11. This permit does not authorize the discharge of waters other than storm waters. It does not authorize discharges of domestic,
cooling water or process wastewaters.

',7 12. An Operation and Maintenance (O & M) manual shall be maintained by the permittee and made available to the operator. The O
& M manual shall include key operating procedures and a brief summary of the operation of the facility.

1 13. Once a month on workdays, the tank system shall be visually inspected to identify problem areas that could lead to a leak.

; Identified problems should be repaired immediately. Areas to inspect include tank foundations, connections, coatings, tank walls,
and the piping system for corrosion, leaks, or other physical damage that may weaken the tank system. A log of such inspections
and findings shall be kept on-site for a period of five years and made available to staff of the Department of Natural Resources
for viewing upon request.

i 14, Wastewater Irrigation System.
' a. Discharge Reporting. Any unauthorized discharge from the lagoon or irrigation system shall be reported to the

department as soon as possible but always within 24 hours. Discharge is allowed only as described in the Facility
Description and Effluent Limitations sections of this permit. '

b. Irrigation Design. Permittee shall operate the land application system in accordance with the design parameters listed in
the Facility Description section of this permit:

(1) No-Discharge System. When the Facility Description is “No-Discharge”, wastewater must be stored and irrigated

) at appropriate times. There shall be no-discharge from the irrigation site or storage lagoon except due to
precipitation exceeding either the 1-in-10 year rainfall event for the design storage period or the 25-year-24-hour
rainfall event.

c. Emergency Spillway, Lagoons and earthen storage basins should have an emergency spillway to protect the structural
integrity of earthen structures during operation at near full water levels and in the event of overflow conditions. The
spillway shall be at least one foot below top of berm. The department may waive the requirement for overflow structures
on small existing basins.

d. General Irrigation Requirements. The wastewater irrigation system shall be operated so as to provide uniform distribution
of irrigated wastewater over the entire irrigation site. A complete ground cover of vegetation shall be maintained on the
irrigation site unless the system is approved for row crop irrigation. Wastewater shall be land applied only during
daylight hours. The wastewater irrigation system shall be capable of irrigating the annual design flow during an
application period of less than 100 days or 800 hours per year.

e. Saturated/Frozen Conditions. There shall be no irrigation during frozen, snow covered, or saturated soil conditions.

f. Buffer Zones. There shall be no irrigation within 300 feet of any down gradient pond, lake, sinkhole, losing stream or
water supply withdrawal; 100 feet of gaining streams or tributaries; 150 feet of dwelling; or 50 feet of the property line.

g. Public Access Restrictions. Public access shall not be allowed to the irrigation site(s).

h. Equipment Checks during Irrigation. The irrigation system and application site shall be visually inspected at once/day
during wastewater irrigation to check for equipment malfunctions and runoff from the irrigation site.

1




g Missouri Department of Natural Resources

i FACT SHEET

a: ’ FOR THE PURPOSE OF INITIAL ISSUANCE
) OF

;‘ MO0136883

jg COASTAL ENERGY CORPORATION

{

1 The Federal Water Pollution Control Act ("Clean Water Act" Section 402 Public Law 92-500 as amended) established the National
i Pollution Discharge Elimination System (NPDES) permit program. This program regulates the discharge of pollutants from point

! sources into the waters of the United States, and the release of storm water from certain point sources. All such discharges are

+ unlawful without a permit (Section 301 of the "Clean Water Act"). After a permit is obtained, a discharge not in compliance with all
i, permit terms and conditions is unlawful. Missouri State Operating Permits (MSOPs) are issued by the Director of the Missouri

{ Department of Natural Resources (Department) under an approved program, operating in accordance with federal and state laws

{f (Federal "Clean Water Act" and "Missouri Clean Water Law" Section 644 as amended). MSOPs are issued for a period of five (5)

{ years unless otherwise specified.
4:
i

1; As per [40 CFR Part 124.8(a)] and [10 CSR 20-6.020(1)2.] a Factsheet shall be prepared to give pertinent information regarding the

i applicable regulations, rationale for the development of effluent limitations and conditions, and the public participation process for the
. Missouri State Operating Permit (operating permit) listed below.

‘I A Factsheet is not an enforceable part of an operating permit.

Jf This Factsheet is for a Major [_], Minor [}, Industrial Facility [X]; Variance [];
:t Master General Permit [_]; General Permit Covered Facility [[]; and/or permit with widespread public interest .
o«

;E Part I — Facility Information

£ Facility Type: IND |
# Facility SIC Code(s): 2951

J;

1 Facility Description:

+ Stormwater from Fuel Storage Secondary Containment and /Land Application
j, Design flow is less than 1 MGD.

+# Have any changes occurred at this facility or in the receiving water body that effects effluent limit derivation?

' X, - No.

i

3; Application Date: 09-28-2011

5 Expiration Date: N/A

i Last Inspection: N/A In Compliance [J; Non-Compliance []

SP

< QUTFALL(S) TABLE:

‘1 DESIGN FLow DISTANCE TO

*:{ OUTFALL (CFS) TREATMENT LEVEL EFFLUENT TYPE CLASSIFIED SEGMENT (M)
@] 001 Varies No-Discharge Stormwater 0.58

" 002 Varies No-Discharge Stormwater 0.58

i Outfall #001 & #002

1@ Legal Description: E !, Sec. 32, T27N, R9W, Howell County

4 UTM Coordinates: 001: X=593240, Y=4092680 002:X=593436, Y=4092513

in

)” Receiving Stream: Eleven Point River (U)

.. First Classified Stream and ID: Eleven Point River (C) 2604

!f USGS Basin & Sub-watershed No.: (11010011-0101)

'f Receiving Water Body’s Water Quality & Facility Performance History:
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Facility sits on the headwaters of the Eleven Point River, as such, facility is not permitted to discharge and is not eligible for

* applicable general permits.

° Comments:

=3

Outfall 002 is a valve within the bermed area that discharges to the Eleven Point River. Discharge from this valve is not permitted
except for the storm events specified in the permit. All collected stormwater is pumped and sprayed on field south of the property.

+ Part II — Operator Certification Requirements

As per [10 CSR 20-6.010(8) Terms and Conditions of a Permit], permittees shall operate and maintain facilities to comply with the
Missouri Clean Water Law and applicable permit conditions and regulations. Operators or supervisors of operations at regulated
wastewater treatment facilities shall be certified in accordance with [10 CSR 20-9.020(2)] and any other applicable state law or

~ regulation. As per [10 CSR 20-9.020(2)(A)], requirements for operation by certified personnel shall apply to all wastewater treatment

systems, if applicable, as listed below:

Not Applicable £X]; This facility is not required to have a certified operator.

: Part IIT — Receiving Stream Information

APPLICABLE DESIGNATIONS OF WATERS OF THE STATE:
As per Missouri’s Effluent Regulations [10 CSR 20-7.015], the waters of the state are divided into the below listed seven (7)
categories. Each category lists effluent limitations for specific parameters, which are presented in each outfall’s Effluent Limitation

" Table and further discussed in the Derivation & Discussion of Limits section.

Missouri or Mississippi River [10 CSR 20-7.015(2)]: []
Lake or Reservoir [10 CSR 20-7.015(3)1:

Losing [10 CSR 20-7.015(4)]:

Metropolitan No-Discharge [10 CSR 20-7.015(5)]:
Special Stream [10 CSR 20-7.015(6)]:

Subsurface Water [10 CSR 20-7.015(7)]:

All Other Waters [10 CSR 20-7.015(8)]: |

OXOO0

- 10 CSR 20-7.031 Missouri Water Quality Standards, the Department defines the Clean Water Commission water quality objectives in

terms of "water uses to be maintained and the criteria to protect those uses." The receiving stream and/or 1¥ classified receiving
stream’s beneficial water uses to be maintained are located in the Receiving Stream Table located below in accordance with {10 CSR

; 20-7.031(3)].

RECEIVING STREAM(S) TABLE:

WATERBODY NAME CLASS WBID DESIGNATED USES* 121:1?;3” EDU**

Eleven Point River 18) - General, Losing 11010011- 312:55
. AQL, CLF, LWW, 0101

Eleven Point River C 2604 WBC(B) Current

.. *_Irrigation (IRR), Livestock & Wildlife Watering (LWW), Protection of Warm Water Aquatic Life and Human Health-Fish Consumption (AQL), Cool Water

Fishery(CLF), Cold Water Fishery (CDF), Whole Body Contact Recreation (WBC), Secondary Contact Recreation (SCR), Drinking Water Supply (DWS), Industrial
(IND), Groundwater (GRW).
** - Ecological Drainage Unit

RECEIVING STREAM(S) LOW-FLOW VALUES TABLE:

Low-FLow VALUES (CFS
RECEIVING STREAM (U, C, P) 1010 7010 (CFS) 30010
Eleven Point River (U) 0 0 0

* MIXING CONSIDERATIONS TABLE:
- Mixing Zone: Not Allowed [10 CSR 20-7.031(4)(A)4.B.(I)(2)].

Zone of Initial Dilution: Not Allowed [10 CSR 20-7.031(4)(A)4.B.(I)(b)].




RECEIVING STREAM MONITORING REQUIREMENTS:
’!
% No receiving water monitoring requirements recommended at this time.

i

]
H

3
i PartIV — Rationale and Derivation of Effluent Limitations & Permit Conditions

B

* ALTERNATIVE EVALUATIONS FOR NEW FACILITIES:

i As per [10 CSR 20-7. 015(4)(A)], discharges to losing streams shall be permitted only after other alternatives including land

'(‘ application, discharges to a gaining stream and connection to a regxona] wastewater treatment facility have been evaluated and
. determined to be unacceptable for environmental and/or economic reasons. :

i% Not Applicable [X;

i 'The facility utilizes no discharge land application.

!

& ANTI-BACKSLIDING:
A provision in the Federal Regulations [CWA §303(d)(4); CWA §402(c); 40 CFR Part 122.44(I)] that requires a reissued permit to be
as stringent as the previous permit with some exceptions.

! - New facility, backsliding does not apply.
.v N

o+
®

% ANTIDEGRADATION:

i+ In accordance with Missouri’s Water Quality Standard [10 CSR 20-7.031(2)], the Department is to document by means of

+ Antidegradation Review that the use of a water body’s available assimilative capacity is justified. Degradation is justified by
¥ documenting the socio-economic importance of a discharging activity after determining the necessity of the discharge.

i
“:F - New and/or expanded discharge, please sece APPENDIX #1 — ANTIDEGRADATION ANALYSIS

A

i AREA-WIDE WASTE TREATMENT MANAGEMENT & CONTINUING AUTHORITY:

-y As per [10 CSR 20-6. 010(3)(B)] ..An applicant may utilize a lower preference continuing authority by submitting, as part of the
application, a statement waiving preferential status from each existing higher preference authority, providing the waiver does not

= conflict with any area-wide management plan approved under section 208 of the Federal Clean Water Act or any other regional

sewage service and treatment plan approved for higher preference authority by the Department.

fu et afe ok

!

=

i BlOSOLIDS & SEWAGE SLUDGE:
‘i Biosolids are solid materials resulting from domestic wastewater treatment that meet federal and state criteria for beneficial uses (i.e.
& fertilizer). Sewage sludge is solids, semi-solids, or liquid residue generated during the treatment of domestic sewage in a treatment
‘» works, including but not limited to, domestic septage; scum or solids removed in primary, secondary, or advanced wastewater
" treatment process; and a material derived from sewage sludge. Sewage sludge does not include ash generated during the firing of
' sewage sludge in a sewage sludge incinerator or grit and screening generated during preliminary treatment of domestic sewage in a
» treatment works. Additional information regarding biosolids and sludge is located at the following web address:
1 http://dnr.mo.gov/env/wpp/pub/index.html, items WQ422 through WQ449.
1
4
¥ [X] Not applicable;
# This condition is not applicable to the permittee for this facility.

e COMPLIANCE AND ENFORCEMENT:

:+ Enforcement is the action taken by the Water Protection Program (WPP) to bring an entity into compliance with the Missouri Clean
i~ Water Law, its implementing regulations, and/or any terms and conditions of an operating permit. The primary purpose of the

& enforcement activity in the WPP is to resolve violations and return the entity to compliance.

&

b
** Not Applicable [X];
¥ The permittee/facility is not currently under Water Protection Program enforcement action.

e
4

3 . PRETREATMENT PROGRAM:

The reduction of the amount of pollutants, the elimination of pollutants, or the alteration of the nature of pollutant properties in
_; Wastewater prior to or in lieu of discharging or otherwise introducing such pollutants into a Publicly Owned Treatment Works [40
» CFR Part 403.3(q)].
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Pretreatment programs are required at any POTW (or combination of POTW operated by the same authority) and/or municipality with
a total design flow greater than 5.0 MGD and receiving industrial wastes that interfere with or pass through the treatment works or are
otherwise subject to the pretreatment standards. Pretreatment programs can also be required at POTWs/municipals with a design flow
less than 5.0 MGD if needed to prevent interference with operations or pass through.

Several special conditions pertaining to the permittee’s pretreatment program may be included in the permit, and are as follows:

e Implementation and enforcement of the program,

P

Annual pretreatment report submittal,

Submittal of list of industrial users,

Technical evaluation of need to establish local limitations, and
Submittal of the results of the evaluation

Not Applicable [X;
The permittee, at this time, is not required to have a Pretreatment Program or does not have an approved pretreatment program.

+ REASONABLE POTENTIAL ANALYSIS (RPA):

Federal regulation [40 CFR Part 122.44(d)(1)(i)] requires effluent limitations for all pollutants that are or may be dxscharged at alevel
that will cause or have the reasonable potential to cause or contribute to an in-stream excursion above narrative or numeric water

quality standard.

In accordance with [40 CFR Part 122.44(d)(iii)] if the permit writer determines that any give pollutant has the reasonable potential to
cause, or contribute to an in-stream excursion above the WQS, the permit must contain effluent limits for that pollutant.

Not Applicable [XJ;
A RPA was not conducted for this facility.

REMOVAL EFFICIENCY:
Removal efficiency is a method by which the Federal Regulations define Secondary Treatment and Equivalent to Secondary
Treatment, which applies to Biochemical Oxygen Demand 5-day (BODs) and Total Suspended Solids (TSS) for Publicly Owned

Treatment Works (POTWs)/municipals.

Not Applicable [X]; .
Influent monitoring is not being required to determine percent removal.

SANITARY SEWER OVERFLOWS (SSO) AND INFLOW AND INFILTRATION (I&I):

Sanitary Sewer Overflows (SSOs) are defined as an untreated or partially treated sewage release are considered bypassing under state
regulation [10 CSR 20-2.010(11)] and should not be confused with the federal definition of bypass. SSO’s have a variety of causes
including blockages, line breaks, and sewer defects that allow excess storm water and ground water to (1) enter and overload the
collection system, and (2) overload the treatment facility. Additionally, SSO’s can be also be caused by lapses in sewer system
operation and maintenance, inadequate sewer design and construction, power failures, and vandalism. SSOs also include overflows

- out of manholes and onto city streets, sidewalks, and other terrestrial locations.

Additionally, Missouri RSMo §644.026.1 mandates that the Department require proper maintenance and operation of treatment
facilities and sewer systems and proper disposal of residual waste from all such facilities.

- Not applicable. This facility is not required to develop or implement a program for maintenance and repair of the collection

system; however, it is a violation of Missouri State Environmental Laws and Regulations to allow untreated wastewater to discharge
to waters of the state.

SCHEDULE OF COMPLIANCE (SOC):
A schedule of remedial measures included in a permit, including an enforceable sequence of interim requirements (actions, operations,

or milestone events) leading to compliance with the Missouri Clean Water Law, its implementing regulations, and/or the terms and

tconditions of an operating permit.

Not Applicable [X];
This permit does not contain a SOC.

STORM WATER POLLUTION PREVENTION PLAN (SWPPP):




# In accordance with 40 CFR 122.44(k) Best Management Practices (BMPs) to control or abate the discharge of pollutants when: (1)
i, Authorized under section 304(e) of the Clean Water Act (CWA) for the control of toxic pollutants and hazardous substances from
‘E ancillary industrial activities: (2) Authorized under section 402(p) of the CWA for the control of storm water discharges; (3) Numeric
t effluent limitations are infeasible; or (4) the practices are reasonably necessary to achieve effluent limitations and standards or to carry
ﬁ out the purposes and intent of the CWA.,

|
Yy

In accordance with the EPA’s Developing Your Stormwater Pollution Prevention Plan, A Guide for Industrial Operators, (Document
, number EPA 833-B-09-002) [published by the United States Environmental Protection Agency (USEPA) in February 2009], BMPs
', are measures or practices used to reduce the amount of pollution entering (regarding this operating permit) waters of the state. BMPs

th may take the form of a process, activity, or physical structure.
‘

Addmonal]y in accordance with the Storm Water Management, a SWPPP is a series of steps and activities to (1) identify sources of
ig pollution or contamination, and (2) select and carry out actions which prevent or control the pollution of storm water discharges.

: ! Applicable X
¢ A SWPPP shall be developed and implemented for each site and shall incorporate required practices identified by the Department with
i jurisdiction, incorporate erosion control practices specific to site conditions, and provide for maintenance and adherence to the plan.

i VARIANCE

T As per the Missouri Clean Water Law § 644.061.4, variances shall be granted for such period of time and under such terms and

F conditions as shall be specified by the commission in its order. The variance may be extended by affirmative action of the

Jﬁ commission. In no event shall the variance be granted for a period of time greater than is reasonably necessary for complying with the
'y Missouri Clean Water Law §§644.006 to 644.141 or any standard, rule or regulation promulgated pursuant to Missouri Clean Water

':5 Law §§644.006 to 644.141.

i Not Applicable [X
. This operating permlt is not drafted under premises of a petition for variance.
!?

n WASTELOAD ALLOCATIONS (WLA) FOR LIMITS:
i As per [10 CSR 20-2.010(78)], the amount of pollutant each discharger is allowed by the Department to release into a given stream
; after the Department has determined total amount of pollutant that may be discharged mto that stream without endangering its water

E quality.

{

‘_?‘ Not Applicable [X];

* Wasteload allocations were not calculated.

i WLA MODELING:

{ There are two general types of effluent limitations, technology-based effluent limits (TBELs) and water quality based effluent limits
" (WQBELs). If TBELs do not provide adequate protection for the receiving waters, then WQBEL must be used.

3

4; Not Applicable [X];

A WLA study was either not submitted or determined not applicable by Department staff.

: ; WATER QUALITY STANDARDS:

4; Per [10 CSR 20-7.031(3)], General Criteria shall be appllcable to all waters of the state at all times including mixing zones.

' Additionally, [40 CFR 122.44(d)(1)] directs the Department to establish in each NPDES permit to include conditions to achieve water
+ quality established under Section 303 of the Clean Water Act, including State narrative criteria for water quality.

i
¥ WHOLE EFFLUENT TOXICITY (WET) TEST:

;. A'WET test is a quantifiable method of determining if a discharge from a facility may be causing toxicity to aquatic life by itself, in
57 combination with or through synergistic responses when mixed with receiving stream water.

Appllcable R
ﬂ # Under the federal Clean Water Act (CWA) §101(a)(3), requiring WET testing is reasonably appropriate for site-specific Missouri
i » State Operating Permits for discharges to waters of the state issued under the National Pollutant Dlscharge Elimination System
4! (NPDES). WET testing is also required by 40 CFR 122.44(d)(1). WET testing ensures that the provisions in the 10 CSR 20-
6 010(8)(A)7. and the Water Quality Standards 10 CSR 20-7.031(3)XD),(F),(G),(I)2.A & B are being met. Under [10 CSR 20-
g 6.010(8)(A)4], the Department may require other terms and conditions that it deems necessary to assure compliance with the Clean
,j" Water Act and related regulations of the Missouri Clean Water Commission. In addition the following MCWL apply: §§§644.051.3

Q
3

e
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requires the Department to set permit conditions that comply with the MCWL and CWA; 644.051.4 specifically references toxicity as
an item we must consider in writing permits (along with water quality-based effluent limits, pretreatment, etc...); and 644.051.5 is the
basic authority to require testing conditions. WET test will be required by all facilities meeting the following criteria:

Not Applicable [X];
At this time, the permittee is not required to conduct WET test for this facility.

40 CFR 122.41(M) - BYPASSES:

The federal Clean Water Act (CWA), Section 402 prohibits wastewater dischargers from “bypassmg untreated or partially treated
sewage (wastewater) beyond the headworks. A bypass, which includes blending, is defined as an intentional diversion of waste
streams from any portion of a treatment facility, [40 CFR 122.41(m)(1)(i)]. Additionally, Missouri regulation 10 CSR 20-2.010(11)
defines a bypass as the diversion of wastewater from any portion of wastewater treatment facility or sewer system to waters of the

" state. Only under exceptional and specified limitations do the federal regulations allow for a facility to bypass some or all of the flow

from its treatment process. Bypasses are prohibited by the CWA unless a permittee can meet all of the criteria listed in 40 CFR
122.41(m)(4)(i)(A), (B), & (C). Any bypasses from this facility are subject to the reporting required in 40 CFR 122.41(1)(6) and per
Missouri’s Standard Conditions I, Section B, part 2.b. Additionally, Anticipated Bypasses include bypasses from peak flow basins or

- similar devices designed for peak wet weather flows.

- Not Applicable, this facility does not bypass.

303(d) L1ST & TOTAL MAXIMUM DAILY LOAD (TMDL):

Section 303(d) of the federal Clean Water Act requires that each state identify waters that are not meeting water quality standards and
for which adequate water pollution controls have not been required. Water quality standards protect such beneficial uses of water as
whole body contact (such as swimming), maintaining fish and other aquatic life, and providing drinking water for people, livestock
and wildlife. The 303(d) list helps state and federal agencies keep track of waters that are impaired but not addressed by normal water
pollution control programs.

A TMDL is a calculation of the maximum amount of a given pollutant that a body of water can absorb before its water quality is
affected. If a water body is determined to be impaired as listed on the 303(d) list, then a watershed management plan will be
developed that shall include the TMDL calculation

. Not Applicable [X;

This facility does not discharge to a 303(d) listed stream.

Part V — Effluent Limits Determination

Outfall #001 and #002

Effluent limitations derived and established in the below Effluent Limitations Table are based on current operations of the facility.
Future permit action due to facility modification may contain new operating permit terms and conditions that supersede the terms and
conditions, including effluent limitations, of this operating permit.

EFFLUENT LIMITATIONS TABLE:

Basis DALLY WEEKLY | MONTHLY PREVIOUS PERMIT
PARAMETER UniT Lfr»(::}rs MAXIMUM | AVERAGE | Average | MOPIFIED LIMITATIONS
Rainfall Inches 9 *
Volume Pumped Gallons 9 *
Ethylbenzene mg/L 2 0.32 0.32
Oil and Grease mg/L 2 15 10
Total Petroleum mg/L 10 10
Hydrocarbons
pH - Units SU 2 6.5-9.0 6.5-9.0
Ethanol mg/L 9 * *
Volume Irrigated gallons 9 *
Application Area acres 9 *
Application Rate inches/ ° ¥
acre

* - Monitoring requirement only.
** _ For DO the Daily Maximum is a Daily Minimum and the Monthly Average is a Monthly Average Minimum.
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*ek _ 3 of colonies/100mL; the Monthly Average for E. coli is a geometric mean.
*dkx _ Parameter not previously established in previous state operating permit.

Basis for Limitations Codes:

: 1. State or Federal Regulation/Law 7. Antidegradation Policy

e 2. Water Quality Standard (includes RPA) 8. Water Quality Model

4 3. Water Quality Based Effluent Limits 9. Best Professional Judgment

i 4.  Lagoon Policy 10. TMDL or Permit in lieu of TMDL
" 5. Ammonia Policy 11. WET Test Policy

N 6.  Antidegradation Review

i QUTFALL #001 — DERIVATION AND DISCUSSION OF LIMITS:

.. ® Ethylbenzene, Oil and Grease, Total Petroleum Hydrocarbons, pH. Parameters are consistent with the effluent parameters
i found in the General Operating Permit for Fuel Storage.

5-: ¢ Rainfall, Volume Irrigated. Volume Pumped, Irrigation Area. No-Discharge Facility. Necessary parameters to determine
compliance with No-Discharge Requirements in 10 CSR 20-6.015.

R

4 PART VI: Finding of Affordability

E Pursuant to Section 644.145, RSMo., the Department is required to determine whether a permit or decision is affordable and makes a
% finding of affordability for certain permitting and enforcement decisions. This requirement applies to discharges from combined or
F separate sanitary sewer systems or publically-owned treatment works.

# [X] Not Applicable; :
“L The Department is not required to determine findings of affordability because the facility is not a combined or separate sanitary
¢ sewer system for a publically-owned treatment works.

1 - . .
it Part VII — Administrative Requirements
; —
% On the basis of preliminary staff review and the application of applicable standards and regulations, the Department, as administrative
'k . agent for the Missouri Clean Water Commission, proposes to issue a permit(s) subject to certain effluent limitations, schedules, and
~ special conditions contained herein and within the operating permit. The proposed determmatlons are tentative pending public
i, comment.

’ PuBLIC NOTICE:

" The Department shall give public notice that a draft permit has been prepared and its issuance is pending. Additionally, public notice

* will be issued if a public hearing is to be held because of a significant degree of interest in and water quality concerns related to a draft
1 permit. No public notice is required when a request for a permit modification or termination is denied; however, the requester and

-h permittee must be notified of the denial in writing.

b

i‘; The Department must issue public notice of a pending operating permit or of a new or reissued statewide general permit. The public

* comment period is the length of time not less than 30 days following the date of the public notice which interested persons may submit
i written comments about the proposed permit.

Jh

1

3 For persons wanting to submit comments regarding this proposed operating permit, then please refer to the Public Notice page located
u at the front of this draft operating permit. The Public Notice page gives direction on how and where to submit appropriate comments.

%
-t DATE OF FACT SHEET: JANUARY 19,2012
*

iE COMPLETED By:

*u TiM SOUTHARDS

:‘f ENVIRONMENTAL ENGINEER

i MISSOURI DEPARTMENT OF NATURAL RESOURCES
j SOUTHEAST REGIONAL OFFICE

. (573)840-9750

W

ik

;: Part VII — Appendices

i Appendix 1: Antidegradation Evaluation
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- MISSOURI DEPARTMENT OF NATURAL RESOURCES
@ 1 WATER PROTECTION PROGRAM, WATER POLLUTION CONTROL BRANCH

NO DEGRADATION EVALUATION
é @ CONCLUSION OF ANTIDEGRADATION REVIEW
; 7§ (Submit this form with the appropriate Permit Application)

1, FACILITY

["Harr — ‘ B L
| Coastal Energy Carporation Howel
, ADIRESS (PHFRICAE | ZiTe Co o SiaE | rwcone
[ 1 Constal Drive Willow Sprngs MG 59792 o
FALILITY CUPAL TELEPISORE HLBMELR VAN A A GO
Jafi Cunninghanmi 417-468.2777
2. NO DEGRADATION QPTIONS )
(] Renewat withaut changes
0 Sewer eidensions
[ CSO elrmunation popects
No-discharge wih fang apphcation
[ No-discharne: wilh suttsuiiace sngagon
3 Recycle or 1euse of efflugs
| Discharge to a rogiohal wistewate: collecthion 2n8 treatmun Syasin
| Addition or replacamant of disintschon system for an existing wastewate: Jacity Uitaviolet or Ozone
he facility wilf be required to meet regulatory efffuent s for bactera
0 Addilion or réplacement foi chiodivation or dechionnation dsimieghnn system of axishivy facrity

Consylted wilh Water Proteclion Siafl

Tha chiadnation or dechlonpation disinfection freatment systers desipn must be for total removal of Total Resthiat
Chioane Therelarz, the facility will be required 16 meel the witor qualily-bases effluent firuls determmigd by e paimi
writer of the followersy water quality-bases effluent limits;

Fratrba Bt oy

Bonoficial Use of Classified Water _ MDL (pgh) AML. (ug/l}
_Warmewater fishery _ 17 i 82 i
Cola-water Gstary | L | 18 '

Note These compliance imits for Tolal Residus! Chionre are awieh ess than mmimum guanbficatiart levet, or ML,
of 0 13 The fazinty will be required 10 meet regutstory affivent ymns for bacteria,

O Other, pleass describie:

Ctatusnre [

RAME B CTTERTE
Tim Southers ) 0B1G12011

3. NO DEGRADATION PROPOSED PROJECT SUMMARY

Coastal Energy Corposavon has athano! & diesct storage tanks willis a concrels secandary containmant strycture Since tha
Incation s in the foodpiai (o2 Ihs Eleven Point River, the DNR Water Pollution Conlrol Program is requiring an application Tor o
sde-gpeorit *no-ischiarge” pemtt Koy storm water eoltesteg witk tha socondary contginment structute will be examinad {0 ¢hsure
that there are no viside conlaminants. then purnped filo a 2,000 galnn waist 1uck which witt use the watar to irrigate a 4G-acre hay
figig atjacent fo sud soulh of the propery where the 1anks aze tocated  Sinca 2 200° buffer wil bie maintained between U mgaten
area and the pvarfproperly Hnes, the erigaton will e bmited (o the 28 atres in the center of the 40-ac¢re field.

ZEYTBC-2005 1
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SIGHATURE

;ﬁ ﬁONSULTANT: t have prepared or reviewed this form and all attached repors and documentation. The conclusion proposed is
cansistent with the Antidegradation Implementation Procedure and current state and federal regulations.

DATE

{W 14/

Y

PRINT HAME
Curis Heider
TELEPHUNE NUMBER WITH AREA CUUZ E-MAIL ADDRESS
573-445-3033 heiderenv@centurytel.net
.mer- | have read and reulewed ihe prepared dowmenxs and aqree with thus submittal.
SIGNATURE BATE

TELEPHONE NUMDER VAT ARRA CODE

SMANL ADDRESS

417-469-2777 ‘ david@coastat-fme.com

Continuing Authority:  Continuing Authority is the pemnanent organization that will be responsible for the operation, mainienance
angd modernization of the facility. The reguiatory requirement regarding continuing authorily is avaifable at
www.sos.me.goviadrules/esricurrent/10esr/10c20-8a.paf.

| have read and reviewed the prepared documents snd agree with fhis submittal.

SIGNATURE DATE
A /w%m q-2v -
FELEPHONE NUMBER WIEH AREA (ODE -, ADDRESS
A17-469-2777 david@gaaslai-ime.com

Returmn completad form with the apprapriate Permit Applicatmn to:

Missouri Depariment of Natural Resources
Water Protection Piogram

Waler Polution Control Branch

P.O. Box 176

Jefferson City, MO 65102

MOI 202G 10
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Coastal Energy Corporation

APPENDIX C -

Monthly Inspection Templates
&
Comprehensive (Annual) Inspection Templates
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SWPPP Inspection
Date: Weather Conditions:
General Requirements Yes | No | NA
1 | Are collection facilities provided for proper disposal of waste products?
2 | Are all paints, solvents, petroleum products, petroleum waste products and storage containers under roof or other containment?
3 | Any spills, leaks or maintenance needs of any of the structures or practices?
4 | Have all pump discharges that enter waters of the state been recorded?
S | Are all outfalls clearly marked in the field or clearly identified on a map submitted to MDNR and kept on file in the facility office?
Water Quality Standards Yes | No
Are waters free from substances in sufficient amounts to cause the formation of putrescent, unsightly or harmful bottom deposits?
Are waters free from oil, scum and floating debris in sufficient amounts to be unsightly?
8 | Are waters free from substances in sufficient amounts to cause unsightly color or turbidity, offensive odor?
Are waters free from substances or conditions in sufficient amounts to result in toxicity to human, animal or aquatic life?
10 | Are waters free from physical, chemical or hydrologic changes that would impair the natural biological community?
10 | Do waters appear to cause no significant human health hazard from incidental contact with the water?
11 | Do waters appear to cause no acute toxicity to livestock or wildlife watering?
12 | Is the water free from any solid waste such as used tires, appliances, equipment, and all other debris?
BMP Conditions Yes | No | NA
10 | Other Possible BMPs - Condition satisfactory? Describe location, cause of any problems and actions taken below.
11 | Vegetation - Reestablished in areas that operations permanently or temporarily stopped? List areas where land disturbance activities have ceased.
12 | Stormwater Outfalls - Evidence of erosion or sediment depositions? Describe location, cause of any problems and actions taken below.
13 | Stormwater Discharges - Condition satisfactory? Describe location, cause of any problems and actions taken below.
14 | Non-Stormwater Discharges - Are there any non-stormwater discharges?

Please note the location, cause and action taken to correct any unsatisfactory conditions below:

Inspector: Signature:

Printed Name
Facility Representative: Signature:

Printed Name
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Comprehensive {(Annual) Inspection Report

Circle yes or no to the appropriate question and fill in the requested information.

Yes No Is the description of the potential pollution sources in this SWPPP current?

If no then list current potential pollution sources:

Yes No Are any pollutants entering the drainage system via the above potential pollution sources?

If yes then list pollutant, pollution source, and possible action necessary to prevent this
discharge.

Yes No Is the site map in the SWPPP accurate?

If no, then list necessary changes.

Yes No Are controls to reduce pollutants identified in the SWPPP being implemented?

If no then identify deficiencies.
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Comprehensive Inspection Report

Circle yes or no to the appropriate question and fill in the requested information.
Yes No Do the controls implemented to reduce pollutants appear to be adequate?

If no then identify modification necessary.

Yes No Does the spill kit at each designated area contain the proper equipment?

If no then identify the equipment missing.

Additional Observations/Comments

| certify under penalty of law that this document and all attachments were prepared under my direction or supervision in
accordance with a system designed to assure that qualified personnel properly gather and evaluate the information
submitted. Based on my inquiry of the person or persons who manage the system or those persons directly responsible
for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and
complete. | am aware that there are significant penalties for submitting false information, including the possibility of fine
and imprisonment for knowing violations.

Name and Official Title (type or print) Area Code and Telephone Number

Signature Date Signed
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Coastal Energy Corporation

Example Employee Training Outline

General overview of stormwater permit and pollution planning requirements.

List of materials and activities that have the potential to impact storm water at the }
facility. i
Filling the 10,000-gallon diesel fuel tank

Filling the 300-gallon fuel tank.

Drums of oil and spill kits.

Housekeeping

Trash Dumpsters

Pollution prevention activities

Spill prevention

Spill Response

Employee training

Good housekeeping

Preventative maintenance
Vegetative cover to prevent erosion



Coastal Energy Corporation

SWPPP Personnel Training Form

Date:

Instructor:

Topics Discussed/Scenario:

Attendees: Signature:
(Please print name)
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APPENDIX F
Laboratory Analysis and DMRs
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SWPPP Revisions
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Section 1: Introduction

This guide includes suggestions on how to develop a stormwater pollution prevention
plan (SWPPP). This guide does not impose any new legally binding requirements on
EPA, States, or the regulated community, and does not confer legal rights or impose
legal obligations upon any member of the public. In the event of a conflict between
the discussion in this document and any statute, regulation, or permit, this document
would not be controlling.

Interested parties are free to raise questions and objections about the substance of
this guide and the appropriateness of the application of this guide to a particular situ-
ation. EPA and other decision makers retain the discretion to adopt approaches on a
case-by-case basis that differ from those described in this guide where appropriate.

1.A Why Should You Use This Guide?

You should use this guide if you are an operator of an industrial facility required

to develop a stormwater pollution prevention plan (SWPPP) that complies with a
National Pollutant Discharge Elimination System (NPDES) industrial stormwater
permit issued by your State or the U.S. Environmental Protection Agency (EPA). You
may also find this guide to be useful if you are a State or EPA inspector who reviews
SWPPPs, or you operate a commercial facility that is not required to obtain an NPDES
permit but you are nevertheless interested in ways to minimize stormwater-related
pollution at your facility.

Because each State permit can be slightly different, this guide is written more generi-
cally in an attempt to make it applicable to as many industrial general permits as
possible. Owners and operators of industrial facilities should carefully read their
respective industrial stormwater general permit to understand
where using this guide may conflict with a State SWPPP require- ‘ = 1
ment, and make adjustments to their SWPPPs as needed. EPA = SWPPP T’p'
includes additional text describing how to address SWPPP ; 2 o

. e 4 . 5 Owners and operators of industrial facilities,
requirements that are specifically included in the Agency’s own : : : £

. | . he . which are subject to a State or EPA industrial

2008 Multi-Sector General Permit (MSGP), the “2008 MSGP”. stormwater general permit typically must
develop a SWPPP as a basic requirement. If

your facility is subject to such a requirement,
failing to develop a SWPPP can result in

In addition to helping you develop a SWPPP, this guide also
includes sections that will assist you in keeping your implemen-

tation records and in avoiding common compliance problems,
after you are authorized under the EPA 2008 MSGP or your
State’s general permit. See Section 7 for a discussion of how to
keep implementation records. See Section 8 for a discussion of
common compliance problems.

1.B What Is Stormwater Runoff and What Are Its Impacts?

enforcement action against your facility by
EPA or a State! For example, EPA has targeted
enforcement actions against some industrial
sectors for failing to have developed SWPPPs
for their facilities.

Stormwater runoff is water from rain or snowmelt that does not immediately infiltrate
into the ground and flows over or through natural or man-made storage or convey-
ance systems. When undeveloped areas are converted to land uses with impervious
surfaces such as buildings, parking lots, and roads, the natural hydrology of the

land is altered and can result in increased surface runoff rates, volumes, and pollut-
ant loads. Stormwater runoff picks up industrial pollutants and typically discharges
them directly into nearby waterbodies or indirectly via storm sewer systems. Runoff
from areas where industrial activities occur can contain toxic pollutants (e.g., heavy

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators



Figure 1. Stormwater runoff can carry pollutants from impervious surfaces to
receiving waters.

metals and organic chemicals) and other
pollutants such as trash, debris, and oil and

grease, when facility practices allow exposure

of industrial materials to stormwater. This
increased flow and pollutant load can impair
waterbodies, degrade biological habitats, pol-

lute drinking water sources, and cause flood-

ing and hydrologic changes to the receiving
water, such as channel erosion.

Industrial facilities typically perform a
portion of their activities in outdoor areas
exposed to the elements. This may include
activities such as material storage and han-

dling, vehicle fueling and maintenance, ship-

ping and receiving, and salt storage, all of

which can result in pollutants being exposed

to precipitation and capable of being carried
off in stormwater runoff. Also, facilities may

have performed industrial activities outdoors
in the past and materials from those activities
still remain exposed to precipitation. In addi-

tion, accidental spills and leaks, improper
waste disposal, and illicit connections to
storm sewers may also lead to exposure of
pollutants to stormwater.

EPA has identified six types of activities at
industrial facilities that have the potential to

be major sources of pollutants in stormwater:

e Loading and Unloading Operations

Loading and unloading operations can
include pumping of liquids or gases from
tankers to storage facilities, pneumatic
transfer of dry chemicals, transfer by
mechanical conveyor systems, or transfer
of bags, boxes, drums or other contain-
ers by forklift or other material handling

Developin

Tetra Tech

equipment. Material spills or losses in these
areas can accumulate and be washed away
during a storm.

Outdoor Storage

Outdoor storage activities include stor-

age of fuels, raw materials, by-products,
intermediate products, final products, and
process residuals. Materials may be stored
in containers, on platforms or pads, in bins,
boxes or silos, or as piles. Storage areas
that are exposed to rainfall and/or runoff
can contribute pollutants to stormwater
when solid materials wash off or materials
dissolve into solution.

Outdoor Process Activities

Although many manufacturing activities
are performed indoors, some activities,
such as timber processing, rock crush-

ing, and concrete mixing, occur outdoors.
Outdoor processing activities can result in
liquid spillage and losses of material solids,
which makes associated pollutants avail-
able for discharge in runoff.

Dust or Particulate Generating Processes

Dust or particulate generating processes
include industrial activities with stack
emissions or process dusts that settle on
surfaces. Some industries, such as mines,
cement manufacturing, and refractories,
also generate significant levels of dust that
can be mobilized in stormwater runoff.

Illicit Connections and Non-Stormwater
Discharges

[llicit connections of process wastes or
other pollutants to stormwater collection
systems, instead of to sanitary sewers, can
be a significant source of stormwater pol-
lution. Non-stormwater discharges include
any discharge from the facility that is not
generated by rainfall runoff (for example,
wash water from industrial processes).
With few exceptions, these non-stormwater
discharges are prohibited. Refer to your
permit for a list of authorized non-storm-
water discharges.

Waste Management

Waste management practices include
everything from landfills to waste piles to
trash containment. All industrial facilities
conduct some type of waste management
at their site, much of it outdoors, which
must be controlled to prevent pollutant
discharges in stormwater.
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Section 2: Getting Started

2.A Am | Required to Develop a SWPPP?

The Clean Water Act (Section 402(p)) requires that operators of “discharges associated
with industrial activity” obtain a National Pollutant Discharge Elimination System
(NPDES) permit. EPA regulations (40 CFR 122.26) define the categories of industrial
activity required to obtain NPDES permits, and specify the application requirements
for these permits. To regulate stormwater discharges from these industrial activities,
EPA and authorized States issue NPDES general permits.

Most industrial stormwater discharges are covered under general permits, as opposed
to individual permits, although States and EPA can and do issue individual permits

to some facilities based on site-specific or industry-specific concerns. General permits
are used primarily because they avoid the need to issue multiple permits, and instead
only require a single permit to cover a large number of industrial facilities performing
similar types of activities. To be covered under a general permit, an eligible operator
of an industry must read the general permit, typically develop a SWPPP, comply with
any special eligibility provisions, and submit a notice of intent (NOI) or permit appli-
cation to the permitting authority.

Federal regulations require NPDES permit coverage for stormwater discharges from
the following categories of industrial activity:

Category One (i): Facilities subject to federal stormwater effluent discharge stan-

dards in 40 CFR Parts 405-471

Category Two (ii): Heavy manufacturing (for example, paper mills, chemical

plants, petroleum refineries, and steel mills and foundries)

Category Three (iii): Coal and mineral mining and oil and gas exploration and

processing

Category Four (iv): Hazardous waste treatment, storage, or disposal facilities

Category Five (v): Landfills, land application sites, and open dumps with industrial

wastes

Category Six (vi): Metal scrapyards, salvage yards, automobile
junkyards, and battery reclaimers

Category Seven (vii): Steam electric power generating plants

Category Eight (viii): Transportation facilities that have
vehicle maintenance, equipment cleaning, or airport deicing
operations

Category Nine (ix): Treatment works treating domestic sewage
with a design flow of 1 million gallons a day or more

Category Eleven (xi): Light manufacturing (For example, food
processing, printing and publishing, electronic and other elec-
trical equipment manufacturing, and public warehousing and
storage).

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators

SWPPP Tip!

EPA's 2008 Multi-Sector General Permit (2008
MSGP) Applies to a Limited Geographic Area —
The 2008 MSGP applies in five States (Alaska,
Idaho, New Mexico, Massachusetts, and

New Hampshire), Indian Country lands, most
territories, and some federal facilities. Alaska
will be taking over administration of stormwater
permits beginning in 2009. Information on
where the 2008 MSGP is available is included
as Appendix C of the 2008 MSGP, which can be
found at www.epa.gov/npdes/stormwater/msgp.




Where Do | Get a Copy of the Industrial
Stormwater General Permit in My State?

To determine who issues the industrial
stormwater permit in your State, you can visit
EPA’s stormwater website at www.epa.gov/
npdes/stormwater/authorizationstatus or
the Industrial Stormwater Resource Locator at
www.envcap.org/iswrl.

Who Is an Operator?

EPA defines the operator of an industrial facil-
ity as:

¢ The entity that has operational control over
industrial activities, including the ability to
modify those activities, or

e The entity that has day-to-day operational
control of activities at a facility neces-
sary to ensure compliance with the permit
(e.g., the entity that is authorized to direct
workers at a facility to carry out activities
required by the permit). See definition in
Appendix A of the 2008 MSGP.

In many cases, the owner and operator are
one in the same person. In a few instances,
there may be more than one operator at a site
(with the owner being an operator based on
the definition provided above). Where there is
both an owner (without operational control)
and an operator, it is the operator’s responsi-
bility to obtain permit coverage and comply
with the permit provisions.

'SWPPP Tip!

What is a SWPPP?

A SWPPP is a site-specific, written document

that:

» |dentifies potential sources of stormwater
pollution at the industrial facility;

« Describes stormwater control measures that
are used to reduce or eliminate pollutants
in stormwater discharges from the industrial
facility; and

* |dentifies procedures the operator will use
to comply with the terms and conditions of
the 2008 MSGP or a State general industrial
stormwater permit.

You are required to develop your SWPPP to
address the specific conditions at your site and
keep it up-to-date to reflect changes at your
site both for your use and for review by the
regulatory agencies responsible for overseeing
your permit compliance.

Developing Your Storn

2.B What Are the Basic Elements
Required in a SWPPP?

A SWPPP is a written document that identi-
fies the industrial activities conducted at the
site, including any structural control prac-
tices, which the industrial facility operator
will implement to prevent pollutants from
making their way into stormwater runoff.
The SWPPP also must include descriptions of
other relevant information, such as the physi-
cal features of the facility, and procedures for
spill prevention, conducting inspections, and
training of employees. The SWPPP is intended
to be a “living” document, updated as neces-
sary, such that when industrial activities or
stormwater control practices are modified or
replaced, the SWPPP is similarly revised to
reflect these changes.

The process of developing a SWPPP involves
the following four steps:

e Step I: Formation of a pollution preven-
tion team of qualified personnel who will
be responsible for preparing the plan and
assisting the plant manager in implement-
ing practices to comply with the permit;

e Step 2: Assessment of potential stormwater
pollution sources;

e Step 3: Selection of appropriate control
measures that minimize the discharge of
pollutants during storm events for each of
these sources; and

e Step 4: Development of procedures for
conducting required inspection/monitoring
activities, as well as regular maintenance
of control measures.

This guide will assist you with these four
steps. The selection of a pollution preven-
tion team is discussed in the next section
(Section 2.C). Site assessment is addressed in
Section 3, the selection of control measures is
discussed in Section 4, and inspection/moni-
toring procedures are addressed in Section 5.
The remaining sections of the guide address
implementation of practices to comply with
the permit and periodic evaluation of your
SWPPP.

¥ SWPPP Tip!

Prepare your SWPPP before submitting an NOI
or permit application for coverage!
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A typical SWPPP includes the following
elements:

e Stormwater pollution prevention team;

e Site description;

e Summary of potential pollutant sources;
e Description of control measures;

e Schedules and procedures;

e Documentation to support eligibility con-
siderations under other federal laws; and

e Certification of the SWPPP.

EPA has developed a model Industrial SWPPP
Template, which can be found in Appendix A,
and on EPA’s website at www.epa.gov/npdes/
stormwater/msgp. This template, developed
for permit holders subject to the 2008 MSGP,
is available in Microsoft Word and can be
customized to address SWPPP requirements
in different State NPDES permits.

Where your facility has other written pro-
cedures in place, such as a Spill Prevention,
Control and Countermeasure (SPCC) Plan or
an Environmental Management System (EMS)
developed for a National Environmental
Performance Track facility, your SWPPP can
reference the portions of those documents in
lieu of duplicating that information in your
SWPPP. In these instances, you should keep
copies of the relevant portions of those docu-
ments with your SWPPP.

'SWPPP Tip!

EPA’'s 2008 MSGP includes the requirements
for a SWPPP in Part 5 of the permit.

Additional SWPPP Documentation

After you become authorized under the
permit, you will need to keep records on any
implementation activities required under your
permit, including records related to inspec-
tions, maintenance, monitoring results, and
corrective actions. This additional documen-
tation, although separate from the actual
SWPPP, should be kept with the SWPPP so
that all of your NPDES stormwater records are
filed in one central location (see Section 7).

To assist permittees in their recordkeeping,
EPA has developed an Additional MSGP
Documentation template, which is available at
www.epa.gov/npdes/stormwater/msgp. This
template, developed for permit holders subject
to the 2008 MSGP, is available in Microsoft
Word and can be modified as necessary to
address State-specific permit requirements.

2.C Stormwater Pollution Prevention
Team (Step 1)

The first step in developing the SWPPP is to
identify the stormwater pollution prevention
team. The stormwater pollution prevention
team is responsible for assisting the facility
manager in developing the facility’s SWPPP
as well as implementing and maintaining
stormwater control measures, taking correc-
tive action where necessary to address permit
violations or to improve the performance of
control measures, and modifying the SWPPP
to reflect changes made to the control mea-
sures. Since industrial facilities differ in size
and complexity, the number of team members
will also vary. The stormwater pollution pre-
vention team should consist of those people
on-site who are most familiar with the facility
and its operations and responsible for ensur-
ing that necessary controls are in place to
eliminate or minimize the impacts of storm-
water from the facility.

A key member of the stormwater pollution
prevention team (for some facilities, this

may be the only member) is the person with
primary responsibility for developing and
overseeing facility activities necessary to com-
ply with the permit. This should be someone
who will be on-site on a daily basis and who
is familiar with the facility and its operations.
This person will also likely have primary
responsibility for ensuring that inspections
and monitoring activities are conducted. If an
EPA or State inspector visits the facility, this
person will be the main point of contact for
the SWPPP.

What to Include in Your SWPPP

In your SWPPP, identify the staff members

(by name or title) that comprise the facility's
stormwater pollution prevention team as well as
their individual responsibilities. Make sure you
keep this information up-to-date as staff members
change.




'SWPPP Tip! |

Consider adding a stormwater management
component to employee job descriptions and
annual reviews, as appropriate to specific

jobs. Often these requirements compliment
existing tasks such as maintaining a clean work
area; promptly cleaning up spills and leaks;
performing regularly scheduled equipment
maintenance; and properly storing all chemicals,
oils, and other liquid pollutants.

2.0 What Do | Need to Do to Complete My
SWPPP?

After identifying your pollution prevention
team, you are ready to complete the next three
steps in the development of your SWPPP:

e Step 2: Assessing your site and activities
(Section 3);

e Step 3: Selecting control measures
(Section 4); and

e Step 4: Developing procedures for inspec-
tions and monitoring (Section 5).

Each member of the stormwater pollution

prevention team should have ready access to

either an electronic or paper copy of appli-

cable portions of the industrial stormwater

general permit and the SWPPP.

Section 6 describes final steps necessary to
complete your SWPPP and to obtain permit
coverage. Section 7 suggests how records
relating to permit compliance should be kept.

SWPPP Tip!

Qualified Personnel - Members of your
stormwater pollution prevention team and those
conducting inspections and monitoring activities
should be “qualified personnel.” EPA defines
qualified personnel as “those who posses the
knowledge and skills to assess conditions and
activities that could impact stormwater quality
at your facility, and who can also evaluate the
effectiveness of control measures.”

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators




Section 3: Site Assessment and
Planning (Step 2)

This section describes how to collect the information needed for your SWPPP. This
information includes:

e An assessment of the activities performed at your facility - this assessment will help
identify potential pollutant sources.

® An evaluation of existing sampling data - a review of sampling data will show
where past problems have occurred.

e Preparing maps of your facility - site maps will identify the location of industrial
activities, pollutant sources, control measures, and the direction of stormwater flow.

3.A Conduct an Assessment of the Activities Performed at Your Facility

The first step in developing a SWPPP is to gain a thorough understanding of , H
the activities conducted and equipment located at your facility to be able to M m MIM n

identify potential pollutant discharge concerns. To complete this step, you will M YW

need to conduct a detailed walk-through of your facility to identify industrial il

materials or material handling activities exposed to stormwater (see text box Develop a list of industrial
below), any stormwater controls already in place at your facility, the direc- activities at your site exposed
tion of stormwater flow through and from your facility, and the location of all 0 storanealer. ity These
stormwater outfalls. If possible, you should conduct your walk-through dur- e o ol
ing a rain event so that you can observe the flow of stormwater on your site.

In addition to your walk-through, you should communicate with fellow site

employees who may be more familiar with daily operations than you so that you can

thoroughly identify any activities that may contribute stormwater pollutants, but that

may not be readily visible during a routine walk-through (e.g., to identify activities

that are not performed on a routine basis).

How Does EPA Define Industrial Materials and Material Handling

Activities?
Industrial materials or activities include, but are not limited to: material handling
equipment or activities; industrial machinery; raw materials; industrial production and
processes; and intermediate products, by-products, final products, and waste products.
Material handling activities include, but are not limited to: the storage, loading and
unloading, transportation, disposal, or conveyance of any raw material, intermediate
product, final product or waste product. See 40 CFR 122.26(g).
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The facility assessment will reveal locations
where industrial materials or material han-
dling activities may be contributing stormwa-
ter contaminants, and help you identify the
most important pollutant sources. The follow-
ing approach is suggested for completing your
facility assessment:

Identification of Activities Exposed to
Stormwater. As you conduct your facility
assessment, make a list of the industrial
activities exposed to stormwater (e.g., mate-
rial storage; equipment fueling, maintenance,
and cleaning; cutting steel beams). Note their
location so they can be identified on the site
map.

Inventory of Materials and Pollutants. Make

a list of the materials and pollutants (e.g.,
crankcase oil, zinc, sulfuric acid, and clean-
ing solvents) associated with each identified
activity, including pollutants associated with
these materials, based on how they are stored,
handled, disposed, etc. Note whether these
materials are exposed to stormwater, or have
the potential to be exposed to stormwater. How
materials are stored and handled has a bearing
on the potential for stormwater pollution.

What to Include in Your SWPPP

For each of the activities identified above, create
an inventory of the materials associated with
each activity (this may be easiest to do in a
table). Identify whether these materials are or
have the potential to be exposed to stormwater.
Also, identify any pollutants associated with these
materials based on how they are stored, handled,
disposed, etc.

Areas with Spill or Leak Potential. Document
where potential spills and leaks may occur,
and specify the outfall(s) that could be
affected by such spills and leaks. Document
all significant spills and leaks that actually
occurred at exposed areas, or that drained to
a stormwater conveyance, in the three years
prior to the date you prepare or amend your
SWPPP. You should consider spillage and
leakage of all types of materials when prepar-
ing for and documenting such releases.

What to Include in Your SWPPP

Identify locations of potential spills and leaks

that could contribute pollutants to stormwater
discharges, and the corresponding outfalls that
would be affected. Review past records of all
significant spills and leaks that occurred in

areas exposed to stormwater or that drained to a
stormwater conveyance over the past three years,
and provide a summary or copy of such records in
your SWPPP.

Presence of Non-Stormwater Discharges. A non-
stormwater discharge is any discharge from
your facility this is not composed entirely of
rainfall or snowmelt runoff. Non-stormwater
discharges often come from potable water
sources or process wastewater discharges.
With few exceptions, the discharge of non-
stormwater as runoff from your facility is pro-
hibited unless it is specifically allowed under
an NPDES permit.

You must evaluate for the presence of non-
stormwater discharges and be able to demon-
strate that all unauthorized non-stormwater
discharges have been eliminated prior to
obtaining coverage under a stormwater permit
(or that any other discharges are otherwise
covered under a different NPDES permit).
Conduct your evaluation during a period of
dry weather (no rain for at least the previous
three days). Walk your site and evaluate each
outfall to identify any locations with flowing
or stagnant water or discharging liquid; the
presence of such water or liquid that would be
indicative of a non-stormwater discharge. You
should try to identify the source of the water
or liquid, and determine if it is one of the
allowable non-stormwater discharges identi-
fied below or otherwise in need of further
action to eliminate the source. You should
also identify any indicators of past or inter-
mittent non-stormwater discharges (such as
evidence of stains at the outfall).
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W SWPPP Tip!

Allowable Non-Stormwater Discharges

Most industrial stormwater general permits include a list of non-stormwater discharges that are
“allowable” and do not need to be eliminated. As used in EPA's 2008 MSGP, “allowable non-stormwater
discharges” are those that while not stormwater discharges, are covered under the terms and conditions
of the stormwater permit. These are often discharges that if not covered under a stormwater permit would
require coverage under some other NPDES permit. The list of allowable non-stormwater discharges from
the 2008 MSGP (Part 1.1.3) includes:

« Discharges from fire-fighting activities;
* Fire hydrant flushings;
* Potable water, including water line flushings;

* Uncontaminated condensate from air conditioners, coolers, and other compressors and from the
outside storage of refrigerated gases or liquids;

* |rrigation drainage;

» Landscape watering provided all pesticides, herbicides, and fertilizer have been applied in accordance
with the approved labeling;

» Pavement wash waters where no detergents are used and no spills or leaks of toxic or hazardous
materials have occurred (unless all spilled material has been removed);

* Routine external building washdown that does not use detergents;
* Uncontaminated ground water or spring water;
» Foundation or footing drains where flows are not contaminated with process materials; and

* Incidental windblown mist from cooling towers that collects on rooftops or adjacent portions of your
facility, but not intentional discharges from the cooling tower (e.g., “piped” cooling tower blowdown or
drains).

If any non-stormwater discharges are identi-
fied during the evaluation, you should take
steps to eliminate any that are prohibited
under your permit. For example, plug a floor
drain, re-route a sink drain to the sanitary
sewer, or submit an NPDES permit application
for an unauthorized cooling water discharge.

What to Include in Your SWPPP

Documentation of your evaluation for non-
stormwater discharges. Typically, this
documentation should include:

* The date of any evaluation;
» A description of the evaluation criteria used;

* A list of the outfalls or onsite drainage points
that were directly observed during the
evaluation;

» The different types of non-stormwater
discharge(s) and source locations; and

* The action(s) taken, such as a list of control
measures used to eliminate unauthorized
discharge(s), if any were identified.

S S T S NI ST R
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Location of Salt Storage. Document the loca-
tion of any storage piles containing salt used
for deicing or that are used for other commer-
cial or industrial purposes. Salt and deicing
materials should be stored inside and not
exposed to stormwater runoff, if possible.

What to Include in Your SWPPP
If your facility has storage piles containing salt,

document the type of material, amount, and its
location.
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3.B Evaluate Sampling Data

You should evaluate any stormwater sampling
data you, or others, collected, from the pre-
vious permit term or any time in the past 5
years, which are associated with stormwater
discharges from the facility. This includes any
analytic sampling data, such as benchmark
monitoring or effluent limitation guideline
data. The purpose of evaluating your past sam-
pling data is to identify or pinpoint any pollut-
ants of concern, hotspots, or control measures
that are not functioning correctly. This infor-
mation will be useful as you identify and select
control measures (described in Section 4).

What to Include in Your SWPPP
A summary of all stormwater discharge sampling
data collected at your facility during the previous
permit term. You should summarize the data

by pollutant, and indicate whether the pollutant
parameter exceeded any applicable benchmark or
effluent limit.

Include in your SWPPP your evaluation of the
data, particularly where pollutants exceeded the
2008 MSGP benchmark values (see SWPPP Tip
below). Attempt to identify why that pollutant
existed in elevated concentrations, what are the
potential sources of that pollutant at your facility,
and what potential measures you could use to
reduce that pollutant.

¥ SWPPP Tip!

Compare your sampling results to EPA's 2008
MSGP Benchmark values below.
Pollutant 2008 MSGP
Benchmark
Ammonia* 2.14 mg/L
Biochemical Oxygen 30 mg/L
Demand (5 day)
Chemical Oxygen Demand 120 mg/L
Total Suspended Solids 100 mg/L
Turbidity 50 NTU
Nitrate + Nitrite Nitrogen 0.68 mg/L
Total Phosphorus 2.0 mg/L
pH 6.0 - 9.0 s.u.
Aluminum (T) (pH 6.5 - 9) 0.75 mg/L
Antimony (T) 0.64 mg/L
Arsenic (T) 0.15 mg/L
Beryllium (T) 0.13 mg/L
Cadmium (T)f 0.0021 mg/L
Copper (T)*t 0.014 mg/L
Cyanide 0.022 mg/L
Iron (T) 1.0 mg/L
Lead (T)*7 0.082 mg/L
Magnesium (T) 0.064 mg/L
Mercury (T) 0.0014 mg/L
Nickel (T)t 0.47 mg/L
Selenium (T)* 0.005 mg/L
Silver (T)*t 0.0038 mg/L
Zinc (M) 0.12 mg/L
(T) Total recoverable
*  New criteria are currently under development, but
values are based on existing criteria.
1t These pollutants are dependent on water
hardness. The benchmark value listed is based
on a hardness of 100 mg/L. The 2008 MSGP
requires industrial facility to analyze receiving
water samples for hardness, and use the hardness
tables provided in the 2008 MSGP to determine
the applicable benchmark value for that facility.
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3.C Develop General Location and Site
Maps
The final step in the site assessment process
is to document the results of your site assess-
ment on a detailed site map. If you have
already developed a site map for an earlier
permit, you should modify the map as neces-
sary to reflect changes at your facility, includ-
ing changes to any of your control measures
or industrial activities.

Your SWPPP must include both a general loca-
tion map and a detailed site map. The follow-
ing is a discussion of what is required for each

type.

Y

N\

Figure 2. Example general location map.

General Location Map

A general location map is helpful to identify
nearby, but not necessarily adjacent, water-
bodies around your facility. Include in your
SWPPP a general location map (e.g., U.S.
Geological Survey (USGS) quadrangle map,
or other large scale area map) with enough
detail to identify the location of your facil-
ity and all nearby receiving waters that may
receive your stormwater discharges. Create a
USGS map for your area by using the USGS
National Map Viewer (http://nmviewogc.
cr.usgs.gov/viewer.htm). Maps can be printed
or saved as PDF documents and inserted into
your SWPPP.

Figure 3. Example general location map.

One free web-based mapping service is
EPA’s Water Locator Tool, which is avail-
able at www.epa.gov/npdes/stormwater/
msgp. To use the tool, enter your facility
address in Step 1, then click on “Window to
My Environment” in Step 2 (make sure your
pop-up blocker is turned off). You will be
able to zoom and reposition the map. When
you get the map to the appropriate scale and
location, you can copy and paste it into your
SWPPP. Use a graphics program or a pen to
mark the location of your facility on the map.
An example general location map is included
in Figure 3.

What to Include in Your SWPPP

Develop a general location map of your facility
that shows:

« the location of your facility

* receiving waters to which your facility
discharges

It may also be helpful to include roads or political
boundaries to better locate your facility.
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Site Map

Develop a map of your site that includes,
among other things, the footprint of all build-
ings, structures, paved areas, and parking
lots. The site map is intended to show the
direction of stormwater flow throughout your
facility and the potential pollutant sources
that may come into contact with your storm-
water runoff.

EPA recommends that you develop a first draft
of the site map based on the information col-
lected during your assessment. After you select

T

appropriate control measures (Section 4) and
monitoring locations (Section 5), you should
revise your site map to reflect this information
and any additional changes identified as you
develop your SWPPP. If you are unable to fit
all the information on one map, use multiple
maps to provide a full characterization of the
information described above. Also, if activities
and conditions change at your site during the
term of the NPDES permit, you should update
the map as described in Section 6.C of this
guide. An example of a site map is included
(see Figure 4) and in Appendix C.

... [z ,
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Acme Scrap Metal Recycling Yard Site Map

1
Non-Ferrous metal

Truck Parking == e '

110 Willowbrook Road, Anywhere, USA 00011
SWPPP Contact: John Doe (111) 999-0000
Cook Run
o ‘Covered Dumpster
- B ‘\ W'ﬂ':;‘ -- Speed Bump

Concrete Curbing - Approximate Facility Operation
A Area Boundry
-------- Storm Sewer
- Sanitary Sewer
- Flow Path

SO Storm Drain
IE] ] Drop Inlet
SWC  Solid Waste Can (General Location)
WOT  Waste Oil Tank
ETS Empty Tank Storage
AST Above Ground Storage Tank
Pad MS4  Municipal Separate Storm Sewer System
Authorized Non-Stormwater Discharges:
HPR Hot Water Heater Pressure Relief Pipe (potable
| water)
B e e e AC Air Conditioning Condensate
i FS Fire Suppression System Test Discharge (potable

diX) water)

Spilis:
Vehicie and Minor fuel spill on fuel island - July 20, 2007

Potential Pollutant
Source:

Vehicle and
Equipment

Potential Pollutants:

Fuel , oil, antifreeze, grease, hydraulic
Fluid, brake Fluid, solvents,

Garage fluid, parts washer, and
paint

WOT: Waste Oil Tank

IAboveground 500-gallon waste oil
tank

v ETS: Empty Tank Residual oil, lubricants, hydraulic
R Storage fluid
H SWC: Solid Waste
i Can
i AST: Above Ground Two 1000 gallon ASTs, Diesel and
! Storage Tank_ Gasoline
) Covered Aluminum Aluminum
Recycling Bay
! Covered Plastic Plastic
. Recycling Bay
' Baler Hydraulic fluid, grease, aluminum,
i plastic
4 Crane Hydraulic fluid, oil, grease, fuel
: Ferrous metal storage | Ferric metals
pile
v Non-Ferrous metal Non-Ferric metals
Connection to storage bins
Sanitary Sever. Truck Parking Oil, grease, fuel
Map Notes:
- Allinterior floor drains, including the vehicle washarea and fuel island, discharge to the municipal Impervious Surface Estimate
sanitary sewer system. (% of total facility area): 90%

- All SDs are part of the MS4. Contact the City of Anywhere Pubu: Works Department, Stormwater

Total Facility Size (acres):

65

In

Management Division at (111) 999-0001

findings

with

these storm drains.
Not to Scale

Figure 4. Example site map.
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What to Include in Your SWPPP

Include a site map of your facility which includes the items below:

« The size of the property in acres;

* The location and extent of significant structures and impervious surfaces;
* Directions of stormwater flow (use arrows);

* Locations of all existing structural control measures;

* Locations of all receiving waters in the immediate vicinity of your facility, indicating if any of the waters are
impaired and, if so, whether the waters have TMDLs established for them;

* Locations of all stormwater conveyances including ditches, pipes, and swales;
» Locations of potential pollutant sources identified (see Section 3.B);

» Locations where significant spills or leaks have occurred;

* Locations of all stormwater monitoring points;

* Locations of stormwater inlets and outfalls, with a unique identification code for each outfall (e.g., Outfall
No. 1, No. 2, etc), indicating if you are treating one or more outfalls as “substantially identical”, and an
approximate outline of the areas draining to each outfall;

* Municipal separate storm sewer systems, where your stormwater discharges to them;
» Locations and descriptions of all non-stormwater discharges;
* Locations of the following activities where such activities are exposed to precipitation:
— Fueling stations;
— Vehicle and equipment maintenance and/or cleaning areas;
— Loading/unloading areas;
— Locations used for the treatment, storage, or disposal of wastes;
— Liquid storage tanks;
— Processing and storage areas;

— Immediate access roads and rail lines used or traveled by carriers of raw materials, manufactured
products, waste material, or by-products used or created by the facility;

— Transfer areas for substances in bulk; and
Machinery; and

* Locations and sources of run-on to your site from adjacent property that contains significant quantities of
pollutants.

e e e 1 e L A 5 ) B S = = AT AL
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Section 4: Selecting Control
Measures (Step 3)

Control measures are the best management practices (BMPs) or other structural or
non-structural practices that are used to prevent or reduce the discharge of pollutants
in stormwater. Structural control measures, as the name implies, focus on installation
of hard structures to control discharges. Structural controls include practices such

as vegetative swales, collection and reuse of stormwater,
inlet controls, snow management, infiltration devices, and

wet retention measures. Non-structural control measures SWPPP Tip!

are intended to prevent or reduce the generation of pol-

lutants in stormwater and/or the volume of stormwater Effluent limits = stormwater control
runoff using practices that focus on facility operations and requirements. In the 2008 MSGP, as with

procedures. Examples of non-structural control measures most state industrial stormwater general
include procedural practices such as employee trainings permits, stormwater control measures are those
and the posting of signs that raise staff awareness to struchural or non-structurgll JrAGtices t.hqt e
the BMPs and procedures in place to control stormwater sad o ACHSVE Hie parmirs et ks
pollutants.

A combination of preventive and active treatment control measures usually results
in the most effective stormwater management for minimizing the offsite discharge of
pollutants in stormwater runoff. Most control measures require regular maintenance
to function as intended. Some control measures have simple main-
tenance requirements, while others may require more extensive
upkeep in order to maximize their performance. Note that identify-

“ 1 H ”
ing weaknesses in current facility practices will help permittees What does “minimize

determine appropriate control measures for use at the site. mean?

L The technology-based limits
General Stormwater Management Principles included in EPA’s 2008 MSGP
In most industrial stormwater permits, including the 2008 MSGP, require that you minimize (i.e.,

the site operator is given the flexibility to select the type of control

measures, including specific technologies, which he/she believes are defined as reduce and/or eliminate)

best suited to the facility and that will meet the permit’s require- stormwater exposure to pollutants
ments. This flexibility is necessary given the variability of each using control measures that are
industrial operation, the differences in the topography from site to technologically available, economi-

site, and the dissimilarities in the activities and materials exposed to
stormwater. However, there are certain general principles of storm- ; ? )
water management that are common to all sites, and that can be light of best industry practice.
used by operators in their selection and design of control measures.

These general principles, listed below, should be considered as a way

to maximize the performance of control measures at your site.

cally practicable, and achievable in

e Pollution prevention - The best way to prevent stormwater pollution is to mini-
mize the use of water contaminants in your industrial activities. When selecting
control measures for the facility, you should focus on controls that are geared
toward reducing pollutants at the source to prevent stormwater pollution. Source
control practices include maintaining equipment, picking up trash and debris,
training site staff on appropriate spill procedures, and proper materials manage-
ment and storage.
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* Minimizing exposure - Another effective
way to minimize stormwater pollution is to
eliminate opportunities for stormwater to
come into contact with industrial activi-
ties and polluting materials. You should
look for opportunities to relocate industrial
activities/materials to covered or contained
areas and to properly store and transport
any accumulated scrap or waste material.

¢ Combining controls - Combined control
measures are often more effective than
control measures in isolation. For example,
good housekeeping will often go a long way
to minimize stormwater pollution but is
more effective when combined with mini-
mizing the exposure of significant materi-
als or activities and a structural control,
such as inlet protection.

¢ Examining your site’s pollutant sources -
Understand the type and quantity of pol-
lutants that could contaminate stormwater
leaving your facility. Use your knowledge
of the potential pollutants to drive your
selection and design of effective control
measures.

* Maximizing infiltration - Onsite infiltra-
tion reduces overland runoff, improves
groundwater recharge, and augments base
flow in local streams. You should look for
opportunities to minimize impervious area
and increase areas where stormwater can
infiltrate on-site. Keep in mind, however,
that the use of onsite infiltration typically
must be combined with other control mea-
sures to avoid ground water contamination.

¢ Using existing vegetated areas - Open
vegetated swales and natural depressions
can be used to dissipate energy in overland
flow and reduce erosion. Vegetated swales
and natural depressions can increase infil-
tration and, in some cases, promote uptake
of metals and nutrients by plants.

¢ Buffering on-site or adjacent waterbodies
or drainage systems - Maintain or restore
vegetated buffer zones between your facili-
ty’s impervious areas and adjacent surface
waters.

e Using structural practices (as applicable) -
When non-structural control measures
are not effective in preventing stormwater
contamination, structural control measures
(e.g., swirl separators, sand filters, retention
basins, etc.) may be needed to treat storm-
water before it leaves your facility.

EPA’s Technology-Based Discharge
Requirements

The following sections describe the 12 catego-
ries of discharge requirements (or “effluent
limits”) required by the 2008 MSGP. Although
the wording of these requirements may be
unique to the EPA permit, many State permits
include requirements that are similar to the
2008 MSGP.

4.A Minimize Exposure

The first step in an effective stormwater con-
trol program is minimizing exposure of man-
ufacturing, processing, material storage areas,
loading and unloading areas, dumpsters and
other disposal areas, maintenance activities,
and fueling operations to rain, snow, snow-
melt, and runoff by both locating industrial
materials and activities inside or protecting
them with storm resistant coverings.

SWPPP Tip!

No Exposure Exemption

EPA's regulations recognize the effectiveness of
minimizing exposure by allowing facilities to opt
out of the permit by submitting a “No Exposure
Certification” when all industrial activities are
protected from contact with stormwater. The “No
Exposure Certification” is included as Appendix K
of the 2008 MSGP. Note that industrial materials
do not need to be enclosed or covered if
stormwater runoff from affected areas will not be
discharged to receiving waters or if discharges
are authorized under another NPDES permit.
Check your State permit for specific requirements
for incorporating minimizing exposure into your
SWPPP.
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Figure 5. Minimize exposure by providing cover for potential contaminants.

Tetra Tech

What to Include in Your SWPPP

Describe all structural controls or practices used to minimize the exposure of industrial activities to rain, snow,
snowmelt, and runoff. The SWPPP must describe where the controls or practices are being implemented at
your site. The location must also be identified on the SWPPP site map. Examples of exposure-minimizing
control measures that could be used at your facility and described in the SWPPP include:
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The location and extent of grading, berms, or curbs used to contain contaminated stormwater or divert
stormwater around areas of industrial activity;

A description of the types of materials and equipment that are stored within secondary containment and
the location of contained storage areas;

The location of spill cleanup kits and a description and schedule for employee spill abatement and cleanup
training;

Proper procedures for leaky vehicles and equipment, such as drip pans; parking in a contained area, or
parking indoors;

The use and location of spill/overflow protection equipment;
Procedures for long-term storage or disposal of equipment and vehicles, such as draining all fluids;
The location of covered and/or contained equipment cleaning areas; and

The disposal method for all wash water, such as an on-site sump (if a sump is used, specify the pumping
frequency) or sanitary sewer.
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4.B Good Housekeeping

Good housekeeping practices offer a practical
and cost-effective way to maintain a clean and
orderly facility to prevent potential pollution
sources from coming into contact with storm-
water. Good housekeeping practices also help
to enhance safety and improve the overall
work environment. To effectively document

in your SWPPP that you are including good
housekeeping procedures at your site, you
should establish protocols to reduce the pos-
sibility of mishandling materials or equipment
and train employees in good housekeeping
techniques. An effective good housekeeping
program not only benefits stormwater quality
but makes the facility a clean, safe place for
employees and clients.

W' SWPPP Tip!

Labeling Storm Drains — A good stormwater
awareness practice is to label all storm drains
on your industrial facility with a “No Dumping -
Drains to Stream” or similar message. If select
drains at your facility discharge to the sanitary
sewer system or to a sump (for example, at

a wash rack), you should label those with a
“Drains to Sanitary Sewer” or similar message.

Common areas where good housekeeping
practices should be followed include areas
where trash containers are kept and adjacent
areas, material storage areas, vehicle and
equipment maintenance areas, and loading
docks. Involving employees in routine moni-
toring of housekeeping practices has proven to
be an effective means of ensuring the contin-
ued implementation of this control measure.

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industr
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Figure 6. Two photos showing an industrial facility before and after it

fol

lowed good housekeeping practices.

What to Include in Your SWPPP

Describe any practices you are implementing to

keep exposed areas of your site clean. Describe

where each practice is being implemented at your

site. Include here your schedule or approach for:

* Regular pickup and disposal of waste materials
and scrap equipment;

* Maintenance of clean work spaces;

* Routine inspections for leaks and of the
condition of drums, tanks, and containers;

* Routine inspections to make sure that industrial
materials are properly stored and labeled;

» A schedule for sweeping paved areas and
floors, including who will perform the
sweeping (employee or contractor);

* The individual or position responsible for
emptying drip pans placed beneath leaking
equipment, valves, and fill lines.

Onerators
uperdtols

Tetra Tech
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4.C Maintenance

A good maintenance program requires regu-
lar inspections, testing, and the preventive
maintenance and repair of industrial equip-
ment (stationary and mobile) and industrial
systems. Maintenance programs are intended
to ensure that structural control measures
and industrial equipment are kept in good
operating condition and to prevent or mini-
mize leaks and other releases of pollutants
(see Section 4.D for more specific informa-
tion). If you notice a deficiency or otherwise
find that your control measures or industrial
equipment need to be replaced or repaired to
ensure proper functioning, and to avoid leaks
or other releases, you must make the neces-
sary repairs or modifications, typically prior
to the next wet weather event and as expedi-
tiously as practicable.

Facilities with good maintenance programs
will keep a maintenance log that tracks the
regular maintenance of industrial equipment
and stormwater control measures. The log
provides a maintenance history for each piece
of equipment and demonstrates to regulatory
authorities that you have implemented the
maintenance program outlined in your SWPPP.
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Figure 7. Equipment should receive routine
preventative maintenance to prevent drips and
leaks.

What to Include in Your SWPPP

Describe procedures to:

* Maintain industrial equipment so that leaks
and other releases are avoided, and

* Maintain any of your site’s control measures in
effective operating condition.

Include the schedule you will follow for such
maintenance activities. Describe where each
applicable procedure is being implemented at the
site.

4.0 Spill Prevention and Response
Procedures

Spills and leaks, together, are the largest
source of industrial stormwater pollution.

For this reason, your SWPPP must identify
control measures that are used at your site to
minimize the potential for spills, leaks, and
other releases that may come into contact
with stormwater. Among the practices that
should be in place at your site are plans for
effective response to spills if or when they
occur. If your facility has more than 1,320
gallons of oil storage capacity in aboveground
tanks you may also be required to develop a
Spill Prevention, Control and Countermeasure
(SPCC) plan consistent with 40 CFR 112.1.

Tetra Tech
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Figure 8. Spill kits should be maintained in
areas with spill potential, such as fueling
stations.

SWPPP Tip! .

Employees must be aware of notification
procedures in the event of a spill or leak,
including when to contact appropriate facility
personnel, emergency response agencies, and
regulatory agencies. State or local requirements
may necessitate reporting of spills or other
prohibited discharges to local emergency
response, public health, or drinking water supply
agencies. Contact information must be posted
in locations that are readily accessible and
available to employees. Where a leak, spill, or
other release containing a hazardous substance
or oil in an amount equal to or in excess of a
reportable quantity established under either

40 CFR Part 110, 40 CFR Part 117, or 40 CFR
Part 302, occurs during a 24-hour period, you
must notify the National Response Center (NRC)
at (800) 424-8802 or, in the Washington,

DC, metropolitan area, call (202) 267-2675 in
accordance with the requirements of 40 CFR
Part 110, 40 CFR Part 117, and 40 CFR Part
302 as soon as you have knowledge of the
discharge.
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What to Include in Your SWPPP

Describe any structural controls or procedures you are putting in place to minimize the potential for leaks, spills, and other
releases. At a minimum, your SWPPP should include:

* The location(s) of spill response plans for significant materials;
» A schedule for training employees in spill response procedures;

» Procedures for plainly labeling containers (e.g., “Used Oil,” “Spent Solvents,” “Fertilizers and Pesticides,” etc.) that could be
susceptible to spillage or leakage to encourage proper handling and facilitate rapid response if spills or leaks occur;

» Preventative measures such as barriers between material storage and traffic areas, secondary containment provisions, and
procedures for material storage and handling;

» The individual or position responsible for making sure the spill kits are complete and ready for use;

» Procedures for expeditiously stopping, containing, and cleaning up leaks, spills, and other releases; and

» Procedures for notification of appropriate facility personnel, emergency response agencies, and regulatory agencies.

Describe where each control is to be located or where applicable procedures will be implemented.

4.E Erosion and Sediment Controls

Permits typically require control measures to
be selected and implemented to limit erosion
on areas of the site that, due to topography,
land disturbing activities, soils, cover, materi-
als, or other factors, are likely to experience
erosion. In general, erosion control measures,
which prevent soil or sediment from becoming
mobilized, should be used as the primary line
of defense, while sediment control measures,
which trap, infiltrate, or settle out mobilized
sediments, should be used to back-up the ero-
sion control measures. For instance, erosion
control measures, include grading, seeding,
mulching, and sodding, that prevent soil from
becoming dislodged, should be considered
first. Where sediment may be dislodged and
potentially mobilized in stormwater runoff,
sediment control measures that trap eroded
sediment include silt fences, sediment ponds,
and stabilized entrances should be considered.

When selecting, designing, installing, and
implementing appropriate erosion and sedi-
ment control measures, you should consult
with your Tribal, State, and local authorities to

Tetra Tech

Figure 9. Slope drains to protect a hillside from

erosion.

I SWPPP Tip!

Projects that disturb 1 acre or more of land
generally require coverage under an NPDES
construction general permit (CGP). Information
on EPA’'s 2008 CGP requirements, including
links to construction SWPPP resources, is
available at www.epa.gov/npdes/stormwater/cgp.

ensure that you consider the appropriate con-
trol measures. EPA’s internet-based resources
relating to controlling erosion and sedimen-
tation include the sector-specific Industrial
Stormwater Fact Sheet Series, (Www.epa.gov/
npdes/stormwater/msgp), National Menu
of Stormwater BMPs (www.epa.gov/npdes/
stormwater/menuofbmps), and National
Management Measures to Control Nonpoint
Source Pollution from Urban Areas
(www.epa.gov/owow/nps/urbanmm/
index.html).

What to Include in Your SWPPP

Include the following:

* A narrative description of areas of your site that
are susceptible to erosion (note: the site map
will also identify these areas);

» A description of erosion and sediment control
measures used at your site to stabilize exposed
areas and contain runoff to minimize onsite
erosion and potential offsite discharges of
sediment.

Note: Permits often require flow velocity
dissipation devices at discharge locations and
within outfall channels where necessary to reduce
erosion and/or settle out pollutants. Describe

in your SWPPP the location of each control
implemented at your site.
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4.F Management of Runoff

Similar to erosion and sediment controls, the
management of stormwater runoff that flows
through your site is an effective way to reduce
the pollutants that are discharged from your
site. Where you employ structures or practices
that are intended to divert, infiltrate, reuse,

or otherwise reduce stormwater runoff so as
to reduce the discharge of pollutants, your
SWPPP must include a description of those
controls. Appropriate measures are highly
site-specific, but may include vegetative
swales, berms, collection and reuse of storm-
water, inlet controls, snow management, infil-
tration devices, and wet retention measures.

Tetra- Tech

Figure 10. Vegetated berm used to prevent facility
inundation when the river is at flood stage.

As mentioned previously, a combination of pre-
ventive and treatment control measures usually
results in the most effective approach to storm-
water management for minimizing the offsite
discharge of pollutants in stormwater runoff.

W' SWPPP Tip!

When selecting control measures, be careful not
to violate local building or fire codes and other
ordinances. An example would be constructing
a shed for storage of chemicals and then finding
out from the fire department that you are in
violation for locating the shed too close to the
main building, not equipping the shed with
sprinklers or other fire control device, and not
properly labeling containers.

What to Include in Your SWPPP

Include the following:

» A description of controls used at your site to
divert, infiltrate, reuse, contain, or otherwise
reduce stormwater runoff.

» A description of locations at your site where
each control will be implemented.

4.G Salt Storage Piles or Piles Containing
Salt

Salt is commonly used for deicing and other
commercial or industrial purposes, including
maintenance of paved surfaces. Salt piles or
piles that are predominantly composed of other
materials that contain some salt typically must
be covered or enclosed and otherwise isolated
from coming into contact with stormwater
(e.g., good housekeeping, diversions, contain-
ment). Piles do not need to be enclosed or
covered if stormwater runoff from the piles is
not discharged or if discharges from the piles
are authorized under another NPDES permit.

To effectively document in your SWPPP that
you are minimizing exposure of these piles

to stormwater, you should consider creating a
checklist to verify that salt loading and offload-
ing operations occur within contained areas
with appropriate measures in place to prevent
the track out of salt from the contained areas.

Tetra Tech

Figure 11. Salt pile covered with a tarp.
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What to Include in Your SWPPP

Include the following:

 The identification of salt storage piles or piles containing salt, and a description of structures at your site
covering or enclosing such piles, or that prevent the discharge of stormwater from such piles.

« |f tarps are used to cover piles, the SWPPP should describe procedures for when tarps will be placed over

the piles.

A description of any controls or procedures used to minimize exposure resulting from adding to or removing

materials from the pile.

 The locations at your site where each control and/or procedure are implemented. Note that these locations

must be identified on the SWPPP site map as well.

4.H Sector-Specific Requirements

Most industrial stormwater general permits
regulate discharges of stormwater from a
number of different industrial sectors. For
instance, EPA’s 2008 MSGP regulates dis-
charges from 29 different industrial sectors.
These “sectors” consist of similar facilities
categorized by the nature of their industrial
activity, type of materials handled, and mate-
rial management practices employed. The
sectors are structured to a large extent on the
definition of “stormwater discharge associ-
ated with industrial activity” found at 40 CFR
122.26 (b)(14)(i)-(ix), (xi), under which many
sectors are identified based on their standard
industrial classification (SIC) code.

Review your industrial stormwater general
permit to determine if there are additional
sector-specific discharge requirements (or
“effluent limits”) for which your type of
industrial activity are subject. If so, you will
need to specifically document how you will
comply with those requirements in your
SWPPP. Not all sectors will necessarily have
additional sector-specific discharge require-
ments. For example, Sector N of EPA’s 2008
MSGP includes specific requirements for
scrap recycling and waste recycling facili-
ties as defined by SIC Major Group Code 50
(5093). One of the specific Sector N discharge
requirements is to “minimize surface runoff
from coming in contact with scrap processing
equipment.” Alternatively, the Chemical and
Allied Products Manufacturing, and Refining
sector (Sector C) does not have any sector-
specific discharge requirements in the 2008
MSGP.

Note that, if covered by the 2008 MSGP, you
are responsible for complying with sector-
specific requirements associated with your
primary industrial activity and all co-located
industrial activities. Co-located industrial
activities are industrial activities, exclud-
ing your primary industrial activity, located
on-site that are also required to be covered
by the 2008 MSGP or a State general permit.
Statewide general permits may have different
requirements for specific industrial sectors.

V' SWPPP Tip!

Sector-specific requirements for the 2008
MSGP - All sector-specific requirements can be
found in Part 8 of the 2008 MSGP.

Sector-specific fact sheets — EPA has developed
fact sheets specific to the industrial activities,
pollutants and control measures used at each
of the 29 sectors covered by the 2008 MSGP.
These sector fact sheets can be found at
http://cfpub.epa.gov/npdes/stormwater/
swsectors.cfm.

What to Include in Your SWPPP

Include the following:

* The industrial sector, or sectors, applicable to
the permitted site.

* A discussion of the control measures
implemented to address sector-specific
requirements, if applicable, consistent with
Part 8 of the 2008 MSGP.

 The location of each control and/or procedure
used to comply with the sector-specific
requirements.
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4.1 Employee Training

Stormwater training is required for all
employees who work in areas where indus-
trial activities or material handling activities
are exposed to stormwater, or who are respon-
sible for implementing activities necessary

to meet the conditions of this permit. These
employees include inspectors, maintenance
personnel, and all members of your Pollution
Prevention Team. The training session or
sessions are expected to cover the contents of
the facility SWPPP, control measures imple-
mented to achieve compliance with applicable
discharge requirements, spill containment
and cleanup procedures, maintenance, moni-
toring, inspection, planning, reporting, and
documentation requirements.

EPA recommends that training be conducted
for any applicable employees at least annu-
ally and whenever a new employee starts who
meets the description above. You should have
a sign-in/sign-out sheet at each training class
to document that employees have partici-
pated. Keep the sign-in/sign-out sheet with
your SWPPP.

What to Include in Your SWPPP

Include the following:

* Person(s) responsible for conducting the
training (@ member of the Pollution Prevention
Team, contractor, or other?)

» The employees or positions that will receive
stormwater training.

* The frequency of stormwater training
sessions (annually, upon hire, or other).
EPA recommends at least once per year.
For example, the SWPPP might state that
stormwater training will be conducted annually
in September so employees are ready for the
upcoming wet weather season.

* The stormwater topics covered during the
training session or sessions.

* The sign-in/sign-out sheets from the training
session.

'SWPPP Tip!

Customize the employee training to the issues

at your facility, and ensure that employees

are trained on the control measures they are

expected to implement. Among the topics you

cover in your training should be some of the

basic principles of stormwater management. For

example, you should convey that:

< Stormwater pollution occurs when rainfall
runoff picks up pollutants from the ground or
areas exposed to rainfall.

 Polluted stormwater can cause significant
water quality problems, such as fish
kills and drinking water contamination.
Stormwater runoff is typically discharged
directly to receiving waters, and is not
treated somewhere else, like at a wastewater
treatment plant.

* Potential stormwater pollutants should
be kept inside or under cover whenever
possible.

* The best way to prevent stormwater
problems is through general good
housekeeping practices. A clean and
organized facility will usually have very few
stormwater problems.

 |f anyone sees any potential stormwater
problems, they should report it to the facility
operator or a member of the stormwater
pollution prevention team.

Figure 12. In addition to employee training, labeling storm
drains is a good measure to educate employees.
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4.) Non-Stormwater Discharges

In Section 3.A, this guide discussed the
assessment of allowable and prohibited non-
stormwater discharges at your site. As stated
in that section, unauthorized non-stormwater
discharges cannot be discharged from your
facility unless specifically authorized by a
separate, individual NPDES permit. Your
SWPPP should describe the assessment

you conducted under Section 3.A, how you
eliminated any unauthorized non-stormwater
discharges, and your plans to prevent unau-
thorized non-stormwater discharges at your
facility.

Figure 13. Unauthorized non-stormwater discharge from
an industrial facility.

What to Include in Your SWPPP

Include the following:

* A list of allowable non-stormwater discharges
that occur at your facility.

* A description of unauthorized non-stormwater
discharges found at your site and how they
were eliminated.

« Steps taken to ensure that other unauthorized
non-stormwater discharges do not occur in the
future.

Note: If this section is already addressed by your
documentation of non-stormwater discharges

(see Section 3.A), you can simply include a cross-
reference to that section of your SWPPP.

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators
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4K Waste, Garbage, and Floatable
Debris

You are responsible for making sure that
stormwater runoff does not carry waste, gar-
bage, and floatable debris to receiving waters.
To verify compliance with this requirement,
you should identify and implement control
measures (e.g., good housekeeping, sweep-
ing, keeping lids closed on dumpsters) to
keep exposed areas free of such materials.
Alternatively, your SWPPP should identify
how you will intercept and properly dispose of
these materials before they leave your facility.

What to Include in Your SWPPP

Include the following:

» A description of controls and procedures that
will be used to minimize discharges of waste,
garbage, and floatable debris.

e Descriptions of the location of these control
measures and procedures at your site.

Tetra Tech

Figure 14. Poor management of waste and garbage at a

facility.
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4.L Dust Generation and Vehicle Tracking
of Industrial Materials

As an operator, you are responsible for
minimizing generation of dust and off-site
tracking of raw, final or waste materials. Dust
control practices can reduce the activities and
air movement that cause dust to be gener-
ated from disturbed soil surfaces. Airborne
particles pose a dual threat to the environ-
ment and human health. Dust can be car-
ried offsite, thereby increasing soil loss from
disturbed areas and increasing the likelihood
of sedimentation and water pollution. Control
measures to minimize the generation of dust
include:

e Sprinkling/Irrigation. Moistening the
ground surface with water is an effective
dust control method for haul roads and
other traffic routes.

e Vegetative Cover. By establishing a vegeta-
tive cover on areas that will not see vehicle
traffic, exposed soil is stabilized and wind
velocity at ground level can be reduced,
thus reducing the potential for dust to
become airborne.

e Mulch. Mulch is a quick and effective, but
not permanent, means of dust control for
newly disturbed areas.

e Wind Breaks. Wind breaks can be trees or
shrubs left in place during site clearing or
constructed barriers such as a wind fence,
snow fence, tarp curtain, hay bale, crate
wall or sediment wall. The break reduces
wind velocity, minimizing airborne trans-
fer of soil off site.

e Tillage. Deep tillage in large open areas
brings soil clods to the surface where they
rest on top of dust, preventing it from
becoming airborne.

e Stone. Stone can be an effective dust deter-
rent for construction roads and entrances
or as a mulch in areas where vegetation
cannot be established.

e Spray-on Chemical Soil Treatments
(Palliatives). Examples of chemical adhe-
sives include anionic asphalt emulsion,
latex emulsion, resin-water emulsions
and calcium chloride. Chemical pallia-
tives should be used only on mineral soils.
When considering chemical application
to suppress dust, determine whether the
chemical is biodegradable or water-soluble
and what effect its application could have

on the surrounding environment, including
waterbodies and wildlife.

To reduce vehicle tracking of materials and
sediment, the operator should keep stored or
spilled materials away from all roads within
the site. Specific measures such as setting up
a wash site or separate pad to clean vehicles
prior to their leaving the site may be effective
as well.

What to Include in Your SWPPP

Include the following:

* A description of controls and procedures used
at your site to minimize the generation of dust.

» Descriptions of procedures and controls used
to minimize off-site tracking of raw, final, or
waste materials.

* Describe the location where each control and/
or procedure will be implemented and include
on the SWPPP site map.

4.M Numeric Effluent Limitations Based
on Effluent Limit Guidelines

Some industrial activities identified in indus-
trial stormwater permits also have Federal
numeric effluent limits (called effluent limita-
tion guidelines) that must be achieved in
stormwater discharges. The effluent limits are
maximum concentrations or levels of specific
pollutants that can be discharged in facility
stormwater. If your facility includes one of the
industrial categories listed below, refer to your
industrial stormwater general permit (Parts
6.2.2.1 and 2.1.3 of EPA’s 2008 MSGP) regard-
ing numeric effluent limits and monitoring
requirements to which you are subject:

e Discharges resulting from spray down or
intentional wetting of logs at wet deck
storage areas

e Runoff from phosphate fertilizer manu-
facturing facilities that comes into contact
with any raw materials, finished product,
by-products or waste products

e Runoff from asphalt emulsion facilities

e Runoff from material storage piles at
cement manufacturing facilities

e Mine dewatering discharges at crushed
stone, construction sand and gravel, or
industrial sand mining facilities

e Runoff from hazardous waste landfills
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¢ Runoff from non-hazardous waste landfills

¢ Runoff from coal storage piles at steam
electric generating facilities

An example of a numeric effluent limit is the
requirement for facilities that discharge storm-
water from asphalt emulsion facilities to meet
specific, numeric concentration limits for TSS,
pH, and oil and grease (i.e., based on the lim-
its in 40 CFR Part 443, Subpart A).

If your facility is subject to numeric effluent
limits, you must document the location and
type of control measures installed at your site
to meet those limits.

What to Include in Your SWPPP

Include the following:

* All numeric effluent limits the facility is
required to meet based on effluent limit
guidelines.

* A description of the control measures used to
meet the numeric effluent limits.

* The location of each control measure at your
site.

4.N Additional Controls to Address
Impaired Waters

Many general permits have additional require-
ments for discharges to impaired waters.
“Impaired waters” have been identified by

a Tribe, State, or EPA as not meeting appli-
cable State water quality standards pursuant
to Section 303 (d) of the Clean Water Act.

This may include both waters with approved
or established Total Maximum Daily Loads
(TMDLs), and those for which a TMDL has
not yet been approved or established.

w SWPPP Tip!

Impaired waters are streams, rivers, and lakes
that do not currently meet designated uses
and water quality standards. States, territories,
and authorized tribes are required under the
Clean Water Act to compile lists of known
impaired waters, called 303(d) lists. Stormwater
discharges to impaired waters may trigger
additional control measures and monitoring
requirements. For facilities subject to EPA’s
2008 MSGP, see Part 2.2 for a more detailed
discussion of water quality-based effluent
limitations and conditions for discharging to
impaired waters.
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A TMDL determines the greatest amount of

a given pollutant, such as sediment, that a
water body can receive without violating
water quality standards and designated uses.
The TMDL then establishes pollution reduc-
tion goals to bring the water body into compli-
ance with water quality standards. Facilities
that are subject to NPDES permits (i.e., “point
sources”), such as facilities subject to EPA’s
2008 MSGP, which discharge the pollutant
causing the water body impairment, receive
“waste load allocations” or “WLAs”. The WLA
estimates the daily amount of the impairment
pollutant that can be discharged from par-
ticular sources or categories of sources so that
the waterbody can be restored to meeting its
applicable water quality standards.

Should your facility discharge stormwater to
a water body subject to a TMDL, EPA or a
State permit authority may require additional
effluent limits, monitoring requirements, or
other restrictions consistent with an appli-
cable WLA, or you may be required to apply
for an individual NPDES permit. Where you
have been informed either in the permit or
directly by EPA or a State permit authority
that you are subject to any “water quality-
based” discharge requirement consistent with
an applicable WLA, you are required to docu-
ment in your SWPPP the control measures
used to meet that requirement and to describe
the location of such control measures.

'SWPPP Tip!

Find impaired waters near your facility — Use
EPA's Water Locator Tool (available at
www.epa.gov/npdes/stormwater/msgp) or other
tool to map impaired waters within 10 miles

of your facility. Enter your facility address in
Step 1, then click on “Retrieve List of Impaired
Waterbodies” under step 3 to see the list.

What to Include in Your SWPPP

Include the following:
» A description of the control measures used to
meet the water quality-based effluent limits.

* The location of each control measure at your
site.

s
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Section 5: Procedures for
Inspections and Monitoring (Step 4)

The next step in developing your SWPPP is to set out the procedures you will follow
for inspecting your site and monitoring your stormwater discharge. The procedures
you develop in your SWPPP for inspection and monitoring will help you understand
whether your control measures are working and, if not, provide you with ways you

may improve your stormwater control.

Industrial stormwater permits typically
require three types of inspections:

1. Routine facility inspections
(see Section 5.A)

2. Visual assessments (see Section 5.B)

3. Annual comprehensive site inspec-
tions (see Section 5.C)

Some States also require you to take
samples of your stormwater discharge for
laboratory analysis. Check the applicable
section of your industrial stormwater
permit to determine if you are required to
collect water quality monitoring samples.
See Section 5.D for guidance on how to
address your monitoring procedures in
the SWPPP.

The following sections describe the type
of information you should document in
your SWPPP and the associated decisions
you will have to make when planning for
and conducting each of the three types of
inspections.

9.A Routine Facility Inspections

EPA’s 2008 MSGP requires three types of
facility inspections.
1. Routine facility inspections (2008 MSGP, Part 4.1)

2. Quarterly visual assessment of stormwater discharges
(2008 MSGP, Part 4.2)

3. Comprehensive site inspections (2008 MSGP, Part 4.3)

The 2008 MSGP also includes the requirements
for the following types of monitoring:

1. Benchmark monitoring (2008 MSGP, Part 6.2.1)

2. Effluent guidelines limitation monitoring
(2008 MSGP, Part 6.2.2)

3. State or Tribal monitoring (2008 MSGP, Part 6.2.3)
4. Impaired waters monitoring (2008 MSGP, Part 6.2.4)

Monitoring procedures are described in Part 6.1 of the 2008
MSGP.

Your industrial stormwater permit will likely specify a minimum frequency for con-
ducting routine facility inspections. The minimum frequency typically ranges from
once per month to once per quarter; however, EPA recommends that you develop

a routine inspection schedule customized for your facility and specific site condi-
tions, which in many instances will require that you inspect more frequently than
the minimum requirement. EPA also suggests conducting routine inspections when
measurable precipitation falls during normal business hours. Observing site condi-
tions during storms provides you with real-time feedback on control measures that
are working and those that are not working effectively.
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EPA's 2008 MSGP requires quarterly routine
facility inspections of all areas where industrial
materials or activities are exposed to stormwater,
and of all stormwater control measures used

to comply with the effluent limits contained

in the permit. Inspections must be conducted
by qualified personnel, including at least one
member of your pollution prevention team,
during regular business hours. You must specify
the relevant inspection schedules in your
SWPPP document as required in Part 5.1.5.

The 2008 MSGP requires that at least one of the
four quarterly inspections each year be conducted
when a stormwater discharge is occurring.

SWPPP Tip! .

You should check your industrial stormwater
general permit to determine if it establishes
exceptions to the inspection requirements for
certain types of sites. For example, 2008 MSGP
Part 4.1.3 identifies exceptions to routine visual
inspections for inactive or unstaffed sites.

Recommended Routine Facility Inspection
Sequence

Although you are given the discretion to
determine how best to conduct your inspec-
tion, EPA recommends that your inspection
follow a sequence that corresponds to how
raw materials arrive at your site and are
stored or processed in areas exposed to storm-
water, and to how intermediate or finished
products are stored, processed, or transported
from your facility. Accordingly, the following
recommended inspection sequence will help
ensure that you conduct a thorough routine
inspection at your facility. Whichever process
you determine is appropriate for your facility,
you are required to describe that approach in
your SWPPP.

SWPPP Tip!

Invest in an inexpensive digital camera to
photo-document your inspections. Maintaining

a photo history of inspections and control
measures can help you to recognize if
conditions changed or your control measures are
degrading. Photographs can also help provide
documentation to EPA or state inspectors that
control measures are being maintained and
replaced as needed.

Plan your inspection: Develop a consis-
tent process to ensure that you inspect
all areas. One method to ensure that your
inspections are consistent and thorough is
to create a checklist (or make notes on a
copy of your SWPPP) of areas to inspect.
Use as a resource your updated site map
identifying the locations of industrial
activities exposed to stormwater, storm-
water conveyances and discharge points,
and any BMPs.

Evaluate the area where raw materials are
delivered. Are these areas contained or

is there potential for stormwater to carry
spills or pollutants away from the drop
area? If so, can these pollutants leave your
site to an adjoining facility, storm drain,
or surface water? If so, additional control
measures should be implemented.

Are raw materials stored in a contained
area with overhead cover, berms, or other
secondary containment? If not, do the raw
materials have the potential to contribute
to stormwater pollution?

Note: Single-wall chemical containers
need to be located within secondary
containment structures, behind berms,
or covered to prevent stormwater con-
tamination from an accidental release of
containerized chemicals. Similarly, solid
materials with the potential to contain
pollutants (i.e., scrap material or wrecked
vehicles) should include secondary
containment.

Is equipment maintenance and fueling
conducted in appropriately contained
areas? Are spill kits present and full
in areas where a liquid spill could be
expected?

Do the industrial processes occur in cov-
ered and contained areas?

Where do you store waste material?

Note: If the waste material has the poten-
tial to contaminate stormwater it must be
stored in a contained area or otherwise
controlled. Be sure to evaluate the facil-
ity “bone-yard” and scrap all equipment
that is out-of-date and not intended to be
reused.
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7. Is the finished product appropriately con-
tained for potential pollutant sources?

8. Following the internal evaluation, walk the
perimeter of your site and look for evidence
of stormwater discharges—particularly
stains from oil and grease or chemicals.
Should you observe these, look at the dis-
charge area and consider additional control
measures. You should specifically observe
all stormwater outfalls where stormwater
leaves your facility.

9. Following each inspection, you will need
to make note of control measures that
require maintenance, or that need to be
replaced, and make sure that the SWPPP
and site map are current regarding indus-
trial activities and potential pollutants.

10. Finally, where appropriate, repair or
replace worn or ineffective control mea-
sures as soon as possible but certainly
before the next forecasted precipitation

event.

Figure 15. Example of a sheen indicating the presence of oil or other hydro
carbons.
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¥ SWPPP Tip!

As you conduct your routine facility inspections,
keep in mind these visual indicators of poor
control measures or missing control measures:

1. Rainbow colored sheen on the surface of
stormwater indicates the presence of oil or
other hydrocarbons;

2. Brown or other dark colored streaks in
flowing stormwater indicates soil erosion or
uncontained sediment;

3. Stormwater flowing through straw waddles or
other stormwater containment barriers;

4. Foam;

5. Trash and other debris being carried off-site
by stormwater; and

6. Overflowing storm drains or detention ponds
could be indicative of a clog or poor inlet
design.

Routine Facility Inspection Reports

Your routine facility inspections will need
to be recorded and documented. Generally,
a standard inspection report is taken into
the field and completed for each inspection.
You should include in your SWPPP a copy
of the standard inspection form you will
use. An example routine facility inspection
form can be found in the “Additional MSGP
Documentation Template” on EPA’s website at
www.epa.gov/npdes/pubs/
msgp2008_recordkeepingtemplate.doc.

W SWPPP Tip!

Remember to update your SWPPP if you add,
remove, or modify control measures following
a routine visual, or other, inspection. Should
you get inspected, EPA or the State agency will
expect that all control measures identified in
your SWPPP to be current and to be effectively
implemented at your facility.
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What to Include in Your SWPPP

Your SWPPP should describe the routine facility inspection process in enough detail that a member of your staff could complete an
inspection by following the description in the SWPPP. The SWPPP description should include:
1. Person(s) or positions of person(s) responsible for conducting the routine facility inspections
At least one member of your stormwater pollution prevention team should be involved in the routine facility inspections. Consider
involving employees who regularly work in areas where stormwater may come into contact with industrial activity or materials.
2. Schedules for conducting the routine facility inspections

Identify the minimum inspection frequency (e.g., monthly, quarterly) in your SWPPP. Consider scheduling the inspections for a
set day every month or quarter, yet allow sufficient flexibility to be able to take advantage of a storm event, since many permits
require that at least one inspection be conducted during a rain event.

3. Routine facility inspection procedures
Describe how the routine facility inspection will be conducted, including which control measures or areas will be inspected
and what the inspector will be looking for. Examples of things the inspector should be looking for include the condition of

stormwater outfalls (trash accumulation, staining, evidence of unauthorized non-stormwater discharges, etc.); overall good
housekeeping; and the condition of installed control measures (do any need to be maintained or replaced?).

Among other procedures to describe, provide a description of the sequence you will follow during each inspection. One option is
to use the recommended inspection sequence above or customize it to better suit your facility's layout.
4. Reporting procedures
Describe your reporting procedures and include a blank copy of the inspection form that will be used during the routine
inspections. Most industrial stormwater general permits require that inspection reports include the following:
¢ The inspection date and time.
» The name(s), title(s), and signature(s) of the inspector(s).
» Weather information for the day of the inspection and, if appropriate, days or weeks prior to the inspection.
* A description of any discharges observed.
» A description of the visual quality of discharges (sheen, turbid, etc.).
* Control measures in need of maintenance or repairs.
» Control measures that need to be replaced.
¢ Any incidents of noncompliance observed.
» Additional control measures needed to comply with the permit requirements.

Inspection reports also need to be signed by the inspector. Your inspection form should include a signature line for this.

Some pollutants may be present in stormwater
but cannot be seen; for this reason EPA or your
State may require benchmark or effluent limit
monitoring depending on the facility SIC code
or industrial sector. See Section 5.D for more
information on monitoring.

5.B Visual Assessments

The second component of an effective storm-
water inspection program is periodic visual
assessments of the stormwater discharging
from your facility. Visual assessments are con-
ducted on samples taken during a storm event,

and require that you make observations of the
stormwater sample in order to qualitatively
assess the nature of your discharge based on
several visual parameters. This requires that
you collect a stormwater sample in a clean,
clear jar and look at the sample in a well lit
area. Generally, a sample must be collected
from each stormwater discharge location asso-
ciated with industrial activity. The purpose

of conducting visual assessments is to make
sure that stormwater discharges are free from
objectionable characteristics (i.e., pollutants
you can see). Should you observe objection-
able characteristics, you should backtrack
upstream from the sample collection location
to identify potential sources of the pollutants.

Most industrial stormwater permits do not
require visual assessment samples to be col-
lected consistent with 40 CFR Part 136 pro-
cedures (the Clean Water Act guidelines for

SWPPP Tip!

Check your industrial stormwater permit to
determine if you are required to submit your
visual assessment samples to a laboratory for
analysis. The 2008 MSGP does not require
samples to be submitted to a laboratory.
However, if your permit does require you to
submit samples for laboratory analysis, the
samples must be collected and documented in
accordance with 40 CFR Part 136 guidelines.
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establishing test procedures for the analysis the sample within the first 30 minutes of
of pollutants); however, visual assessment discharge, collect the sample as soon as
samples should be collected in such a man- possible after the first 30 minutes. In this
ner that the samples are representative of the case, be sure to document in your records
stormwater discharge. (kept with your SWPPP) why it was not

possible to take samples within the first

30 minutes. In the case of snowmelt,
samples must only be taken during a period
with a measurable discharge from your site.

EPA’s 2008 MSGP includes specific require-
ments for when and how to collect the visual
assessment sample. You should look in your
permit to determine what requirements apply
to your facility’s visual assessments. However, ¢ Collect the sample in a clean, clear glass, or

EPA believes its permit’s requirements offer plastic container.

a clear and consistent way to conduct these e Examine the sample in a well-lit area

assessments. They are summarized as or, if necessary, illuminate with a strong

follows: flashlight.

e Collect stormwater samples within the first e Collect the samples from discharges that
30 minutes of an actual discharge from a happen at least 72 hours (3 days) from the
storm event. If it is not possible to collect previous discharge event.

What to Include in Your SWPPP

Include in your SWPPP a description of your visual assessment process:
1. Person(s) or positions of person(s) responsible for visual assessments.
Note: The visual assessment should be conducted by a member of your stormwater pollution prevention team.

2. Schedules for conducting the visual assessments.

Note: Identify the minimum inspection frequency (typically quarterly) in your SWPPP. You should also describe procedures
for determining when to conduct the visual assessments (e.g., within 30 minutes of an actual discharge, at least 3 days from
previous discharge, etc.).

3. Specific items to be covered by the assessment (e.g., the 2008 MSGP requires permittees to visually inspect the sample in a
well-lit area to assess the following water quality characteristics:

* Color » Suspended solids

* QOdor * Foam

» Clarity e Qil sheen

* Floating solids » Other obvious indicators of stormwater pollution)

« Settled solids

4. The number and locations of outfalls scheduled for visual assessments. List the outfalls where visual assessments will take
place, and make sure these locations are identified on your site map.
5. A description of safety considerations, requirements, and equipment for collecting samples during wet weather events.

Note: Sample must be collected in a clean, clear glass (required for oil and grease samples) or plastic container. Describe any
other equipment necessary to collect the samples (such as sampling poles for hard to reach outfalls, rain gear, etc.). Describe
any necessary safety considerations for staff while collecting the samples (for example, if they are sampling at an outfall
discharging into receiving water with high flows, or sampling in a manhole).

6. Reporting procedures: Describe your reporting procedures and include a blank copy of the assessment form that will be used
during the visual assessments. Most industrial stormwater general permits require that visual assessment reports include the
following:

* Sample location(s)
* Sample collection date and time, and visual assessment date and time for each sample

* The names of individuals, and titles or job positions, collecting the sample and performing visual assessment, and their
signatures

* Nature of the discharge (i.e., runoff or snowmelt)

* Results of observations of the stormwater discharge

* Probable sources of any observed stormwater contamination

» |f applicable, why it was not possible to collect samples within the first 30 minutes of discharge.

The SWPPP should also contain a checklist or list of the water quality parameters that must be observed and documented.

T ——
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Visual Assessment Documentation

Similar to the inspection reports for the
routine facility inspections, you must docu-
ment the results of your visual assessments in
a written report. You should include a blank
copy of your visual assessment report form
that you will use in your SWPPP. An example
of a visual assessment report can be found

in the “Additional MSGP Documentation
Template” on EPA’s website at
www.epa.gov/npdes/pubs/msgp2008_
recordkeepingtemplate.doc.

Digital photos of the samples are recom-
mended, but not required, to document the
condition of the sample and future reference.

9.C Annual Comprehensive Site
Inspections

Most industrial stormwater general permits
require an annual comprehensive site inspec-
tion. The annual comprehensive site inspec-
tion is a more in-depth version of the routine
facility inspection. The annual comprehensive
site inspection evaluates the condition of
control measures, taking into account trends
observed in analytic and visual stormwater
samples taken during the year, and found dur-
ing routine inspections.

Check your general permit to determine if the
comprehensive site inspection needs to be
conducted at a certain time (e.g., by the end
of the fiscal year). Some permits require you
to submit your comprehensive site inspection
findings to the State permit authority as part of
your annual report, typically due shortly after
the end of the fiscal year. EPA’s 2008 MSGP
requires that the annual report be submitted
and postmarked within 45 days of completing
the annual comprehensive site inspection.

The comprehensive site inspection must cover
all areas of the facility affected by the require-
ments of your industrial stormwater general
permit, including all potential stormwater pol-
lutant sources identified in the SWPPP, areas
where control measures are used to comply
with applicable effluent limits, and areas where
spills and leaks have been documented in the
three years prior to the annual comprehensive
site inspection. In addition, the annual inspec-
tion must, as appropriate, include a review of
visual stormwater monitoring data collected
each quarter of the previous year and the
results of the routine site inspections.

SWPPP Tip!
EPA's 2008 MSGP requires you to conduct annual comprehensive
site inspections once during each of the following inspection periods:

Year 1: September 29, 2008 — September 29, 2009

Year 2: September 29, 2009 - September 29, 2010

Year 3: September 29, 2010 — September 29, 2011

Year 4: September 29, 2011 - September 29, 2012

Year 5: September 29, 2012 - September 29, 2013

Comprehensive site inspections must be
conducted by qualified personnel with at least
one member of your stormwater pollution
prevention team participating in the compre-
hensive site inspections.

The annual inspection should be preceded

by evaluation of the year’s visual stormwater
sample observations, analytic monitoring data,
and your routine site inspection findings. The
overall review of the previous year’s visual and
analytic monitoring results will provide you
with areas of focus for the annual inspection;
however, the annual inspection must include
all control measures included in the SWPPP,
regardless of the results from the past visual
assessments and site inspections. Inspecting
all stormwater control measures is meant to
ensure that they are functioning correctly, and,
if not, to correct any deficiency or malfunction.
Accordingly, at the end of the annual compre-
hensive inspection you, and your stormwater
pollution prevention team, should be able to
answer the following questions.

e Are the control measures in place, main-
tained, and operating effectively?

¢ [s the routine site inspection protocol
effective and conducted at the appropriate
frequency?

¢ [f your previous visual samples been were
indicated the presence of pollutants in your
stormwater, and your analytic samples
been found to have high levels of any
benchmark pollutants or other pollutants of
concern, do you suspect that any particular
areas of your site are contributing to these
monitoring results? Do you suspect that the
improper functioning of any stormwater
control measures is contributing to these
monitoring results?

e Is the SWPPP up-to-date regarding all of
the stated control measures and monitoring
schedules?
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Based on the answers to these questions, you
may need to modify your stormwater man-
agement program and to update your SWPPP
to address problems found during your

e R S M B e R s T A P AT

e

on-site and, depending on the requirements
in your stormwater permit, submitted with
your annual report. An example of a compre-
hensive site inspection report can be found

in the “Additional MSGP Documentation
Template” on EPA’s website at
www.epa.gov/npdes/pubs/msgp2008_
recordkeepingtemplate.doc.

inspection.

Comprehensive Site Inspection Documentation

The results, and documentation, of your
annual site inspection must be maintained

What to Include in Your SWPPP

Include in your SWPPP a description of the annual comprehensive site inspection process:
1. Person(s) or positions of person(s) responsible for inspection
Note: Include at least one member of the stormwater pollution prevention team.

2. Schedules for conducting the inspections
Note: Describe when during the year the annual inspection will take place.

3. Describe the list of documents to be reviewed prior to the annual site inspection. This list will typically include:
e The current SWPPP
* All routine inspection reports for the past year
« All visual assessment reports for the past year

» Other documentation that may relate to how your facility complies with stormwater permit requirements, such as
maintenance records, spill records, etc. for the past year.
4. A copy of the current SWPPP site map
Note: A current copy of the site map can be used during the comprehensive site inspection to make sure the inspector is
covering all required areas.

5. Procedures for how the annual inspection will be conducted. Describe how the annual inspection will be conducted,
including which control measures or areas will be inspected and what the inspector will be looking for. Specific items to be
covered by the inspection include:

* |ndustrial materials, residue, or trash that may have or could come into contact with stormwater;

+ Leaks or spills from industrial equipment, drums, tanks, and other containers;

« Offsite tracking of industrial or waste materials, or sediment where vehicles enter or exit the site;
 Tracking or blowing of raw, final, or waste materials from areas of no exposure to exposed areas; and
¢ Control measures needing replacement, maintenance, or repair.

6. A copy of the annual site inspection form you will use.

Note: EPA's 2008 MSGP has a comprehensive site inspection form in Appendix | of EPA's 2008 MSGP. Your annual site
inspection form should contain:

¢ The date of the inspection;

¢ The name(s) and title(s) of the personnel making the inspection;

* Findings from the areas of your facility that were examined;

 All observations relating to the implementation of your control measures including:
— Previously unidentified discharges from the site,
— Previously unidentified pollutants in existing discharges,
— Evidence of, or the potential for, pollutants entering the drainage system;

— Evidence of pollutants discharging to receiving waters at all facility outfall(s), and the condition of and around the
outfall, including flow dissipation measures to prevent scouring, and

— Additional control measures needed to address any conditions requiring corrective action identified during the
inspection.

* Any required revisions to the SWPPP resulting from the inspection;

« Any incidents of noncompliance observed or a certification stating the facility is in compliance with this permit (if there is no
noncompliance); and

» A statement, signed and certified in accordance with Appendix B, Subsection 11 of EPA's 2008 MSGP.
7. A schedule for completing and submitting (if required) the annual site inspection form/report in a timely manner.

e e
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5.0 Documentation of Monitoring
Procedures

Your industrial stormwater general permit may
include requirements to conduct stormwater
discharge monitoring. The type of monitor-
ing you are required to conduct will likely be
based on your type of industrial activity. Not
all types of industrial activity will be required
to collect stormwater discharge samples,
however, if your facility is required to conduct
monitoring (such as benchmark monitoring or
effluent limitation guideline monitoring), you
must describe the procedures you will use to
carry out this monitoring in your SWPPP.

EPA has prepared an Industrial Stormwater
Monitoring and Sampling Guide (available
at www.epa.gov/npdes/stormwater/msgp)

What to Include in Your SWPPP

that will support this guide. The Industrial
Stormwater Monitoring and Sampling Guide
provides a more detailed description of moni-
toring approaches and procedures that are
recommended than is included in this guide.

As a general matter, your stormwater discharge
samples will be taken at your facility’s storm-
water outfall locations, not at locations within
your facility. Some stormwater general permits
allow you to sample at only one outfall when
multiple outfalls at your facility have similar
industrial activities, control measures, exposed
materials, and runoff coefficients. Outfalls that
have these similar characteristics are called
“substantially identical outfalls” or “represen-
tative outfalls.” See your industrial stormwater
general permit for more information.

Include in your SWPPP, a description of the following monitoring requirements:

1. What you need to monitor

Make sure your SWPPP clearly identifies the parameters you need to monitor, and any applicable benchmark concentrations or

effluent limits associated with each parameter.

2. Where you need to monitor

Your site map should identify the outfalls at your facility. In your SWPPP, identify at which outfalls you will be required to
monitor. If you are allowed to sample one of the outfalls that are “substantially identical”, and you plan on using a representative
outfall, include the following documentation in your SWPPP:
» Location of each substantially identical outfall;
» Description of the general industrial activities conducted in the drainage area of each substantially identical outfall;
» Description of the control measures implemented in the drainage area of each substantially identical outfall;
» Description of the exposed materials located in the drainage area of each substantially identical outfall that are likely to be
significant contributors of pollutants to stormwater discharges;
* An estimate of the runoff coefficient of the drainage areas (low = under 40%; medium = 40 to 65%; high = above 65%);
and
» Why the outfalls are expected to discharge substantially identical effluents.
. When you need to monitor
If you are required to monitor, your industrial stormwater general permit will specify a monitoring frequency (typically quarterly
or annually). For each of the parameters you identified above, include in your SWPPP the monitoring frequency. Some permits
also specify exemptions or alternative monitoring periods, which should also be addressed in your SWPPP.

Your SWPPP should also describe the type of storm event that should be monitored. In the 2008 MSGP, EPA requires
monitoring during a storm event those results in an actual discharge from your site (“measurable storm event”) that follows the
preceding measurable storm event by at least 72 hours (3 days).

. How you will conduct the monitoring

Describe in your SWPPP how you will conduct the monitoring, including who will collect the samples. Typically, monitoring is
conducted by taking one grab sample from a discharge resulting from a measurable storm event and collected within the first
30 minutes of a measurable storm event, during normal business hours, when stormwater is discharging from your facility.

Also describe any sample documentation and preservation procedures you plan to use. Some samples may need to be analyzed
within a short time, or may need to be preserved with blue ice before being analyzed.

. Where you will send the sample for analysis

Finally, in your SWPPP, include information about the laboratory where you will send the samples for analysis. Include information
such as lab name and address, any sampling procedures required by the lab, and who will take the samples to the lab.
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Section 6: Completing Your SWPPP

Now that you have conducted a site assessment of your facility, developed maps,
selected control measures, and developed procedures for inspections and monitoring.
You are almost done with your SWPPP! The last step is to make sure all this informa-
tion is organized into a single document (your SWPPP) and to obtain NPDES permit
coverage.

6.A Finish your SWPPP

The information you put together as part of Sections 3 through 5 make up the con-
tents of your SWPPP. There are only two more steps for you to finish before your
SWPPP is complete:

e Conduct a final review of your SWPPP; and

e Sign and certify your SWPPP

Review Your Draft SWPPP

You should review the SWPPP requirements in your industrial stormwater general
permit to ensure that your SWPPP includes all required elements. For example, in the
2008 MSGP, the SWPPP requirements are in Part 5. Check off all the SWPPP permit
requirements as you verify that they have been met. Also, develop a final copy of your
site map and make sure that all required elements are addressed.

EPA recommends that you have both your stormwater pollution prevention team, and
someone who was not involved in developing the SWPPP, review your draft SWPPP.

Sign and Certify Your SWPPP

The last step in completing your SWPPP is to have a facility executive or duly autho-
rized representative of that executive sign and certify that the SWPPP meets all the
requirements in the general permit. This signature demonstrates that the SWPPP was
reviewed by someone who has operational control over the facility (i.e., can commit
resources to implementing the SWPPP and ensuring compliance with the permit).
You should check your general permit to determine which person is required to sign
and certify the SWPPP. Note that the signatory requirements for the 2008 MSGP are
found in Appendix B, Subsection 11 of EPA’s 2008 MSGP.

6.B Obtain NPDES Permit Coverage

Important! Before obtaining permit coverage, you should read the appropriate industrial
stormwater permit and develop your SWPPP.

Most permits require that you develop your SWPPP before you can obtain NPDES per-
mit coverage for your industrial stormwater discharges. However, in some instances,
the permit may provide you with additional time to complete or update a SWPPP after
permit coverage is obtained. Nevertheless, it is recommended that your SWPPP be
completed at least in draft form prior to applying for permit coverage, even in those
States where additional time is granted.

Obtaining Coverage Under a General Permit

To obtain coverage under a State industrial stormwater general permit, you will typi-
cally need to fill out and submit an application form, often called a Notice of Intent or
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NOI. Submitting an NOI form to the permit-
ting authority indicates your certification that
you have met the eligibility requirements for
coverage under the permit, and your agree-
ment to abide by the terms and conditions of
the general permit. Depending on the permit,
you may be authorized to discharge immedi-
ately or at some later time. In some cases, you
are not authorized to discharge until the State
has notified you accordingly. EPA’s 2008 MSGP
(see Part 1.3.1) uses a 30 to 60-day waiting
period following the receipt of a facility’s com-
plete NOI. The waiting period expires when
the permit’s status changes from “waiting” to
“active” on the Agency’s eNOI website.

Read the application requirements in your
general permit for information on the proce-
dures and the specific form you will need to
complete before becoming authorized. Some
States charge an administrative fee to apply for
permit coverage. Before submitting your appli-
cation, you must also make sure that you meet
all eligibility requirements in the permit. For
example, if your facility discharges to one of
several highly protected waters (e.g., a Tier 3
or “Outstanding Natural Resource Water”),
you may not be eligible for coverage under a
general permit and instead may have to file an
application for individual permit coverage.

W SWPPP Tip! ,

Documentation to Support Eligibility
Considerations Under Other Federal Laws

The 2008 MSGP requires that you keep with
your SWPPP the documentation supporting
your eligibility pertaining to endangered species
requirements, historic properties requirements,
and NEPA review requirements described in
the permit (see Part 5.1.6 of the permit). State
industrial stormwater permits may have other
documentation requirements.

6.C Updating Your SWPPP

Your SWPPP is a document that will need to
be reviewed and updated on a regular basis.
Whenever you find the need to change a pro-
cedure that is described in your SWPPP or to
modify a control measure described therein,
you must update the SWPPP to reflect those

Below are some examples of events that, if
they result in a change in control measures or
procedures, will require prompt revision of the
SWPPP to reflect the new facility conditions.

¢ A change in the composition of the storm-
water pollution prevention team or new
responsible official.

e An unauthorized release or discharge (e.g.,
spill, leak, or discharge of non-stormwater
not authorized by this or another NPDES
permit) occurs at your facility.

e A discharge violates a numeric effluent
limit.

e You become aware, or EPA determines, that
your control measures are not stringent
enough for the discharge to meet applicable
water quality standards;

e An inspection or evaluation of your facility
by an EPA official, or local, State, or Tribal
entity, determines that modifications to the
control measures are necessary to meet the
non-numeric effluent limits in this permit.

e Construction or a change in design, opera-
tion, or maintenance at your facility sig-
nificantly changes the nature of pollutants
discharged in stormwater from your facil-
ity, or significantly increases the quantity
of pollutants discharged.

e The average of four quarterly sampling
results exceeds an applicable benchmark.
If less than four benchmark samples have
been taken, but the results are such that
an exceedance of the 4 quarter average is
mathematically certain (i.e., if the sum of
quarterly sample results to date is more
than 4 times the benchmark level) this is
considered a benchmark exceedance, trig-
gering a review of control measures and
possible SWPPP modification.

Remember, revisions to the SWPPP to docu-
ment corrective actions requires a new signed
and dated certification statement by the respon-
sible official. All other changes must be signed
and dated by the person preparing the change.

'SWPPP Tip!

In the interim between the annual inspection and completed SWPPP
revision, keep a copy of the original SWPPP with your handwritten
notes for SWPPP modifications at the facility. Should you be
inspected before the revised SWPPP is complete, the copy with your
notes can be used to demonstrate the changes that will be in the
revised document.

changes as quickly as practicable. Should the
SWPPP require modification to document cor-
rective actions, a new certification statement

must be signed and dated upon completion of
the revision.
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Section 7: Keeping Records of Your
Implementation Activities

Completing your SWPPP and obtaining NPDES permit coverage is an important step
towards complying with your State or EPA Clean Water Act requirements. Having
completed these steps, you are now ready to begin documenting your compliance
with the requirements of your permit. EPA’s 2008 MSGP and many State permits
require you to keep records of any activities at your site that are related to your com-
pliance, such as conducting inspections, visual assessments, stormwater discharge
monitoring, and corrective actions.

As you conduct inspections, monitoring, corrective actions, and other permit imple-
mentation activities, you will generate additional records, such as inspection reports
and monitoring results. Keep this additional documentation on-site with your SWPPP,
and ensure these records are accessible, complete, and up-to-date so that they demon-
strate your full compliance with the conditions of your permit.

Some examples of this additional documentation include:

e Permit records - copies of the NOI or permit application submitted, any letters
received from the permitting authority, and a copy of your general permit.

e Spill records - dates of any incidences of significant spills, leaks, or other releases
that resulted in a discharge of pollutants, the circumstances leading to the release,
actions taken in response to the release, and measures taken to prevent the recur-
rence of a release.

e Employee training records — keep copies of all employee training records, including
dates, who was trained, and the training topics.

e Maintenance records - retain copies of all maintenance and repairs of control mea-
sures, including dates of regular maintenance, dates when maintenance needs were
discovered, and dates when control measures were returned to full function.

e [nspection records - keep copies of all routine facility
inspection reports, quarterly visual assessment reports, SWPPP Tip!
and annual comprehensive site inspection reports.

e Monitoring records - retain records of all sampling For 2008 MSGP permit holders, the list of
results including data collection forms, lab results, and additional documentation requirements can be

. A ane found in Part 5.4 of the permit. Also, EPA has
discharge monitoring reports (DMRs). developed an “Additional MSGP Documentation

e Corrective action records - keep records of any cor- Template” with sample forms that you can
rective actions and follow-up activities conducted to download from www.epa.gov/npdes/stormwater/
demonstrate compliance with the permit. msgp to help you organize this information.

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators




Section 8: Common Gompliance
Problems at Industrial Facilities

The following are common problems found during inspections of industrial sites
conducted by EPA. These are provided to assist you in developing and maintaining
an effective SWPPP. As a general matter, it is not enough to simply have a completed
SWPPP at your site. To establish compliance with your permit’s limits and condi-
tions, you must also implement the procedures, and install and maintain the control
measures, described in your SWPPP, and make modifications as necessary to improve
your performance.

You should review these common compliance problems and consider how your
SWPPP, or how your implementation of the procedures described in your SWPPP, can
be modified to ensure you are not making the same mistakes.

1. No SWPPP developed. Some facilities do not realize that they
need to develop a SWPPP, or they may copy a generic SWPPP or
a SWPPP for another facility. A SWPPP is a site-specific plan and
should address only your facility.

2. Control measures described in SWPPP not used. The SWPPP
identifies stormwater control measures that are not actually being
used at the site. The stormwater regulations hold you responsible
for effectively implementing all control measures identified in your
SWPPP. If your SWPPP has identified control measures not being
used at your site, you need to edit your SWPPP accordingly to
accurately reflect those measures you are in fact using.

Tetra Tech

3. No SWPPP on-site. A copy of the SWPPP is not available on-site Figure 16. Good housekeeping is probably the
for review when a permitting authority or other regulatory agency most common BMP in SWPPPs. Poor sweeping
inspects your site. You are responsible for maintaining a copy practices can contribute significant pollutants in
on-site at all times. If your SWPPP is being updated off-site, keep stormwater runoff.

a marked-up copy on-site or an electronic copy until the revised
SWPPP arrives.

4. SWPPP not signed. The responsible facility representative did not sign and
authorize the current version of the SWPPP.

5. Stormwater pollution prevention team not up-to-date. The stormwater pollution
prevention team identified in the SWPPP is not current. This is particularly
a problem at facilities with high turnover. Remember, you can identify team
members by title rather than by name if high turnover makes it difficult to keep a
current list of names.

6. On-site staff not familiar with SWPPP. Upon arrival of an inspector, no one
familiar with the stormwater program is available. A common permit requirement
is that at least one employee per shift is familiar with the stormwater program and
has access to the relevant files.
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Tetra Tech

Figure 17. Leaking dumpsters can introduce
pollutants into stormwater runoff.

Improper collection of visual assessment
samples. Visual stormwater samples are
collected from pooled areas on site. Pooled
areas tend to concentrate pollutants and
are not representative, unless the contents
of the pooled areas flow off of the facility
(this is to your disadvantage).

Uncovered dumpsters. Dumpsters that
receive metal waste are not covered or
contained. Dumpsters from contract waste
collection agencies are often not appro-
priately sealed and can leak oils or other
contaminants.

SWPPP Tip!

SWPPP Availability — Keep a copy of the
current, signed and certified SWPPP at your
facility, and make it available to EPA, State,
local agency or other regulatory agency staff

at the time of an onsite inspection or upon
request. The SWPPP should also be made easily
available to facility staff, and should be readily
referred to during regular facility operations to
ensure that all activities are implemented as
described in the SWPPP.

9. Poor employee/contract staff training.
Employees or contract staff are not famil-
iar with your stormwater management
program. You are responsible for educat-
ing employees and contractors because if
they release pollutants at your facility, you
are responsible. If you use contractors,
they should be referred to in your SWPPP
and required to be trained as a part of the
contract.

10. Inspection or monitoring records are not
kept with the SWPPP. Records of routine
site inspections, visual assessments, or
monitoring results are not available with
the SWPPP for review. All records on
implementation of practices required in
the permit must be kept with the SWPPP
(see Section 6.C for more information).
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Resources

EPA, 2008 Multi-Sector General Permit, issued September 29, 2008
(available at www.epa.gov/npdes/stormwater/msgp).

EPA’s Stormwater Website - www.epa.gov/npdes/stormwater

Industrial Stormwater Resource Locator - www.envcap.org/iswrl/

EPA’s Industrial Stormwater Website - www.epa.gov/npdes/stormwater/indust

EPA’s 2008 MSGP Website - www.epa.gov/npdes/stormwater/msgp

The Industrial Stormwater and MSGP Websites have a number of resources and tools to aid MSGP
permittees, which include:

Annual Reporting Form - Permittees can use this form to report their annual comprehensive
site inspection and corrective actions to EPA.

Conditional “No Exposure” Exclusion - Industrial facilities can use this form to certify that their
industrial materials and operations are not exposed to stormwater.

Developing your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators -
Provides guidance on how to develop a SWPPP that meets the requirements of the 2008 MSGP.

Electronic Notice of Intent (eNOI) System - Allows permittees to quickly apply for permit
coverage under EPA’s 2008 MSGP.

Industrial Stormwater Monitoring and Sampling Guide - Provides guidance on how to meet the
monitoring and sampling requirements in the 2008 MSGP.

Industrial Sector Fact Sheets - These fact sheets summarize the types of facilities included that
sector, the pollutants associated with this sector, and the types of stormwater control measures
generally used.

List of Tier 2 and Tier 3 Waters - Lists of waters currently designated by states as Tier 2 or Tier
3 for antidegradation purposes to help you complete your NOI.

MSGP Discharge Monitoring Report (MDMR) - Permittees can use this paper copy form to
submit monitoring data to EPA.

Reporting MSGP Monitoring Data - Allows permittees to electronically file all benchmark,
effluent limitation guidelines, and impaired waters monitoring data through the eNOI system.

Sample MSGP SWPPP Template - Industrial facilities can use the “Industrial SWPPP Template”
to create their own SWPPPs.

Sample Recordkeeping Templates - Use the sample templates and forms to keep records of your
monitoring, inspection, maintenance, visual evaluation, and corrective action activities.

Search, Sort, and View Industrial NOIs - Searchable database of stormwater notices of intent
(NOIs) for industrial facilities seeking coverage under EPA’s MSGP.

Water Locator Tool - Helps industrial facilities pinpoint their site’s latitude and longitude,
receiving water, and impairment status of the water, applicable total maximum daily loads
(TMDLs), and potential pollutants of concern.

EPA’s NPDES Authorization Status Website - www.epa.gov/npdes/stormwater/authorizationstatus

EPA’s Menu of National Stormwater BMPs - www.epa.gov/npdes/stormwater/menuofbmps

Industrial Stormwater Permit Guide - www.pneac.org/stormwater/
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Appendix A: MSGP SWPPP Template

EPA has created a template to assist operators in developing an industrial SWPPP that
addresses the requirements in the 2008 MSGP. The template includes instructions and
space to help operators document activities specific to their facility, such as:

Facility Description and Contact Information

Potential Pollutant Sources

Stormwater Control Measures

Schedules and Procedures for Monitoring

Inspections

Documentation to Support Eligibility Considerations under Other Federal Laws
SWPPP Certification

SWPPP Modifications

SWPPP Attachments

A customizable Microsoft Word version of the MSGP SWPPP Template is available for
download from www.epa.gov/npdes/stormwater/msgp.

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators




Appendix B: Additional MSGP
Documentation Template

EPA has created a template to assist 2008 MSGP permit holders in collecting the addi-
tional documentation required during implementation of the permit. The Additional
MSGP Documentation Template includes example forms and tables to help permittees
document activities related to:

Significant spills, leaks or other releases

Employee training

Maintenance

Routine Facility Inspection Reports

Quarterly Visual Assessment Reports
Comprehensive Site Inspection Reports

Monitoring results

Deviations from assessment or monitoring schedule
Benchmark Exceedances

Impaired Waters Monitoring: Documentation of Natural Background Sources or
Non-Presence of Impairment Pollutant

Active/Inactive status change
SWPPP Amendment Log

The Additional MSGP Documentation template can be downloaded in Microsoft Word
format at www.epa.gov/npdes/stormwater/msgp.

Developing Your Stormwater Pollution Prevention Plan: A Guide for Industrial Operators

a1




44

B ) Acme Scrap Metal Recycling Yard Site Map
i i Detation a2 110 Willowbrook Road, Anywhere, USA 00011
Pl SWPPP Contact: John Doe (111) 999-0000

Cook Run 3

ool DI Covered Dumpster Symbols:

e : Covered Plastic
- S — Recyciing Bay

Speed Bump

Concrete Curbing - Approximate Facility Operation
Area Boundry

-------- Storm Sewer

I | Crane Covered Aluminum - .
\ / Racychnig Bay Sanitary Sewer

\ ; Flow Path
|:| \ X 7 Acronym List:
~ e sD

—— Storm Drain
Pived DI Drop Inlet
O] 2
Non-Ferrous metal

Solid Waste Can (General Location)
wWOoT Waste Oil Tank
ETS Empty Tank Storage
X AST Above Ground Storage Tank
\ v"‘::"h MS4  Municipal Separate Storm Sewer System
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storage bins

HPR Hot Water Heater Pressure Relief Pipe (potable
water)
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Equipment
I Maintenance Garage
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Truck Parking OSWC ‘ Maintenance Garage transmission fluid, parts washer, and

({)‘ paint
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ETS: Empty Tank Residual oil, lubricants, hydraulic
Storage fluid
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AST: Above Ground Two 1000 gallon ASTs, Diesel and
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INDUSTRIAL STORMWATER

FACT SHEET SERIES

¢

U.S. EPA Office of Water
EPA-833-F-06-019
December 2006

What is the NPDES stormwater permitting program for industrial
activity?

Activities, such as material handling and storage, equipment maintenance and cleaning, industrial
processing or other operations that occur at industrial facilities are often exposed to stormwater. The

runoff from these areas may discharge pollutants directly into nearby waterbodies or indirectly via
storm sewer systems, thereby degrading water quality.

In 1990, the U.S. Environmental Protection Agency (EPA) developed permitting regulations under the
National Pollutant Discharge Elimination System (NPDES) to control stormwater discharges associated
with eleven categories of industrial activity. As a result, NPDES permitting authorities, which may be
either EPA or a state environmental agency, issue stormwater permits to control runoff from these
industrial facilities.

What types of industrial facilities are required to obtain permit
coverage?

This fact sheet discusses stormwater discharges from asphalt paving and roofing materials
manufacturers and lubricant manufacturers as described by Standard Industrial Classification (SIC)
Major Group 29. Only facilities that perform the following operations require coverage under an
industrial stormwater permit:

¢ Asphalt paving mixtures and blocks (SIC 2951)

¢ Asphalt felts and coatings (SIC 2952)

¢ Lubricating oils and lubricating oils and greases (SIC 2992)

® Products of petroleum and coal not elsewhere classified (SIC 2999)

Not discussed in this fact sheet are renderers of fats and oils (see Fact Sheet U (EPA-833-F-06-036)
for food and kindred products), oil recycling facilities (see Fact Sheet N (EPA-833-F-06-029) for scrap
recycling facilities), or petroleum refining facilities.

What does an industrial stormwater permit require?

Common requirements for coverage under an industrial stormwater permit include development of
a written stormwater pollution prevention plan (SWPPP), implementation of control measures, and
submittal of a request for permit coverage, usually referred to as the Notice of Intent or NOI. The
SWPPP is a written assessment of potential sources of pollutants in stormwater runoff and control
measures that will be implemented at your facility to minimize the discharge of these pollutants

in runoff from the site. These control measures include site-specific best management practices
(BMPs), maintenance plans, inspections, employee training, and reporting. The procedures detailed
in the SWPPP must be implemented by the facility and updated as necessary, with a copy of the
SWPPP kept on-site. The industrial stormwater permit also requires collection of visual, analytical,
and/or compliance monitoring data to determine the effectiveness of implemented BMPs. For more
information on EPA's industrial stormwater permit and links to State stormwater permits, go to
www.epa.gov/npdes/stormwater and click on “Industrial Activity.”
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What pollutants are associated with activities at my facility?

Pollutants conveyed in stormwater discharges from facilities involved with the manufacturing of
asphalt, roofing materials, and lubricants will vary. There are a number of factors that influence to
what extent industrial activities and significant materials can affect water quality.

® Geographic location

Topography
Hydrogeology

® 6 6 6 0 o

® Type, duration, and intensity of precipitation events

Size of the operation

Extent of impervious surfaces (e.g., concrete or asphalt)
Type of ground cover (e.g., vegetation, crushed stone, or dirt)
Outdoor activities (e.g., material storage, loading/unloading, vehicle maintenance)

The activities, pollutant sources, and pollutants detailed in Table 1 are commonly found at asphalt
paving and roofing materials manufacturers and lubricant manufacturing facilities.

Table 1. Common Activities, Pollutant Sources, and Associated Pollutants at Asphalt Paving and
Roofing Materials Manufacturers and Lubricant Manufacturing Facilities

Activity

l Pollutant Source

| Pollutant

Asphalt Paving and Roofing Materials

Outdoor stockpiling of
materials

Exposure of aggregate (sand, stone,
limestone, gravel, etc.) to precipitation

Total suspended solids (TSS), total dissolved
solids (TDS) biochemical oxygen demand
(BODS5), chemical oxygen demand (COD), oil and
grease (O&G), benzene, methylene blue active
substances (MBAS), metals, pH

Storage of materials in
above-ground tanks

Leakage from tanks

TSS, TDS, BODS5, COD, O&G, benzene, MBAS,
metals, pH

Transport of materials by
a conveyor or front-end
loader

Exposed materials and potential spills

TSS, TDS, BODS5, COD, O&G, benzene, MBAS,
metals, pH

Lubricating Oils and Greases

Storage of raw materials

Spills and leaks of materials from tank
farms or 55-gallon drums

Petroleum or synthetic-based stocks and various
additives, O&G, pH

Vehicle and equipment
maintenance

Parts cleaning, waste disposal of rags, oil
filters, air filters, batteries, hydraulic fluids,
transmission fluids, brake fluids, coolants,
lubricants, degreasers, spent solvents

Gas/diesel fuel, fuel additives, oil/lubricants,
heavy metals, brake fluids, transmission fluids,
chlorinated solvents, arsenic

Vehicle and equipment
fueling

Spills and leaks during fuel transfer, spills
due to “topping off” tanks, runoff from
fueling areas, washdown of fueling areas,
leaking storage tanks, spills of oils, brake
fluids, transmission fluids,

Gas/diesel fuel, fuel additives, oil, lubricants,
heavy metals

What BMPs can be used to minimize contact between stormwater
and potential pollutants at my facility?

A variety of BMP options may be applicable to eliminate or minimize the presence of pollutants
in stormwater discharges from asphalt paving and roofing materials manufacturers and lubricant

manufacturing facilities. You will likely need to implement a combination or suite of BMPs to address
stormwater runoff at your facility. Your first consideration should be for pollution prevention BMPs,

EPA-833-F-06-019 2
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which are designed to prevent or minimize pollutants from entering stormwater runoff and/or reduce
the volume of stormwater requiring management. Prevention BMPs can include regular cleanup,
collection and containment of debris in storage areas, and other housekeeping practices, spill control,
and employee training. It may also be necessary to implement treatment BMPs, which are engineered
structures intended to treat stormwater runoff and/or mitigate the effects of increased stormwater
runoff peak rate, volume, and velocity. Treatment BMPs are generally more expensive to install and
maintain and include oil-water separators, wet ponds, and proprietary filter devices.

BMPs must be selected and implemented to address the following:

Good Housekeeping Practices

Good housekeeping is a practical, cost-effective way to maintain a clean and orderly facility to prevent
potential pollution sources from coming into contact with stormwater. It includes establishing proto-
cols to reduce the possibility of mishandling materials or equipment and training employees in good
housekeeping techniques. Common areas where good housekeeping practices should be followed in-
clude trash containers and adjacent areas, material storage areas, vehicle and equipment maintenance
areas, and loading docks. Good housekeeping practices must include a schedule for regular pickup and
disposal of garbage and waste materials and routine inspections of drums, tanks, and containers for
leaks and structural conditions. Practices also include containing and covering garbage, waste materi-
als, and debris. Involving employees in routine monitoring of housekeeping practices has proven to
be an effective means of ensuring the continued implementation of these measures.

Minimizing Exposure

Where feasible, minimizing exposure of potential pollutant sources to precipitation is an important
control option. Minimizing exposure prevents pollutants, including debris, from coming into contact
with precipitation and can reduce the need for BMPs to treat contaminated stormwater runoff. It can
also prevent debris from being picked up by stormwater and carried into drains and surface waters.
Examples of BMPs for exposure minimization include covering materials or activities with temporary
structures (e.g., tarps) when wet weather is expected or moving materials or activities to existing

or new permanent structures (e.g., buildings, silos, sheds). Even the simple practice of keeping a
dumpster lid closed can be a very effective pollution prevention measure.

Erosion and Sediment Control

BMPs must be selected and implemented to limit erosion on areas of your site that, due to
topography, activities, soils, cover, materials, or other factors are likely to experience erosion. Erosion
control BMPs such as seeding, mulching, and sodding prevent soil from becoming dislodged and
should be considered first. Sediment control BMPs such as silt fences, sediment ponds, and stabilized
entrances trap sediment after it has eroded. Sediment control BMPs should be used to back-up
erosion control BMPs.

Management of Runoff

Your SWPPP must contain a narrative evaluation of the appropriateness of stormwater management
practices that divert, infiltrate, reuse, or otherwise manage stormwater runoff so as to reduce the
discharge of pollutants. Appropriate measures are highly site-specific, but may include, among others,
vegetative swales, collection and reuse of stormwater, inlet controls, snow management, infiltration
devices, and wet retention measures.

A combination of preventive and treatment BMPs will yield the most effective stormwater
management for minimizing the offsite discharge of pollutants via stormwater runoff. Though not
specifically outlined in this fact sheet, BMPs must also address preventive maintenance records or
logbooks, regular facility inspections, spill prevention and response, and employee training.

EPA-833-F-06-019 3
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All BMPs require regular maintenance to function as intended. Some management measures have
simple maintenance requirements, others are quite involved. You must regularly inspect all BMPs to
ensure they are operating properly, including during runoff events. As soon as a problem is found,
action to resolve it should be initiated immediately.

Implement BMPs, such as those listed below in Table 2 for the control of pollutants at asphalt paving
and roofing materials manufacturers and lubricant manufacturing facilities, to minimize and prevent
the discharge of pollutants in stormwater. Identifying weaknesses in current facility practices will aid
the permittee in determining appropriate BMPs that will achieve a reduction in pollutant loadings.
BMPs listed in Table 2 are broadly applicable to asphalt paving and roofing materials manufacturers
and lubricant manufacturing facilities; however, this is not a complete list and you are recommended
to consult with regulatory agencies or a stormwater engineer/consultant to identify appropriate BMPs
for your facility.

Table 2. BMPs for Potential Pollutant Sources at Asphalt Paving and Roofing Materials
Manufacturers and Lubricant Manufacturing Facilities

Pollutant Source BMPs

Material storage, O Cover material storage and handling areas with an awning, tarp, or roof.
handling, and ] _ ) _
processing O Confine storage to designated and labeled areas outside of drainage pathways and away from

surface waters

O Practice good stockpiling practices such as: storing materials on concrete or asphalt pads;
surrounding stockpiles with diversion dikes or curbs; and revegetating areas used for
stockpiling in order to slow runoff.

O Use curbing, diking, or channelization around material storage, handling and processing areas
to divert run-on around areas where it can come into contact with material stored or spilled on
the ground.

O Utilize secondary containment measures such as dikes or berms around asphalt storage tanks
and fuel oil tanks.

O Use dust collection systems (i.e., baghouses) to collect airborne particles generated as a result
of material handling operations or aggregate drying.

Q Promptly dispose of waste materials from dust collection systems and other operations.

O Remove spilled material and dust from paved portions of the facility by shoveling and
sweeping on a regular basis.

O Utilize catch basins to collect potentially contaminated stormwater.

O

Develop and implement spill prevention plans to prevent contact of runoff with spills of
significant materials.

(W]

Clean material handling equipment and vehicles to remove accumulated dust and residue on a
regular basis.

Use a detention pond or sedimentation basin to reduce suspended solids.
Use an oil/water separator to reduce the discharge of oil/grease.
Maintain up-to-date material inventory.

Maintain dry, clean floors and ground surfaces.

0O 000 d

Train employees in good housekeeping, spill prevention and control, and materials
management procedures.

EPA-833-F-06-019 4
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Table 2. BMPs for Potential Pollutant Sources at Asphalt Paving and Roofing Materials
Manufacturers and Lubricant Manufacturing Facilities (continued)

Pollutant Source

BMPs

Storage of
Petroleum, synthetic-
based stocks and

a

If area is uncovered, connect sump outlet to sanitary sewer (if possible) or an oil/water
separator, catch basin filter, etc. If connecting to a sanitary sewer check with the system
operator to ensure that the discharge is acceptable. If implementing separator or filter

additives technologies ensure that regular inspections and maintenance procedures are in place.

Q Develop and implement spill plans.

Q Train employees in spill prevention and control.

Above ground tanks

Q Provide secondary containment, such as dikes, with a height sufficient to contain a spill
(the greater of 10 percent of the total enclosed tank volume or 110 percent of the volume
contained in the largest tank).

Q If containment structures have drains, ensure that the drains have valves, and that valves
are maintained in the closed position. Institute protocols for checking/testing stormwater in
containment areas prior to discharge.

O Use double-walled tanks with overflow protection.

O Keep liquid transfer nozzles/hoses in secondary containment area.

Portable containers/drums

O Keep liquid transfer nozzles/hoses in secondary containment area.

Q Store drums indoors when possible.

QO Store drums, including empty or used drums, in secondary containment with a roof or cover
(including temporary cover such as a tarp that prevents contact with precipitation).

O Provide secondary containment, such as dikes or portable containers, with a height sufficient
to contain a spill (the greater of 10 percent of the total enclosed tank volume or 110 percent
of the volume contained in the largest tank).

Q Clearly label drum with its contents.

Vehicle and O Conduct fueling operations (including the transfer of fuel from tank trucks) on an impervious
equipment fueling or contained pad or under a roof or canopy where possible. Covering should extend beyond
spill containment pad to prevent rain from entering.

O When fueling in uncovered area, use a concrete pad (asphalt is not chemically resistant to the
fuels being handled).

O Use drip pans where leaks or spills of fuel can occur and where making and breaking hose
connections.

O Use fueling hoses with check valves to prevent hose drainage after filling.

O Use spill and overflow protection devices.

O Keep spill cleanup material readily available. Clean up spills and leaks immediately.

Q Minimize/eliminate run-on into fueling areas with diversion dikes, berms, containment
trenches, curbing or other equivalent measures.

O Collect stormwater runoff and provide treatment or recycling.

O Use dry cleanup methods for fuel area rather than hosing down the fuel area. Follow
procedures for sweeping up absorbents as soon as spilled substances have been absorbed.

Q Provide curbing or posts around fuel pumps to prevent collisions from vehicles.

O Discourage “topping off” of fuel tanks.

O Regularly inspect and perform preventive maintenance on fuel storage tanks to detect
potential leaks before they occur.

O Inspect the fueling area for leaks and spills.

O Train employees on vehicle fueling BMPs.

EPA-833-F-06-019
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Sector D: Asphalt Paving and Roofing Materials Manufacturers B T —
and Lubricant Manufacturers '

Table 2. BMPs for Potential Pollutant Sources at Asphalt Paving and Roofing Materials
Manufacturers and Lubricant Manufacturing Facilities (continued)

Pollutant Source

BMPs

Vehicle and
equipment
maintenance

Good Housekeeping

Q Eliminate floor drains that are connected to the storm or sanitary sewer; if necessary, install a
sump that is pumped regularly. Collected wastes should be properly treated or disposed of by
a licensed waste hauler.

QO Do all cleaning at a centralized station so the solvents stay in one area.
Q If parts are dipped in liquid, remove them slowly to avoid spills.

O Use drip pans, drain boards, and drying racks to direct drips back into a fluid holding tank for
reuse.

Q Drain all parts of fluids prior to disposal. Qil filters can be crushed and recycled.

Q Promptly transfer used fluids to the proper contaiher; do not leave full drip pans or other open
containers around the shop. Empty and clean drip pans and containers.

Q Clean up leaks, drips, and other spills without using large amounts of water. Use absorbents
for dry cleanup whenever possible.

Q Prohibit the practice of hosing down an area where the practice would result in the discharge
of pollutants to a stormwater system.

Q Do not pour liquid waste into floor drains, sinks, outdoor storm drain inlets, or other storm
drains or sewer connections.

O

Maintain an organized inventory of materials.

Q Eliminate or reduce the number and amount of hazardous materials and waste by substituting
nonhazardous or less hazardous materials.

O

Label and track the recycling of waste material (e.g., used oil, spent solvents, batteries).

O

Store batteries and other significant materials indoors.

QO Dispose of greasy rags, oil filters, air filters, batteries, spent coolant, and degreasers in
compliance with RCRA regulations.

Minimizing Exposure

O Perform all cleaning operations indoors or under covering when possible. Conduct the
cleaning operations in an area with a concrete floor with no floor drainage other than to
sanitary sewers or treatment facilities.

Q If operations are uncovered, perform them on concrete pad that is impervious and contained.

Q Park vehicles and equipment indoors or under a roof whenever possible and maintain proper
control of oil leaks/spills.

Q Check vehicles closely for leaks and use pans to collect fluid when leaks occur.
Management of Runoff

Q Use berms, curbs, grassed swales or other diversion measures to ensure that stormwater
runoff from other parts of the facility does not flow over the maintenance area.

Q Collect the stormwater runoff from the cleaning area and provide treatment or recycling.
Discharge vehicle wash or rinse water to the sanitary sewer (if allowed by sewer authority),
wastewater treatment, a land application site, or recycle onsite. DO NOT discharge washwater
to a storm drain or to surface water.

Inspections and Training
O Inspect the maintenance area regularly to ensure BMPs are implemented.

Q Train employees on proper waste control and disposal procedures.

EPA-833-F-06-019
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What if activities and materials at my facility are not exposed to
precipitation?

The industrial stormwater program requires permit coverage for a number of specified types of
industrial activities. However, when a facility is able to prevent the exposure of ALL relevant activities
and materials to precipitation, it may be eligible to claim no exposure and qualify for a waiver from
permit coverage.

If you are regulated under the industrial permitting program, you must either obtain permit coverage
or submit a no exposure certification form, if available. Check with your permitting authority for
additional information as not every permitting authority program provides no exposure exemptions.

Where do I get more information?

For additional information on the industrial stormwater program see
www.epa.gov/npdes/stormwater/msgp.

A list of names and telephone numbers for each EPA Region or state NPDES permitting authority can
be found at www.epa.gov/npdes/stormwatercontacts.

References

Information contained in this Fact Sheet was compiled from EPA's past and current Multi-Sector
General Permits and from the following sources:

¢ City of Phoenix, Street Transportation Department, Storm Water Management Section. 2004.
Prevent Stormwater Contamination Best Management Practices for: Section D - Asphalt Paving
and Roofing Materials and Lubricant Manufacturers. SIC Codes: 2951, 2952, 2992, 2999.

http://phoenix.gov/STREETS/asphroof.pdf

¢ New Jersey Department of Environmental Protection, Division of Water Quality. “Stormwater
Discharge General Permits: Hot Mix Asphalt Producers (HMAP) General Permit (R4).”

www.nj.gov/dep/dwq/gp_stormwater.htm#asphalt

¢ Orange County, California, Watershed & Coastal Resources Division. Concrete and Asphalt
Production, Application, and Cutting.
www.ocwatersheds.com/StormWater/documents_bmp_existing_development.asp#ind

@ Pierce County Washington, Public Works and Utilities. “Best Management Practices for
Commercial and Industrial Activities.”

www.co.pierce.wa.us/xml/services/home/environ/water/cip/swmmanual/stakeholders/
SWMM%20V4-C4_1.pdf

€ USEPA. 1992. Stormwater Management for Industrial Activities: Developing Pollution
Prevention Plans and Best Management Practices. EPA-832-R-92-006.

www.epa.gov/npdes/stormwater

¢ USEPA Office of Science and Technology. 1999. Preliminary Data Summary of Urban
Stormwater Best Management Practices. EPA-821-R-99-012
www.epa.gov/0OST/stormwater/

¢ USEPA, Office of Wastewater Management. NPDES Stormwater Multi-Sector General Permit for
Industrial Activities (MSGP).

www.epa.gov/npdes/stormwater/msgp
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Table 3.2 Comprehensive Possible Pollutant Source and BMP Guide

Pollutant Source

BMPs

Metal Fabricating Areas

Sweep fabrication areas frequently to avoid heavy accumulation of steel ingots, fines, and
scrap.

Absorb dust through a vacuum system to avoid accumulation on roof tops and onto the
ground.

Sweep all accessible paved areas on a regular basis.

Maintain floors in a clean and dry condition using dry cleanup techniques.

Remove waste and dispose of regularly.

Train employees on good housekeeping measures.

Raw Material

Storage Areas

Store materials in a covered area whenever possible.

Organize storage areas so there is easy access in case of a spill.

Label stored materials to aid in identifying spill contents.

Minimize the amount of material stored to avoid corrosive activity from long-term exposed
materials.

Dike or berm the area to prevent or minimize run-on.

Keep area neat and orderly; stack neatly on pallets or off the ground.

Cover exposed materials.

Receiving, Unloading, &

Loading Areas

Conine loading/unloading activities to designated areas outside drainage pathways and
away from surface waters. '

Close storm drains during loading/unloading activities in surrounding areas.

Use a dead-end sump where materials could be directed.

Inspect containers for leaks or damage prior to loading/unloading.

Avoid loading/unloading materials in the rain or provide cover or other protection for
loading docks. .

Provide diversion berms, dikes or grassed swales around the perimeter of the area to limit
run-on. -

Cover loading and unloading areas and perform these activities on an impervious pad to
enable easy collection of spilled materials.

Slope the impervious concrete floor or pad to collect spills and leaks and convey them to
proper containment and treatment.

Provide overhangs or door skirts to enclose trailer ends at truck loading/unloading docks.

For rail transfer, a drip pan shall be installed within the rails to collect spillage from the tank.

Where liquid or powdered materials are transferred in bulk to/from truck or rail cars,
ensure hose connection points at storage containers are inside containment areas, or drip
pans are used in areas where spillage may occur which are not in a containment area.

Enclose material handling systems.

Cover materials entering and leaving areas.

Use dry cleanup methods instead of washing the areas down.

Regularly sweep area to minimize debris on the ground.

Provide dust control if necessary. When controlling dust, sweep and/or apply water or
materials that will not impact surface or ground water.

Develop and implement spill prevention, containment, and countermeasure {SPCC) plans.

Train employees in spill prevention, control, cleanup, and proper materials management

techniques.
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Pollutant Source

BMPs

Heavy Equipment

Storage Areas

Vehicles should be stored indoors when possible.

Provide covering for outdoor storage areas.

Divert drainage to the grass swales, filter strips, retention ponds, or holding tanks.

Direct drainage systems away from high traffic areas into collection systems.

Clean equipment prior to storage.

Metal Working Fluid

Areas

Store used metal working fluid with fine metal dust indoors.

Use tight sealing lids on all fluid containers.

Use straw, clay absorbents, sawdust, or synthetic absorbents to conine or contain any spills.

Establish recycling programs for used fluids when possible.

Conduct daily inspections of each machine to identify problems and trends and reduce fluid
waste.

Use pumps, spigots, and funnels when transferring metal working fluid to reduce the
amount of lost fluid and the risk of spilling fluids

Fix leaking seals and gadgets to prevent leaks.

Unprotected Liquid
Storage Tanks

if area is uncovered, connect sump outlet to sanitary sewer (if possible} or an oil/water
separator, catch basin filter, etc. If connecting to a sanitary sewer check with the system
operator to ensure that the discharge is acceptable. If implementing separator or filter
technologies ensure that regular inspections and maintenance procedures are in place.

Develop and implement spill plans.

Train employees in spill prevention and control.

Above Ground Tanks

Provide secondary containment, such as dikes, with a height sufficient to contain a spill {the
greater of 10 percent of the total enclosed tank volume or 110 percent of the volume
contained in the largest tank).

If containment structures have drains, ensure that the drains have valves, and that valves
are maintained in the closed position. Institute protocols for checking/testing stormwater in
containment areas prior to discharge.

Use double-walled tanks.

Keep liquid transfer nozzles/hoses in secondary containment area.

Include overflow protection.

Portable
containers/drums

Store drums indoors when possible.

Store drums, including empty or used drums, in secondary containment with a roof or cover
(including temporary cover such as a tarp that prevents contact with precipitation).

Provide secondary containment, such as dikes or portable containers, with a height
sufficient to contain a spill (the greater of 10 percent of the total enclosed tank volume or
110 percent of the volume contained in the largest tank).

Clearly label drum with its contents.

Chemical cleaners and

rinse water

Use drip pans and other spill devices to collect spills or solvents and other liquid cleaners.

Recycle wastewater.

Store recyclabie waste indoors or in covered containers.

Substitute nontoxic cleaning agents when possible.

Raw Steel Collection

Areas

Keep collection areas clean.

Keep materials in a covered storage bin or inside until pickup.

Collect scrap metals, fines, iron dust and store under cover and recycle.
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Paints and Painting

Equipment

Paint and sand indoors when possible.

If done outside, enclose sanding and painting areas with tarps or plastic sheeting.

Avoid painting and sandblasting operations outdoors in windy weather conditions.

Use tarps, drip pans, or other spill collection devices to contain and collect spills.

Use effective spray equipment that delivers more paint to the target and less overspray.

Mix paints and solvents in designated areas away from drains, ditches, piers, and surface
waters, preferably indoors or under cover

Have absorbent and other cleanup items readily available for immediate cleanup of spills.

Allow empty paint cans to dry before disposal.

Keep paint and paint thinner away from traffic areas to avoid spills.

Recycle paint, paint thinner, and solvents.

Establish and implement effective inventory control to reduce paint waste, including tracking
date received and expiration dates.

Use water-based paints when possible.

Train employees to use the spray equipment properly.

Metal Chip Storage

Areas

Store waste chips indoors, if possible.

Cover outdoors chip storage containers.

Place chip storage containers on asphalt or concrete surfaces.

Be sure fluid has completely drained before placing chips in storage containers.

Continue draining fluids, if necessary. This can be done as simply as tilting containers
towards one end and allowing excess fluids to drain through a hole into a residue container.

Inspect area for leaks or spills.

Monitor and maintain containers on a regular basis. Empty storage or residue containers and
do not allow them to overflow.

Management of

Runoff

Use berms, curbs, grassed swales or similar means to ensure that stormwater runoff from
other parts of the facility does not flow over the maintenance area.

Equipment/Vehicle
and Maintenance
Areas

Inspections and

Training

Collect the stormwater runoff from the cleaning area and providing treatment or recycling.

Discharge vehicle wash or rinse water to the sanitary sewer (if allowed by
sewer authority), wastewater treatment, a land application site, or recycled on-site. Do not
discharge wash water to a storm drain or to surface water.
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Vehicle Fueling

Conduct fueling operations (including the transfer of fuel from tank trucks) on an
impervious or contained pad or under a roof or canopy where possible. Covering should
extend beyond spill containment pad to prevent rain from entering.

When fueling in uncovered area, use a concrete pad {not asphalt - not chemically
resistant to the fuels being handled).

Use drip pans where leaks or spills of fuel can occur and where making and breaking hose
connections.

Use fueling hoses with check valves to prevent hose drainage after filling.

Use spill and overflow protection devices.

Cleanup spills and leaks immediately.

Minimize/eliminate run-on onto fueling areas.

Collect stormwater runoff and provide treatment or recycling.

Use dry cleanup methods for fuel area rather than hosing the fuel area down. Sweep up
absorbents as soon as spilled substances have been absorbed.

Regularly inspect and perform preventive maintenance on storage tanks to detect
potential leaks before they occur.

Inspect the fueling area for leaks and spills.

Provide curbing or posts around fuel pumps to prevent collisions from vehicles.

Discourage “topping off” of fuel tanks.

Train personnel on vehicle fueling BMPs.

Vehicle and

Equipment Cleaning

Designate vehicle and equipment wash areas that drain to recycle ponds or process
wastewater treatment systems.

Conduct vehicle washing operation indoors or in a covered area.

Clean wash water residue from portions of the site that drain to stormwater discharges.

Train employees on proper procedure for washing vehicles and equipment including a
discussion of the appropriate location for vehicle washing.

Transporting
Chemicals to Storage

Areas

Store drums as close to operational building as possible.

Label all drums with proper warning and handling instructions.

Forklift operators should be trained to avoid puncturing drums.

Finished Products

(Galvanized) Storage

Store finished products indoors, on a wooden pallets concrete pad, gravel surface, or
other impervious surface.

Wooden Pallets and

Empty Drums

Clean contaminated wooden pallets.

Cover empty drums.

Cover contaminated wooden pallets.

Store drums and pallets indoors.

Clean empty drums.

Store pallets and drums on concrete pads.
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Pollutant Source
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Hazardous Waste

Storage Areas

Cover and/or enclose storage areas {including temporary cover such as a tarp that prevents
contact with precipitation).

All hazardous waste must be stored in sealed drums.

Establish centralized satellite drum-storage areas.

Provide secondary containment around chemical storage areas.

If containment structures have drains, ensure that the drains have valves, and that valves are
maintained in the closed position. Institute protocols for checking/testing stormwater in
containment areas prior to discharge.

Check for corrosion and leakage of storage containers.

Label materials clearly.

Properly dispose of outdated materials.

Dike or use grass swales, ditches, or other containment to prevent run-on or runoff in case of
spills.

Post notices prohibiting dumping of materials into storm drains.

Store containers, drums, and bags away from high traffic routes and surface waters.

Do not stack containers in such a way as to cause leaks or damage to the containers.

Use pallets to store containers when possible.

Store materials with adequate space for traffic without disturbing drums.

Maintain low inventory level of chemicals based on need.

Train employees in spill prevention and control and proper hazardous waste management

Eliminate floor drains that are connected to the storm or sanitary sewer; if necessary, install a
sump that is pumped regularly.

Prevent spills and drips.

Use drip plans, drain boards, and drying racks to direct drips back into a sink or fluid holding
tank for reuse.

Drain all parts of fluids prior to disposal. Qil filters can be crushed and recycled.

Promptly transfer used fluids to the proper container; do not leave full drip pans or other
open containers around the shop. Empty and clean drip pans and containers.

Dispose of greasy rags, oil filters, air filters, batteries, spent coolant, and degreasers properly.

Label and track the recycling of waste material (e.g., used oil, spent solvents, batteries).

Maintain an organized inventory of materials.

Eliminate or reduce the number or amount of hazardous materials and waste by substituting
nonhazardous or less hazardous materials.

Clean up leaks, drips, and other spills without using large amounts of water.

Prohibit the practice of hosing down an area where the practice would result in the exposure

~of pollutants to stormwater.

Clean without using liquid cleaners whenever possible.

Perform all cleaning at a centralized station so the solvents stay in one area.

If parts are dipped in liquid, remove them slowly to avoid spills.

Do not pour liquid waste down floor drains, sinks, outdoor storm drain inlets, or other storm
drains or sewer connections.
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Hazardous Waste

Storage Areas

Perform all cleaning operations indoors or under covering when possible. Conduct the
cleaning operations in an area with a concrete floor with no floor drainage other than to
sanitary sewers or treatment facilities.

If operations are uncovered, perform them on concrete pad that is impervious and contained.

Park vehicles and equipment indoors or under a roof whenever possible and maintain proper
control of oil leaks/spills.

Inspect vehicles closely for leaks and use pans to collect fluid when leaks occur.
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MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER PROTECTION PROGRAM — WATER POLLUTION BRANCH

“4 & ANNUAL OPERATIONS AND MAINTENANCE REPORT
M{\lLTO MISSOURI DEPARTMENT OF NATURAL RESOURCES, SOUTHEAST REGIONAL OFFICE | ANNUAL REPORT DUE:

POPLAR %waw JANUARY 28™

PERMIT NUMGER COUNTY THIS REPORT COVERS YEAR:

MO-0136883 | HOWELL | JANUARY 1,201 3hrough DECEMBER 31,20 13 _
. FI:;&CILHY NAME . PHONE # FACILITY ADDRESS

CbASTALENERGYCORP. 417-469-2777 1 Coastal Drive, Willow Springs, MO

OWNER NAME PHONE® - OWNER ADDRESS
Céastal Energy Corp. 417-469-2777 P.O. Box 218, Willow Springs, MO 657

b 3

Note2 Recordsshaﬂbemmtamedmdsummanmdmtoananmmloperaﬂngreport,whmhshallbesubmxttedby]anuaryZ& of

. each year for the previous calendar year period. The report shall include the following:

. (2) Record of maintenance and repairs performed during the year, average number of times per month the facility is checked
v to see if it is operating properly, and description of any unusual operating conditions encountered during the year;

i (b) The number of days the facility discharged during the year, the discharge flow, the reasons discharge occurred and

: effluent analysis performed.

There was no discharge during 2013 and thus no irrigation occurred.
Rainfall records for 2013 are attached. Since the irrigation system was
not used, no maintenance or repairs were needed.

REPORT COMPLETED BY DATE

Curtls Heider, Consultant (éﬁjﬁ:;§g21¢&ﬂ’\ &//KCQ/TL\

SIGNATURE OF OWNER OR DESIGB&E APPROV!NG REPORT DATE

i
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COASTAL ENERGY CORP. | MO-0136883

OUTFALL: 001

MISSOURI DEPARTMENT OF NATURAL RESOURCES

WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD
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WATER POLLUTION CONTROL PROGRAM
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MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM - -
i MONTHLY MONITORING RECORD FOR THE MONTH OF: N 120 0.0
WE OF FACILITY PERMIT NUMBER COUNTY REGION
COASTAL ENERGY CORP. | MO-0136883 HOWELL ‘ SERO

| SAMPLES COLLECTED BY ANALYSIS PERFORMED BY (LAB) DATE

;i IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: B

VOLUME APPLICATION APPLICATION ETHYL- onL& PETROLEUM pH ETHANOL
IRRIGATED AREA RATE BENZEN GREASE HYDRO.,
TOTAL
GALLONS ACRES INCHES/ACRE gL el pgiL su gL,

i DAILY DAILY DAILY Once/month Once/manth Once/month Once/moxth Once/momnth

Sttt

/ 7

125
126
27
28
29

| signature anc Titke of Individual Preparing Report: i Date: Phane Number: Email Address:
I ‘

Sign:;atum of Owner or Desigoee Approving Report: Date: Phone Number: “Emaif Address:
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Retum form to: Missouri Department of Natural Resources, Southeast Regiong} Office, 2155 North Westwood Blvd, Paplar Biuff MO 63901
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MISSOURI DEPARTMENT OF NATURAL RESOQURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD FORTHE MONTHOF: F eb ,20 /.S

NAME OF FACILITY PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | MO-0136883 HOWELL __|SERO

SAMPLES COLLECTED BY ANALYSIS PERFORMED BY (LAB) DATE

IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: Kl

VOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
IRRIGATED AREA . RATE BENZEN GREASE HYDRO.,

) TOTAL
S GALLONS ACRES INCHES/ACRE mg/L wy/L my/L su mylL

5 - DAILY DAILY DAILY Once/month Once/month Once/month Once/month Once/month
=2 S - v e <usiiu UL SR S, LS L S . )

—————————]

VXL If Nl Wl K] Wl ol —

e a .

-y
=)

31

Nn.nl_‘iSl.mp.

T3t of
Sam,

Monthly
AL,

Marx.

Signature and Title of Individual Preparing Repost: Date: Phone Number: Email Address:

Sigaature of Owner or Designee Approving Report; . Date: Phone Numnber: Email Address:
i ‘

Retum form to: Missouri Department of Natural Resources, Southeast Regional Office, 2155‘ North Westwood Blvd. Poplar Bluff MO 63901




MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH

ﬂ/b\“Gh

20 | 3

N;;ME OF FACILITY
COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

FOR THE MONTH OF:

COUNTY

HOWELL

REGION

SERO

SAMPLES COLLECTED BY

ANALYSIS PERFORMED BY (LAB)

DATE

IRRIGATED STORMWATER

NO IRRIGATED STORMWATER FOR MONTH

‘DAY

VOLUME
TRRIGATED

GALLONS
DAILY

APPLICATION
AREA

ACRES

DAILY

APPLICATION
RATE

INCHES/ACRE

DAILY

ETHYL-
BENZEN

mg/L

OIL &
GREASE

mg/l,

PETROLEUM
HYDRO.,
TOTAL
myL

pH

su

Once/month
e —

Opce/month
<:is-Laluls

Ounce/month
e

Once/month

ETHANOL

mg/L

31

Tot of
Sam

Monthly
Avg

Dally
Max.

&

Siguature and Title of individual Preparing Report:

Date:

Phone Number:

Email Address:

Signature of Owner ar Designee Approving Report:

Date:

Phone Number:

Email Address:

¥
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Return form to. Missouri Department of Natural Resources, Southeast Regional Office, 2155 North Westwood Bivd. Poplar Biuff MO 63901




MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

FOR THE MONTH OF:

DUE BY: JANUARY 28TH

o |
i

.20 /3

NAME OF FACILITY

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

REGION

SERO

SAMPLES COLLECTED BY

ANALYSIS PERFORMED BY (LAB)

DATE

IRRIGATED STORMWATER

NO IRRIGATED STORMWATER FOR MONTH

)4

L VOLUME
IRRIGATED

3 GALLONS

i DAILY

APPLICATION
AREA

ACRES

DAELY

APPLICATION
RATE

ETHYL-
BENZEN

mg/L
__Ouce/month
e et

INCRES/ACRE

DAILY
e

OlL &
GREASE

mg/L

Once/month
e e

PETROLEUM
HYDRO,,
TOTAL
mg/L

pH

su

QOnce/month

Once/month

ETHANOL

mg/L

Once/month

e RN

V)l 2 vj L] &) W ) -

No.oi Samp.

'l‘iét of
Sl

Nonthly
A

Dally

Mss

Sigxy'a‘lm and Title of Individual Preparing Report:

Date:

Phone Number:

Email Address:

Slg\l‘ﬂlﬂ of Owner or Designee Approving Report:

Date:

Phone Number:

Email Address:

Return form to: Missouri Department of Natural Resources, Southeast Regionat Office, 2155 North Westwood Bivd. Paplar Biuff MO 63801




MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH

FOR THE MONTHOF: /V]o\

201D

NAME OF FACILITY

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

\/
7

REGION

SERO

SAMPLES COLLECTED BY

IS

ANALYSIS PERFORMED BY (LAB)

DATE

IRRIGATED STORMWATER

NO IRRIGATED STORMWATER FOR MONTH

)

VOLUME
IRRIGATED

;Ir
DAY
GALLONS

DAILY

APPLICATION
AREA

ACRES
DAILY

APPLICATION ETHYL-
RATE BENZEN

INCHES/ACRE mg/L
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OlL &
GREASE
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Once/month
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TOTAL
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Once/month

ETHANOL
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Once/month
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Sigmf!um and Title of Individual Preparing Report:

Phone Number:

Email Address:

Signature of Owner or Designee Approving Report:

Phone Number:

Email Address:

Return form to: Missouri Department of Natural Resources, Southeast Regional Office, 2155 North Westwood Bivd. Poplar Bluff MO 63901
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MISSOURI DEPARTMENT OF NATURAL RESQURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM
MONTHLY MONITORING RECORD FOR THE MONTH OF: __ S wn< ,20 [ 3

NAME OF FACILITY PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | M0-0136883 HOWELL SERO

SAMPLES COLLECTED BY i ANALYSIS PERFORMED BY (LAB) DATE

K IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: Kl

VOLUME APPLICATION APPLICATION ETIIYL- Ol & PETROLEUM pH ETHANOL
IRRIGATED AREA RATE BENZEN GREASE VDRO.,
TOTAL
GALLONS ACRES INCHES/ACRE mg/L mg/L mp/Le sy mg/L

DAY

DAILY DAILY DAILY Qnce/month QOnee/month Once/month Ounce/month Once/month
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—..- - -
Signature and Title of fodividual Preparing Repost: Date: Phone Number: Email Address:

b

Signature of Owner or Designee Approving Report: Date: Phone Number: Email Address:

Return form to: Missouri Department of Natural Resources, Southeast Regional Office, 2155 Noarth Westwood 8lvd. Poptar Bluff MO 63901
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MISSOURI DEPARTMENT OF NATURAL RESOURCES

WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

FOR THE MONTH OF: 3, |

DUE BY: JANUARY 28TH

\J
—

20 /3

NAME OF FACILITY
COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

REGION

SERO

SAMPLES COLLECTED BY

ANALYSIS PERFORMED BY (LAB)

DATE

IRRIGATED STORMWATER

IRRIGATED STORMWATER FOR MONTH:

4

VOLUME
IRRIGATED

GALLONS
DAILY

APPLICATION
AREA

ACRES
DAILY

APPLICATION
RATE

INCHES/ACRE

DAILY

NO
ETHYL-

BENZEN
mg/t.
Oncelmonﬁx

OIL &
GREASE

- _—
Once/month

PETROLEUM
HYDRO.,
TOTAL
mg/L

Once/month

pH

s

Once/month

ETHANOL

mg/L
Once/month

1

%

31
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No.of Semp.

Tot|of

Samp._

Moatkly

—-,

Dally

Mix.

i

Sigaature and Title of Individual Preparing Report:

Date:

Phone Number:

Email Address;

8

Signat%re of Owner or Designee Approving Report:

Date: ~

Phone Number:

Email Address:

B
I
M

]
3

e
»

Retum form to. Missouri Deparimenl of Natural Resources, Southeast Regional Office, 2155 North Westwood Blvd. Papiar Bluff MO 63301




- MISSOUR! DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD - FORTHEMONTHOF: Aucust .20 [ R

k2,
»

’Z" )
b
.."_"

NAME OF FACILITY PERMIT NUMBER COUNTY - REGION

COASTAL ENERGY CORP. | M0-0136883 HOWELL SERO

SAMPLES COLLECTED BY i ANALYSIS PERFORMED BY (LAB) . DATE

i

IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH

‘& VOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
TDAY IRRIGATED AREA RATE BENZEN GREASE HYDRO.,
b

TOTAL .
P GALLONS ACRES INCHES/ACRE mg/L mg/L mg/L sv mg/L

b3

DL[EY DAILY DA_IEY QOnce/manth Qace/month Once/month Onee/month Once/month

e

B P

b LN

o -3 V=1 () DCY (=N VA VNS VY (RN AR

—t |
N

=
w

Iy

2=
—
w

S
=,

A7

j‘ls ' s

19

it

21

22

23

74

=
26
27
28
29
30
31

ﬂo.nf[ Samp.

Tat of
Samp.
Monthly
Avg.
Bally
Max,
Signiture and Title of Individual Preparing Report: Date: Phone Number: Email Address:

Signature of Owner or Designee Approving Report: . ) Date: Phone Number: Email Address:

Return form to: Missouri Department of Natural Resources, Southeast Regional Office, 2155 North Westwood Blvd. Popiar Bluff MO 63901




E3%)  MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
Y¥¥) WATER POLLUTION CONTROL PROGRAM

YRR MONTHLY MONITORING RECORD FOR THE MONTH OF: m,s;a gi, , 20 / 3
NAME OF FACILITY PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | MO-0136883 HOWELL .| SERO

SAMPLES COLLECTED BY ANALYSIS PERFORMED BY (LAB) DATE

IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: X1

VOLUME APPLICATION APPLICATION ETHYL- OlL & PETROLEUM pH ETHANOL
: IRRIGATED AREA RATE BENZEN GREASE HAYDRO,
2 DAY TOTAL
v GALLONS ACHES INCHES/ACRE my/L mg/l mg/L su mg/L

DAILY DAILY DAILY Once/month Once/month Onte/month Once/month Once/montk

[

- 23

24

525

b 26

1

327

8

29

#30

31

No.of Ssmp.

"Tot of
ISamp,

Monthly

i

o Avg

TDaly

| Mas.

Sigmm and Title of Individual Preparing Report: Date: Phone Number: Email Address:

Signature of Owner or Designee Approving Report: Date: Phone Number: Email Address:
z

Return form to: Missouri Oepariment of Natural Resources, Southeast Regional Office, 2155 North Westwood Bivd. Poplar Biuff MO 63901

i §
R




MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

& MONTHLY MONITORING RECORD FOR THE MONTH OF: _CLC,?L

DUE BY: JANUARY 28TH

NAME OF FACILITY

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

20 /. 5 |
REGION

SERO

SAMPLES COLLECTED BY

ANALYSIS PERFORMED BY (LAB)

DATE

4

X VOLUME
- RRIGATED

va"‘ DAY !

* GALLONS

% DAILY
DALY

IRRIGATED STORMWATER

APPLICATION
AREA

ACRES

DAILY

APPLICATION
RATE

INCHES/ACRE

ETIYL~
BENZEN

mg/l

Once/mentt

OiL & PETROLEUM
GREASE HYDRO.,
TOTAL
mg/L . mg/L

Once/month Qnece/month
-LLLULLLUB

DAILY

NO IRRIGATED STORMWATER FOR MONTH:

pH

sv

Once/month

ETHANOL

mg/l,

Once/month

1 e LI B

Wyl Al Wn] &l W] o] —

5 ErTTS . N
d o] e BNy B

N .
—y =
—~l o

12

- 26

27

728

%

T30

431

No.of Samp,

“Tor of

.. Sump.

Manthkly
PAvVE

{; Dally
;| ez

Signature and Title of Individual Preparing Report:
»

Phone Number: Email Address:

+

Signature of Owner or Designee Approving Report:

Date:

Phone Number: Email Address:

,} : Return form te: Missouri Department of Natural Resources, Southeast Regional Office, 2155 North Westwood Blvd. Poplar Bluff MO 63901

is
y
MY
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MISSOURI DEPARTMENT OF NATURAL RESOURCES " DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM -

MONTHLY MONITORING RECORD FOR THE MONTH OF: /o V 20 I3
NAME OF FACILITY PERMIT NUMBER COUNTY . : REGION

COASTAL ENERGY CORP. | M0-0136883 HOWELL SERO
SAMPLES COLLECTED BY , ANALYSIS PERFORMED BY (LAE) DATE

o
kid

# IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: i1

o VOLUME APPLICATION | APPLICATION ETHYL- OIL & PETROLEUM Pl " ETHANOL
' IRRIGATED AREA RATE BENZEN GREASE HYDRO,,

A TOTAL : .
i GALLONS ) ACRES INCHES/ACRE og/L mg/L /L su mg/L

DALY DAILY DAILY Once/month Once/month Qnce/month Ounce/month Once/month
R — A — e — N ———— S e e

3]

No.ol s’np.

Tet|of
Sawip.
Moxthly
Avg.
Dally
Mar.
Sixmh;i;e and Title of [adividual Preparing Report: ) Date: ' Phone Number: Email Address:

Signature of Owner or Designez Approving Report: Date: Phone Number: Email Address:

i Retum form to: Missouri Department of Natural Resources, Southeast Regional Office, 2155 North Westwoad Bivd. Poplar Bluff MO 63901




MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD -

DUE BY: JANUARY 28TH

b;iAME OF FACILITY
COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY REGION

HOWELL SERO

FOR THE MONTHOF: _{D eC 20 [

SAMPLES COLLECTED BY
W

ANALYSIS PERFORMED BY (LAB) DATE

R
4

IRRIGATED STORMWATER | NO IRRIGATED STORMWATER FOR MONTH: I

OIL &

VOLUME APPLICATION APPLICATION
AREA GREASE

PETROLEUM pH
IRRIGATED RATE

HYDRO.,
TOTAL
INCHES/ACRE mg/L mpt. " my/ll, SU mg/L

DAILY

ETHANOL
BENZEN

GALLONS ACRES

DAILY DAILY QOoce/moanth Ongce/month Once/month Once/month
17,215 SR SR} Joceimonty e oty 3. oncemonth Jneemonty

Once/month

b
49

31

Nn.ofélmp.

Tot|of

Sm&

h!bl‘lhl)
Avg.

Dally
Mar

Si;mti:'t‘re and Title of Individual Preparing Report: Dae:

Phone Number: Email Address:

)

ngnat;x;e of Owner or Designes Approving Report: Date:

Phone Number: Email Address:

i
bl

B

D orman

4
i

.

Relurn form to: Missouri Department of Natural Resources, Southeast Regional Office, 2155 North Westwood Blvd. Poplar Bluff MO 63901

j




{ MISSOURI DEPARTMENT OF NATURAL RESOURCES
@' WATER PROTECTION PROGRAM — WATER POLLUTION BRANCH
a4 & ANNUAL OPERATIONS AND MAINTENANCE REPORT

MAIL TO: MISSOURI DEPARTMENT OF NATURAL RESOURCES, SOUTHEAST REGIONAL OFFICE ANNUAL REPORT DUE:

: 2155 NORTH WESTWOOD BLVD

¥ POPLAR BLUFF, MO 63901 | JANUARY 28™
PEF\';'VIIT NUMBER ) COUNTY THIS REPORT COVERS YEAR:
M(:%-0136883 , HOWELL JANUARY 1,20 2 through DECEMBER 31,2012

FACfI'kLITY NAME ‘ PHONE #: FACILITY ADDRESS

¢
i

CdrASTAL ENERGY CORP. 417-469-2777 |1 Coastal Drive, Willow Springs, MO 65793

OWNER NAME PHONE #: OWNER ADDRESS

Coastal Energy Corporation 417-469-2777 {P.0. Box 218, Willow Springs, MO 65793
E
L

Note 2 — Records shall be maintained and summarized into an annual operating report, which shall be submitted by January 28% of
> each year for the previous calendar year period. The report shall include the following:
%  (a) Record of maintenance and repairs performed during the year, average number of times per month the facility is checked
» to see if it is operating properly, and description of any unusual operating conditions encountered during the year;
(b) The number of days the facility discharged during the year, the discharge flow, the reasons dlscharge occurred and
effluent analysxs performed.

There was no discharge during 2012 and thus no irrigation occurred due to rainfall
being below normal throughout the year. Rainfall records for 2012 are attached.
Since the irrigation system was not used, no maintenance or repairs were needed.

eraki fid s iii Lo A i
T e T TN R s v Wt

<ot e

ANt swmsan MLumaAs L w ie
BT B o Aowa, v wT ¥

5 s s a

REPORT COMPLETED BY S Y S DATE
i Curtis Heider, Consultant O: L‘-—W 1/15/2013

SIGNTLA'IURE OF OWNER OR DESIGNEE APPROVING REPORT DATE

Kl
ir




"W WATER POLLUTION CONTROL PROGRAM
VY MONTHLY MONITORING RECORD

MISSOURI DEPARTMENT OF NATURAL RESOURCES

FOR THE MONTH OF: \\.a nway &

DUE BY: JANUARY 28TH

20 |~

NAME OF FACILITY

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

REGION

SERO

SAMPLES COLLEC’I‘ED BY
*‘a

ANALYSIS PERFORMED BY (LAB)

DATE

i IRRIGATED STORMWATER

NO

IRRIGATED STORMWATER FOR MONTH

: K

1 VOLUME
i IRRIGATED

¥ GALLONS

3 DAILY

APPLICATION
AREA

ACRES

DALY

APPLICATION
RATE

INCHES/ACRE

DAILY

ETHYL-
BENZEN

mg/L

Once/month

OlL &
GREASE

mg/L
Once/month

PETROLEUM
HYDRO.,
TOTAL

mg/L
Once/month

pH

SuU

Once/month

ETHANOL

mg/L
Once/month

23

3

Ne.of s-f mp.

Tot ‘] of
Samp.

Montlity
Avgl

Daﬂy

;MM RIS

3‘7&1»&

Phone Number:

219 -443-J171

Email Address:

aTo®ecastol- Img.com

1ah3

Phone Number:

mail Widress:

dovid @ L0 0sid — Fme. G

ent of Natural Resourées ‘Southeast Regional Ofﬁce 2155 North W&stwood Blvd. Poplar %luff MO 63901




MISSOUR! DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH

,20 ]

NAME OF FACILITY
COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

.COUNTY

FOR THE MONTH OF: _February
HOWELL

REGION

SERO

SAMPLES COLLECTED BY
”i

ANALYSIS PERFORMED BY (LAB)

DATE

¢  IRRIGATED STORMWATER

NO IRRIGATED STORMWATER FOR MONTH:

4 VOLUME APPLICATION
IRRIGATED AREA
i GALLONS ACRES

i DAILY DAILY

APPLICATION
RATE BENZEN

INCHES/ACRE mg/L

DAILY Once/ronth

ETHYL-

OolL&
GREASE

mg/L

Once/month

PETROLEUM
HYDRO.,
TOTAL
mg/L

Once/month

ETHANOL
mg/L
Once/month

]4

29,

30;1;

31

No.of Sn‘::‘:p.

Tot ol'
Samk

Monthly
Avel

Daily
Vln.

;%ature and 16501’ Individual ing Report:

Date:
/1719

Phone Number:

41n-414-2009

Email Address:

aaruBecostal T, corv

Slgnature [ er or Designee Approving Report:

a5

Phone Number:

\Lfmanwad{

Wastu | —fme.com

Return form to:

ouri De;ﬁﬂnent of Natural Resources "Southeast Regional Office, 2155 North Westwood Blvd. Poplar Biuff MO 63901
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MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM '

- MONTHLY MONITORING RECORD FOR THE MONTH OF: /V]afch .20 /2
NAME OF FACILITY PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | MO-0136883 - HOWELL SERO

SAMPLES COLLECTED BY ANALYSIS PERFORMED BY (LAB) . DATE

e

Y IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: L

'; YOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
D AFY IRRIGATED AREA RATE BENZEN GREASE HYDRO.,

[ TOTAL
N GALLONS ACRES - INCHES/ACRE mg/L mg/L mg/L su mg/L
I

1% DAILY DAILY DAILY Oncelmgt_h Onee/mon}_h Once/month Once/month Once/month

le}

E
19

i

20},

,,
o,
7
B |
243 ' *
25}
263
27},

0
B

0,

gp

13
No.of Slﬂ}!{p.

]
Tot of
Samp!f

Monthly

Ava.}f

Dailyj}

Mavl,

AT R s §F2/12 |am-gih-o0m] Gesn coastel-tme.com
i 3 : Date: Phone Number: “Enthil Addreks:
1Al3 | S | Jdaid G.taastal - Bne. G

nt of Natural Resources, Sautheast Regional Office, 2155 Narth Westwaod Bivd. Poplar Biuff MO 63901




MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD FOR THE MONTH OF: AI'EPI l ‘ ; 20

NAME OF FACILITY j PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | M0-0136883 HOWELL SERO

SAM}!’LES COLLECTED BY : : ANALYSIS PERFORMED BY (LAB) - DATE

jld

¥

#  IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: [

jk VOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
D AFY IRRIGATED AREA RATE BENZEN GREASE HYDRO.,

) TOTAL
@ GALLONS ACRES INCHES/ACRE mg/L mg/L meg/L su mg/L

4 DAILY DAILY DAILY Once/month Once/month Once/month Once/month Once/month

]
22
73,
24f
25
26,
27
28
29}
0,
31

No.of Sal I‘np.

Tot 'l‘
Samp,
Monthly

Av/E;1
Daih

and Titld of Individual ng Report: ) Date: Phone Number: Email Address:
%Mdﬁwg i S/ o |earoeesasta)-ting, cond

Si gnature o : Dat

. 4B S [ Codast)—Fine o

ent of Natural Resourcés, Southeast Regional Office, 2155 North Westwood Blivd. Poplar Bluff MO 63901

B




NAME OF FACILITY

MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH
FOR THE MONTHOF: /Yay
{

,20 /

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

REGION

SERO

SAMPLES COLLECTED BY

ANALYSIS PERFORMED BY (LAB)

DATE

IRRIGATED STORMWATER

NO

IRRIGATED STORMWATER FOR MONTH:

K]

VOLUME APPLICATION
IRRIGATED AREA

& GALLONS - ACRES

¥
1F ) DAILY DAILY

APPLICATION
RATE

INCHES/ACRE

" ETHYL-

BENZEN

mg/L,

DAILY Once/month

OIL &
GREASE

mg/L
Once/month

PETROLEUM pH
HYDRO.,
TOTAL
mg/L SuU

Once/month Once/month

ETHANOL

mg/L
Once/month

127

13

14

i

15

16}t

17

18}

195

20{‘

21]

22}

234

24

5

%

274

28§

297

50"

I

No.of Sn%p.

Tot (.\‘l1
Samp.

Monthly
Avet

Daily; ;

Max.

Si tur:l%andT'tlcT ndividual Prepaniig Report:

G711

Phone Number:

HIP-HET- 2999

Email Address:

EBTaB ool - TIC.LOMT

Signatur% of (Symer or Designee Approving Repon:
F )

J@]za

Ph;x/:‘e Number:

e (yastb e
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MISSOUR! DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH

NAME OF FACILITY

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

FOR THE MONTHOF: _ St 1) f .20 /2
REGION

SERO

SAMPLES COLLECTED BY

ANALYSIS PERFORMED BY (LAB)

DATE

i IRRIGATED STORMWATER

NO

IRRIGATED STORMWATER FOR MONTH

: B

o VOLUME
oy IRRIGATED

GALLONS

% s am e
PN

DAILY

APPLICATION
AREA

ACRES

DAILY

APPLICATION
RATE

INCHES/ACRE

DAILY

ETHYL-
BENZEN

mg/L
Once/month

OIL &
GREASE

PETROLEUM
HYDRO.,
TOTAL -
mg/L

Once/month

mg/L
Once/month

pH

Su

Once/month

ETHANOL

mg/L
Once/month

o

.\ HV] By MN) ET N

oof.~

;“Q

—_
S

—_—

—_
oxy .

—
-

oo,

245

35,

26}

27

28"

29}

303

£

314

]
No.of San’;‘p.

Tot of(
Samp.

Monthly
Avg 2

Daily /!

Mu.i"

%%um jand Title 3f In9\vW

Email Addre

Phone Number:
4 (7-465-2901

QQI‘U\@OOGGH | mc con)

Phone Number:

W00 Gstal-fincLar




MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD "~ FOR THE MONTH OF: ;—}g_ﬂ \/ 20 [

NAME OF FACILITY PERMIT NUMBER . COUNTY REGION

COASTAL ENERGY CORP. | MO-0136883 HOWELL SERO

SAMPLES COLLECTED BY ANALYSIS PERFORMED BY (LAB) - DATE
;Z

i

i IRRIGATED STORMWATER | NO IRRIGATED STORMWATER FOR MONTH: A

VOLUME APPLICATION APPLICATION ETHYL- OiL & PETROLEUM pH ETHANOL
IRRIGATED AREA RATE BENZEN GREASE HYDRO.,
v TOTAL

GALLONS ACRES | INCHES/ACRE mg/L mgl mg/L su mg/L

iy o g W

DAILY DAILY DAILY Once/month Once/month Once/month Once/month Once/month

77,

28y

29¢

304

313

No.of Sa% 2pe

Tot o r
Samp:

Monthly
Avig}'

Daity)

Ma!

TR LR ’ £7./12 |4 ann| S Broask) -Tine conl

Si.gnamn:lﬁ of or Designee Approving Report: ' D-Ia'f:q } I 3 PW Vﬁ&ﬁ(j @ G@%}%{[ "’JDM& (/6 m

?} Return form to: Mif uri Dep hent of Natural Resourée?South_east Regional Office, 2155 North Westwood Bivd. Poplar Biuff MO 63901
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'ﬁ» MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
¥) WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD FOR THE MONTH OF A \&S .5’ , 20 /2
NAME OF FACILITY PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | M(0-0136883 HOWELL SERO

SAMPLES COLLECTED BY ’ ANALYSIS PERFORMED BY (LAB) . DATE

if

mh

¢ IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: [

YOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
IRRIGATED AREA . RATE BENZEN GREASE HYDRO.,

. TOTAL
GALLONS ACRES INCHES/ACRE  mg/L mg/L mg/L Su mg/L

P

DAILY DAILY DAILY Once/month Once/month Once/month Once/month Onedwth

RN ) ENo Y (LU Y B EIURY 5 S ) Bl Bt s

=00

\D.

—
e Y B

—
=

STuna. lameagom |corutccaska) -fme . Lom
1

= T4)8_|"Baiie, [huide Csash -Anc. winy

gitment of Natural Resourcés, Southeast Regional Office, 2155 North Westwood Bivd. Poplar Bluff MO 63901




MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH

FOR THE MONTHOF: Septemn ber 20 [k

NAME OF FACILITY
COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

REGION

HOWELL SERO

SAMPLES COLLECTED BY
“ :

ANALYSIS PERFORMED BY (LAB) . DATE

i

IRRIGATED STORMWATER

NO

IRRIGATED STORMWATER FOR MONTH: ‘K]

o

VOLUME APPLICATION
IRRIGATED AREA

[~
P
3

GALLONS ACRES

e

APPLICATION ETHYL-
RATE BENZEN

INCHES/ACRE mg/L

OIL &
GREASE

mg/L

Once/month

PETROLEUM pH ETHANOL
HYDRO,,
TOTAL

mg/L sy . mg/L
Once/month Once/month Once/month

DAILY DAILY

e T

DAILY Once/month

Sl f—

o

20,

jid

21%

22

»

23

244

5

26,

- 27k

28}

29

30k

5

31

No.of Slépt-p.

Tot of
Samp.’

Monthly
Av&i?

Daily}:
Mavlf

Sigmiure and Title oNndividual ing Report:

Date:
10/1/12

Phone Number:
HI-4A-2NY)

Email Address:

N
Garu® coostal ~Tme.com

SignaturJ‘c: of Sner or Designee Approving Report:

11913

Phone ﬁu}pﬁn

vl @ Cgstd -tne. W

ent of Natural Resource's, Southeast Regional Office, 2155 North Westwood Blvd. Poplar Biuff MO 63901




MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD . FOR THE MONTH OF. OQJ ng'@l 20

NAME OF FACILITY PERMIT NUMBER COUNTY REGION
COASTAL ENERGY CORP. | MO-0136883 HOWELL SERO

SAI\:IPLES COLLECTED BY . ANALYSIS PERFORMED BY (LAB) . DATE

i _IRRIGATED STORMWATER | NO IRRIGATED STORMWATER FOR MONTH: [#]

ii VOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH
oy IRRIGATED AREA , RATE BENZEN GREASE HYDRO,,

8 TOTAL
GALLONS ACRES INCHES/ACRE mg/L mg/L mg/L SuU

ETHANOL

mg/L
DAILY DAIE\’ DAILY Once/month Once/month Once/month Once/month Once/month

No.of SIilup.

Tot o'f
S:mp’.
Monthty

Avg.‘f‘-

Dail_v'l‘
Maxlf

Sighature and Title ofjindividual Preparin R‘ >rt: te: Phone Nusmber: Email Addregs: _:) )
M TS il 71/ LA -Hi3-an) a0 coaﬁfo.? “THIC, COV ]
Signaru\f% ?ﬁmr or Designee Apgroving Report: Dat Phone Number:

7 Talg Eve, Fhode tasta-fne. gm

drtment of Natural Resources, Southeast Regional Office, 2155 North Westwood Bivd. Poplar Bluff MO 63901

R e




MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM

B ‘é : ) :
*'  MONTHLY MONITORING RECORD FOR THE MONTH OF: Z!ZQ vepber 20 | 2
NAME OF FACILITY PERMIT NUMBER COUNTY REGION

COASTAL ENERGY CORP. | MO-0136883 HOWELL SERO

SAMbPLES COLLECT! l';D BY : ANALYSIS PERFORMED BY (LAB) .- DATE
i '
ﬂh IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: T

7
i; YOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
D RY IRRIGATED AREA RATE BENZEN GREASE HYDRO.,,
¥ TOTAL
j: GALLONS ACRES INCHES/ACRE mg/L mg/L mg/L su
4K
1

mg/L
DAILY DﬁLY ' DAILY Once/month Once/mouth Once/month Once/month Once/month

31k

No.of Samp.

Tot of

Monthly
Av&*

\dnll
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MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
RN@¥)  WATER POLLUTION CONTROL PROGRAM

MONTHLY MONITORING RECORD FOR THE MONTH OF: €Ccem éﬂ' , 20 ( 2

NA],'{IE OF FACILITY PERMIT NUMBER . COUNTY REGION

COASTAL ENERGY CORP. | MO-0136883 HOWELL | SERO

SAMPLES COLLECTED BY ’ ANALYSIS PERFORMED BY (LAB) - DATE

V IRRIGATED STORMWATER NO IRRIGATED STORMWATER FOR MONTH: R

VOLUME APPLICATION APPLICATION ETHYL- OIL & PETROLEUM pH ETHANOL
IRRIGATED AREA RATE BENZEN . GREASE HYDRO.,

TOTAL
GALLONS ACRES INCHES/ACRE .mg/L, mg/L mg/L B i mg/L

e -
o o e

aa S
1

DAILY DAILY DAILY Once/month COuce/month Oncef month Once/month Once/month
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MISSOURI DEPARTMENT OF NATURAL RESOURCES
WATER POLLUTION CONTROL PROGRAM
MONTHLY MONITORING RECORD

DUE BY: JANUARY 28TH

NAME OF FACILITY

COASTAL ENERGY CORP.

PERMIT NUMBER

MO-0136883

COUNTY

HOWELL

REGION

SERO

OUTFALL: 001

OUTFALL: 002

s January 20 1 Q-

February 20_{ Q.

March 20_1 Q-

January 20 2

February 20/ <L

March 20/ :Z

Ji Rainfall

Inches

» DAILY

Volume
Pumped

Gallons

DAILY

Inches

Rainfall

DAILY

Volume
Pumped

Gallons

DAILY

Rainfall

Inches

DAILY

Volume
Pumped

Gallons

* DAILY

Rainfail

Inches

DAILY

Yolume
Pumped

Gallons

DAILY

Rainfall

Inches

DAILY

Volume Rainfall Volume
Pumped Pumped

Gallons Inches * Gallons

DAILY DAILY DAILY

15,

18}t

20!

%" &

24 =3

%ture and ixtl\] ﬁf ):di;vidual Preparing Report:

375,/

Phone Number:L/ I ,7_- A/ é?' ;'7 ,7 q

Email Address:

et cpastal-fime.com

or Desigree Approving Report:

il

Phone Number:

Same,
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MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
A\ f4¥%) WATER POLLUTION CONTROL PROGRAM
N MONTHLY MONITORING RECORD

NAB:{E OF FACILITY PERMIT NUMBER COUNTY . REGION
COASTAL ENERGY CORP. | MO-0136883 HOWELL SERO

i OUTFALL: 001 OUTFALL.: 002

April 20 | May 201 A June 20_/ &~ Aprit 20_/ 2L May 20_i 7~ June 20 1 4

E Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume
D. AFY Pumped Pumped Pumped Pumped Pumped Pumped

i& Inches Gallons Inches Gallons Inches Gallons Inches Gallons Inches Gallons Inches Gallons

1% DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY

2

3

4

5

6'

1T | 22" | & 30" | &

8! '

9

19 ,

11 |7 & - 17 1T&
12 7 B i
13 w” 1 & Yo &

I Y = Vo” e

I WA Nz; - LA &

1§ ' )

7 - n | & o7 |~
18 B

19

2 1" 1 11" e w'1e | 1° &

21

22

23,

24,

2

26

27

28 - .

n | "1 & | A7 | & ' |- A" a6 7

W | " | & | % | wlelz o] 4
3L X | A7 | O - ]
No.of S%mp.

Tot !t;)l‘
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MISSOURI DEPARTMENT OF NATURAL RESOURCES DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM : .
MONTHLY MONITORING RECORD '
NAME OF FACILITY PERMIT NUMBER COUNTY REGION
COASTAL ENERGY CORP. | MO-0136883 HOWELL SERO
OUTFALL.: 001 OUTFALL: 002
; ~July 20 _LQ. August 20 _[_& September 20 1 July 20 _Zﬂx August 20 Y3 September 20 _L@
3‘; Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume " Rainfall Volume Rainfal} Volume
x;fw Pumped Pumped Pumped : Pumped . Pumped Pumped
‘!v. Inches Gallons Inches Gallons Inches Gallons Inches Gallons Inches Gallons Inches Gallons
? DAILY DAILY DAILY DAILY ) DAILY DAILY DAILY DAILY DAILY DAILY DALY DAILY
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MISSOURI DEPARTMENT OF NATURAL RESOURCES Co DUE BY: JANUARY 28TH
WATER POLLUTION CONTROL PROGRAM
MONTHLY MONITORING RECORD
NAME OF FACILITY PERMIT NUMBER COUNTY REGION
C@ASTAL ENERGY CORP. | MO-0136883 HOWELL ’ SERO
ik
; OUTFALL: 001 | OUTFALL: 002
¢ October 20 | November20/ L | December20)2. | October20/2. | November20/ 2. | December 2072
1; Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume Rainfall Volume
DkY Pumped Pumped Pumped Pumped Pumped Pumped
gb Inches Gailons Tnches Gallens Inches @llom Inches Gallons Iuches Gallons Inches Gallons
i DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY DAILY
i ;
2
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Notice of Potential
National Pollutant Discharge Elimination System (NPDES)

PERMIT VIOLATIONS
Permlttee (facility) Name and Address: Coastal Energy Corporation
& P.O. Box 218, 1 Coastal Drive
i Willow Springs, MO 65793
L ’

his NPDES Permit Number: MO0136883

D iring the Clean Water Act §308 compliance inspection conducted on_July 10, 2014, the potential NPDES permit
violations noted below were found. Additional violations may be brought to your attention following a complete review
othhe inspection report and other available information.

POTENTIAL NPDES PERMIT VIOLATIONS

e e o
s R TR R i | By

1. Coastal Energy failed to prevent the discharge of stormwater into the Eleven Point River. Evidence of discharge
were noted from two pipes (controlled discharge).

: 2. Coastal Energy failed to include a) average number of times per month the facility is checked to see if it is

; operating properly, and description of any unusual operating conditions encountered during the year; in the annual
{ report submitted to MDMR as required by Note 2of the NPDES permit, b) the number of days the facility

; discharged during the year, the discharge flow, the reasons discharge occurred and effluent analysis performed.

% 3. Coastal Energy failed to develop a Stormwater Pollution Prevention Plan as required by Condition 7 of the
§  NPDES permit.

¢ 4. Coastal Energy failed to develop and maintain an Operational and Maintenance Manual (O&M) as required by
-;i Condition 12 of the NPDES permit.

E 5. Coastal Energy failed to perform monthly visual inspection of the tank system to identify problems that could lead
i to leaks as required by Condition 13 of the NPDES permit. Coastal Energy started such inspection in February
: 2014 up to the date of this inspection.

y,
i
jE 6. Outfall QU001 and OU002 were not marked on site.
i
|

REQUESTED ACTION: Within ten (10) days, please describe in writing any actions taken, or planned, to correct
the potential violations identified above. Your response will be considered in the determination of the need for
further administrative or legal action. Mail your description of corrective actions to your inspector at: U.S.

Environmental Protection Agency, ENSV/EFCB, 300 Minnesota Ave., Kansas City, KS, 66101

§
3

prmted Name;_Naji J. Ahmad __ Signature: /j/ M Date: /-~ / 0 2ol Y

No 'pce Received by: G’CLY‘ W P\ CCh \j\CO Signature: % M
; Q) d

Dae r7 /O /[7/
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Ahmad, Na'li ' . .
] ,
Frf:m: Gary Picard <gary@coastal-fmc.com>
Sent: Thursday, July 17, 2014 4:02 PM
To: Ahmad, Naji _
Cﬁ} kelly@bossermanlaw.com; rebecca@spaethcom.com; David Montgomery
Slbeject: Coastal Energy Corrective actions letter ‘
Agachments: _ - Corrective actions letter to EPA.pdf; DSC00722 jpg; DSC00724.jpg; DSC00726.jpg;
45 _ . DSC00729,jpg; DSCO0730,jpg; DSCO0731.jpg
P ‘
M‘tg. Ahmad,

I

I have attached a letter describing the actions we are taking to correct the potential violations listed from your

inéfpection on July 10, 2014. | have also attached photos of what was done to address issues #1 and #6 in the report.

If y’}ou have any other questions please contact me.

i
g

Sincerely,

p

I

:

Gaﬁry Picard

Cojéstal Energy Corp.

P.Q. Box 218

Wﬂlow Springs, MO 65793

P: 417-469-2777

F: §17-469-4497
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Coastal Energy Corporation

1 Coastal Drive, Willow Springs MO 65793
Phone: (417) 469-2777 Fax: (417) 469-2294
www.coastal-fmc.com

7/17/14

Naji J. Ahmad

Environmental Engineer
Environmental Services Division
Field Compliance Branch

300 Minnesota Ave.

Kansas City, KS 66101

Actions taken to correct potential NPDES pemut violations from July 10, 2014
inspection.

1 The discharge noted from the two outfalls was the result of an incomplete seal in
the discharge pipes and resulted in minimal loss from each outfall. The
discharges likely infiltrated the soil before they reached the Eleven Point River.
In an effort to mitigate future discharges from the pipes associated with the
outfalls at the facility, Coastal Energy has capped and sealed the pipes to ensure
that the drips discovered during the inspection will no longer discharge. This
maintenance should fix what we believe to be a condensation issue found in one
‘unused drainage pipe and the one drop of rainwater drainage per fifteen seconds
which was discovered coming from the other unused drainage plpe When
weather permits, the facility will be completely removing the pipes so that the
likelihood of a discharge is minimized.

2. The facility recognizes the deficiency in not including the frequency of
inspections for proper operation and a description of any unusual operating
conditions in the annual report. The facility is currently, and has historically,
checked for proper operation on a daily basis during normal operating hours and
there have not been any identified unusual operating conditions. In the future we
will ensure that the facilities inspection frequency and documentation of unusual
occurrences will be included in the Annual Operating Report. The number of days
that the facility discharged during the year, the discharge flow, the reason
discharge occurred and effluent analysis performed was not included in the report
because the facility was operating under the premise that a discharge had not
occurred in any previous year. In the future, if a discharge occurs, the facility will
include the appropriate documentation in the Annual Operating Report.

3. Coastal Energy provided a current Stormwater Pollution Prevention Plan during
the inspection. The SWPPP was dated July 2014 and satisfies Condition 7 of the
NPDES permit. The facility is currently in the process of implementing the
SWPPP and will document all appropriate requirements.




i Ny Coastal Energy Corporation

i 1 Coastal Drive, Willow Springs MO 65793 .
iE ~ Phone: (417) 469-2777 Fax: (417) 469-2294
’ . www.coastal-fmc.com

E 4. Coastal Energy is currently preparing an Operations and Maintenance manual to
i ~ Use in conjunction with the facility’s SWPPP as required by Condition 12 of the

E facility’s SWPPP. The anticipated date of implementation for the Operations and
i Maintenance Manual is 90 days from the date of this letter.

4 5. Coastal Energy has regularly been performing monthly visual inspections since

! February 2014. The facility has implemented a Spill Prevention, Control, &

i Countermeasures Plan (SPCCP) that identifies the details of the monthly

g inspections of the tank systems and has been designed from the recommendations
‘E

g

|

|

!

eiew o4 la

of the Steel Tank Institute and satisfies standard industry practices. The facility
will continue to inspect the tank systems and document the inspections in the
facility’s SPCCP and SWPPP appropriately.

6. Outfall 001 and Outfall 002 have been appropriately marked and identified at the
facility. )

If there are any questions please call me.

L Bimete S Yo ¥ M el i o K s i s et ML S s

ki
4 - Sincerely,

i .

: \)\;\):ND
;i

E Gary Picard

g Coastal Energy Corp.
P.O.Box 218

E Willow Springs, MO 65793
e

i

P: 417-469-2777
F: 417-469-4497 -
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

CONFIDENTIALITY NOTICE
Facility Name
Facility Address
Inspector (print)

U.S. EPA, Region VII, 901-N.-5th-St.; Kansas-City, KS 66101 : Date

The United States Environmental Protection Agency (EPA) is obligated, under the Freedom of Information Act,

to release information collected during inspections to persons who submit requests for that information. The Freedom
of Information Act does, however, have provisions that allow EPA to withhold certain confidential business
information from public disclosure. To claim protection for information gathered during this inspection you must
request that the information be held CONFIDENTIAL and substantiate your claim in writing by demonstrating that
the information meets the requirements in 40 CFR 2, Subpart B. The following criteria in Subpart B must be met:

1 Your company has taken measures to protect the confidentiality of the information, and it intends to continue
to take such measures.

2, No statute specifically requires disclosure of the information.
3. Disclosure of the information would cause substantial harm to your company’s competitive position.

Information that you claim confidential will be held as such pending a determination of applicability by EPA.

e
I have received this Notice and DO NOT want to make a claim of confidentiality at this time. |
Facility Representative Provided Notice (print) Signature/Date

e
|

I have received this Notice and DO want to make a claim of confidentiality.

Facility Representative Provided Notice (print) Signature/Date

Information for which confidential treatment is requested;

(Rev: 11/15/99)
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Photo log:

DSCN 2111-DSCN2115
DSCN2116

DSCN2117
DSCN2118-DSCN2120
DSCN2121-DSCN2124
DSCN2125 |
DSCN2126-DSCN2127
DSCN2128
DSCN2129
DSCN2130
DSCN2131-DSCN2135
DSCN2136
DSCN2137
DSCN2138
DSCN2139
DSCN2140
DSCN2141-DSCN2147
DSCN2148-DSCN2149
DSCN2150
DSCN2151

i DSCN2152

DSCN2153

i DSCN2154

DSCN2155-DSCN2156

# DSCN2157
i DSCN2158
} DSCN2159

DSCN2160
DSCN2161

1 DSCN2162-DSCN2164

The Elven Point River practices

OU001as identified by the NPDES which is the discharge pipe
from the ethanol secondary containment

ethanol secondary containment

tank farm/ boiler and acid tank

Stromwater concrete structure with pump station & wet well
liquids under cover g

spill emergency response trailer

boiler area and diesel tank in secondary containment
access point well to pump out spills

inlet pipe #1 that discharges into the Eleven Point River
the outlet of Pipe #1 ~

unnamed tributary #1

40 acres open field irrigation field

vehicle parking on the banks of the River no evidence of spills
bottom of the River where vehicles are parked

same as DSCN2138

grading of the eleven Point River and the road crossing
storage area -

general random video was deleted by inspector
Retention Basin :

inlet of pipe #4

looking at pipe #5 inlet near pipe #4 inlet

Pipe #5 inlet :

Pipe #5 outlet into the unnamed tributary #1

near outlet of pipe #5

Pipe #3 outlet into the unnamed tributary #1

Pipe #3 inlet - '

Pipe #2 inlet

unnamed tributary #1

Pipe #2 outlet into the unnamed tributary #1




DSCN2120.JPG

g e " P A Sz, il
DSCN2121.JPG DSCN2122.JPG DSCN2123.JPG

™ - %4

DSCN2135.JPG

WP

A
DSCN2140.JPG

DSCN2137.JPG DSCN2138.JPG

Db oy ok X :

SCN2142.JPG DSCN2143.JPG DSCN2144.JPG

D

DSCN2146.JPG DSCN2147.JPG DSCN2149.JPG DSCN2151.JPG




DSCN2157.JPG

DSCN2162.JPG

DSCN2111.JPG DSCN2112.JPG

DSCN2113.JPG DSCN2114.JPG DSCN2115.JPG
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